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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-45-L927.ies
Description:  1x4 D3X-LP ROUND PERF AT 4500lm 2700K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3114.1 lumens
Efficiency: N/A

Efficacy: 57.6 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  54.1
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-45-L927.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-45-L927.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3374 3374 3374
5° 3370 3363 3375

10° 3354 3334 3336
15° 3317 3288 3278
20° 3267 3225 3206
25° 3207 3149 3114
30° 3130 3058 3007
35° 3043 2949 2892
40° 2943 2837 2768
45° 2831 2716 2646
50° 2729 2590 2509
55° 2605 2454 2367
60° 2468 2314 2225
65° 2327 2175 2075
70° 2152 2028 2050
75° 1982 1866 1771
80° 1726 1655 1485
85° 1451 1365 1365

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2831 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-45-L927.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 118.3 3.8 0° 1254 1254 1254 1254 1254
10°-20° 333.2 10.7 5° 1248 1248 1245 1248 1249 118
20°-30° 489.0 15.7 15° 1190 1189 1180 1178 1177 336
30°-40° 563.2 18.1 25° 1080 1072 1061 1052 1049 497
40°-50° 552.8 17.8 35° 926 915 898 886 880 579
50°-60° 471.3 15.1 45° 744 735 714 700 695 575
60°-70° 341.0 10.9 55° 555 543 523 510 505 496
70°-80° 191.7 6.2 65° 366 355 342 329 326 363
80°-90° 53.6 1.7 75° 191 187 180 172 170 202
90°-100° 0.0 0.0 85° 47 49 44 44 44 54
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 940.5 30.2
0°-40° 1503.6 48.3
0°-60° 2527.8 81.2
0°-90° 3114.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3114.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-45-L927.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1254.0 1254.0 1254.0 1254.0 1254.0
2.5° 1252.2 1253.1 1250.4 1255.0 1255.9

5° 1247.6 1248.5 1244.8 1248.5 1249.4
7.5° 1239.3 1239.3 1234.7 1237.5 1237.5
10° 1227.3 1225.5 1220.0 1220.9 1220.9

12.5° 1209.8 1209.8 1202.5 1202.5 1200.6
15° 1190.5 1188.7 1180.4 1178.5 1176.7

17.5° 1167.5 1164.7 1155.5 1151.8 1150.0
20° 1140.8 1136.2 1126.1 1121.5 1119.6

22.5° 1112.2 1105.8 1093.8 1088.3 1086.5
25° 1080.0 1071.7 1060.7 1052.4 1048.7

27.5° 1046.9 1038.6 1022.9 1013.7 1010.0
30° 1007.3 999.0 984.3 973.2 967.7

32.5° 966.8 959.4 941.9 929.9 926.3
35° 926.3 915.2 897.7 885.7 880.2

37.5° 882.1 872.9 853.5 840.6 834.2
40° 837.9 828.7 807.5 793.7 788.1

42.5° 791.8 779.9 761.4 746.7 742.1
45° 744.0 734.7 713.6 699.8 695.2

47.5° 698.8 685.0 665.7 651.9 645.4
50° 651.9 639.0 618.7 604.0 599.4

52.5° 603.1 592.0 571.8 557.0 551.5
55° 555.2 543.2 523.0 510.1 504.6

57.5° 507.3 496.3 477.9 463.1 459.4
60° 458.5 448.4 430.0 418.0 413.4

62.5° 413.4 401.4 384.9 372.9 368.3
65° 365.5 355.4 341.6 328.7 325.9

67.5° 321.3 314.0 296.5 287.3 288.2
70° 273.5 273.5 257.8 248.6 260.6

72.5° 231.1 232.0 218.2 212.7 208.1
75° 190.6 186.9 179.5 172.2 170.3

77.5° 150.1 151.9 145.5 131.7 129.8
80° 111.4 121.5 106.8 97.6 95.8

82.5° 76.4 86.5 73.7 69.1 68.1
85° 47.0 48.8 44.2 44.2 44.2

87.5° 20.3 23.0 22.1 22.1 23.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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