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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-25-L830.ies
Description:  1x4 D3X-LP ROUND PERF AT 2500lm 3000K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2169.9 lumens
Efficiency: N/A

Efficacy: 80.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  27
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-25-L830.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-25-L830.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2351 2351 2351
5° 2348 2343 2352

10° 2337 2323 2325
15° 2311 2291 2284
20° 2276 2247 2234
25° 2235 2195 2170
30° 2181 2131 2095
35° 2120 2055 2015
40° 2051 1977 1929
45° 1973 1892 1843
50° 1901 1805 1749
55° 1815 1710 1650
60° 1720 1612 1551
65° 1622 1515 1446
70° 1499 1413 1429
75° 1381 1301 1234
80° 1203 1153 1034
85° 1010 951 951

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1973 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-25-L830.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 82.4 3.8 0° 874 874 874 874 874
10°-20° 232.2 10.7 5° 869 870 867 870 871 83
20°-30° 340.7 15.7 15° 830 828 822 821 820 234
30°-40° 392.4 18.1 25° 753 747 739 733 731 347
40°-50° 385.2 17.8 35° 645 638 626 617 613 403
50°-60° 328.4 15.1 45° 518 512 497 488 484 401
60°-70° 237.6 10.9 55° 387 378 364 355 352 346
70°-80° 133.6 6.2 65° 255 248 238 229 227 253
80°-90° 37.3 1.7 75° 133 130 125 120 119 140
90°-100° 0.0 0.0 85° 33 34 31 31 31 38
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 655.3 30.2
0°-40° 1047.7 48.3
0°-60° 1761.4 81.2
0°-90° 2169.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2169.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-25-L830.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 873.8 873.8 873.8 873.8 873.8
2.5° 872.5 873.2 871.3 874.5 875.1

5° 869.3 870.0 867.4 870.0 870.6
7.5° 863.6 863.6 860.3 862.3 862.3
10° 855.2 853.9 850.1 850.7 850.7

12.5° 843.0 843.0 837.9 837.9 836.6
15° 829.6 828.3 822.5 821.2 819.9

17.5° 813.5 811.6 805.2 802.6 801.3
20° 794.9 791.7 784.6 781.4 780.2

22.5° 775.0 770.5 762.2 758.3 757.1
25° 752.6 746.8 739.1 733.3 730.7

27.5° 729.5 723.7 712.8 706.4 703.8
30° 701.9 696.1 685.8 678.1 674.3

32.5° 673.7 668.5 656.3 648.0 645.4
35° 645.4 637.7 625.5 617.2 613.3

37.5° 614.6 608.2 594.7 585.8 581.3
40° 583.8 577.4 562.7 553.0 549.2

42.5° 551.8 543.4 530.6 520.3 517.1
45° 518.4 512.0 497.2 487.6 484.4

47.5° 487.0 477.3 463.9 454.2 449.7
50° 454.2 445.3 431.1 420.9 417.7

52.5° 420.2 412.5 398.4 388.2 384.3
55° 386.9 378.5 364.4 355.4 351.6

57.5° 353.5 345.8 333.0 322.7 320.1
60° 319.5 312.4 299.6 291.3 288.1

62.5° 288.1 279.7 268.2 259.8 256.6
65° 254.7 247.6 238.0 229.0 227.1

67.5° 223.9 218.8 206.6 200.2 200.8
70° 190.5 190.5 179.6 173.2 181.6

72.5° 161.0 161.7 152.1 148.2 145.0
75° 132.8 130.2 125.1 120.0 118.7

77.5° 104.6 105.9 101.4 91.7 90.5
80° 77.6 84.7 74.4 68.0 66.7

82.5° 53.3 60.3 51.3 48.1 47.5
85° 32.7 34.0 30.8 30.8 30.8

87.5° 14.1 16.0 15.4 15.4 16.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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