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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-30-L835.ies
Description:  1x4 D3X-LP ROUND PERF AT 3000lm 3500K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2654.1 lumens
Efficiency: N/A

Efficacy: 83.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  31.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-30-L835.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-30-L835.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2876 2876 2876
5° 2872 2866 2877

10° 2858 2841 2843
15° 2827 2803 2794
20° 2784 2748 2733
25° 2733 2684 2654
30° 2668 2607 2563
35° 2593 2513 2464
40° 2509 2418 2360
45° 2413 2315 2255
50° 2326 2207 2139
55° 2220 2091 2017
60° 2103 1972 1896
65° 1983 1854 1769
70° 1834 1729 1747
75° 1688 1591 1510
80° 1472 1410 1265
85° 1235 1164 1164

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2413 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-30-L835.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 100.8 3.8 0° 1069 1069 1069 1069 1069
10°-20° 284.0 10.7 5° 1063 1064 1061 1064 1065 101
20°-30° 416.8 15.7 15° 1015 1013 1006 1004 1003 286
30°-40° 480.0 18.1 25° 920 913 904 897 894 424
40°-50° 471.2 17.8 35° 789 780 765 755 750 493
50°-60° 401.7 15.1 45° 634 626 608 596 592 490
60°-70° 290.6 10.9 55° 473 463 446 435 430 423
70°-80° 163.4 6.2 65° 312 303 291 280 278 309
80°-90° 45.7 1.7 75° 162 159 153 147 145 172
90°-100° 0.0 0.0 85° 40 42 38 38 38 46
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 801.6 30.2
0°-40° 1281.5 48.3
0°-60° 2154.4 81.2
0°-90° 2654.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2654.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-30-L835.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1068.8 1068.8 1068.8 1068.8 1068.8
2.5° 1067.2 1068.0 1065.7 1069.6 1070.4

5° 1063.3 1064.1 1061.0 1064.1 1064.9
7.5° 1056.3 1056.3 1052.3 1054.7 1054.7
10° 1046.1 1044.5 1039.8 1040.6 1040.6

12.5° 1031.1 1031.1 1024.9 1024.9 1023.3
15° 1014.7 1013.1 1006.0 1004.5 1002.9

17.5° 995.0 992.7 984.8 981.7 980.1
20° 972.3 968.4 959.7 955.8 954.2

22.5° 948.0 942.5 932.3 927.6 926.0
25° 920.5 913.4 904.0 897.0 893.8

27.5° 892.2 885.2 871.8 864.0 860.9
30° 858.5 851.4 838.9 829.5 824.8

32.5° 824.0 817.7 802.8 792.6 789.4
35° 789.4 780.0 765.1 754.9 750.2

37.5° 751.8 743.9 727.4 716.5 711.0
40° 714.1 706.3 688.2 676.4 671.7

42.5° 674.9 664.7 649.0 636.4 632.5
45° 634.1 626.2 608.2 596.4 592.5

47.5° 595.6 583.8 567.4 555.6 550.1
50° 555.6 544.6 527.3 514.8 510.9

52.5° 514.0 504.6 487.3 474.8 470.1
55° 473.2 463.0 445.7 434.7 430.0

57.5° 432.4 423.0 407.3 394.7 391.6
60° 390.8 382.2 366.5 356.3 352.3

62.5° 352.3 342.1 328.0 317.8 313.9
65° 311.5 302.9 291.1 280.2 277.8

67.5° 273.9 267.6 252.7 244.8 245.6
70° 233.1 233.1 219.7 211.9 222.1

72.5° 197.0 197.8 186.0 181.3 177.3
75° 162.4 159.3 153.0 146.7 145.2

77.5° 127.9 129.5 124.0 112.2 110.6
80° 95.0 103.6 91.0 83.2 81.6

82.5° 65.1 73.8 62.8 58.9 58.1
85° 40.0 41.6 37.7 37.7 37.7

87.5° 17.3 19.6 18.8 18.8 19.6
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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