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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-50-L835.ies
Description:  1x4 D3X-LP ROUND PERF AT 5000lm 3500K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4588.2 lumens
Efficiency: N/A

Efficacy: 77.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  59.3
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-50-L835.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-50-L835.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4972 4972 4972
5° 4965 4954 4973

10° 4941 4912 4915
15° 4887 4845 4830
20° 4813 4751 4724
25° 4725 4640 4588
30° 4612 4506 4430
35° 4483 4345 4260
40° 4337 4179 4079
45° 4171 4001 3898
50° 4021 3816 3697
55° 3838 3615 3488
60° 3636 3409 3278
65° 3429 3205 3058
70° 3170 2988 3020
75° 2920 2750 2610
80° 2543 2439 2187
85° 2137 2010 2010

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4171 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-50-L835.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 174.3 3.8 0° 1848 1848 1848 1848 1848
10°-20° 490.9 10.7 5° 1838 1840 1834 1840 1841 175
20°-30° 720.4 15.7 15° 1754 1751 1739 1736 1734 494
30°-40° 829.7 18.1 25° 1591 1579 1563 1551 1545 733
40°-50° 814.5 17.8 35° 1365 1348 1323 1305 1297 853
50°-60° 694.5 15.1 45° 1096 1083 1051 1031 1024 847
60°-70° 502.4 10.9 55° 818 800 770 752 743 731
70°-80° 282.5 6.2 65° 539 524 503 484 480 534
80°-90° 79.0 1.7 75° 281 275 264 254 251 297
90°-100° 0.0 0.0 85° 69 72 65 65 65 80
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1385.7 30.2
0°-40° 2215.4 48.3
0°-60° 3724.4 81.2
0°-90° 4588.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4588.2 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-50-L835.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1847.7 1847.7 1847.7 1847.7 1847.7
2.5° 1845.0 1846.3 1842.2 1849.0 1850.4

5° 1838.2 1839.5 1834.1 1839.5 1840.9
7.5° 1826.0 1826.0 1819.2 1823.3 1823.3
10° 1808.3 1805.6 1797.5 1798.8 1798.8

12.5° 1782.6 1782.6 1771.7 1771.7 1769.0
15° 1754.1 1751.4 1739.1 1736.4 1733.7

17.5° 1720.2 1716.1 1702.5 1697.1 1694.4
20° 1680.8 1674.0 1659.1 1652.3 1649.6

22.5° 1638.8 1629.3 1611.6 1603.5 1600.8
25° 1591.3 1579.1 1562.8 1550.6 1545.2

27.5° 1542.4 1530.2 1507.2 1493.6 1488.2
30° 1484.1 1471.9 1450.2 1433.9 1425.8

32.5° 1424.4 1413.6 1387.8 1370.2 1364.7
35° 1364.7 1348.4 1322.7 1305.0 1296.9

37.5° 1299.6 1286.0 1257.6 1238.6 1229.1
40° 1234.5 1220.9 1189.7 1169.4 1161.2

42.5° 1166.7 1149.0 1121.9 1100.2 1093.4
45° 1096.1 1082.6 1051.4 1031.0 1024.2

47.5° 1029.6 1009.3 980.8 960.5 951.0
50° 960.5 941.5 911.6 889.9 883.1

52.5° 888.6 872.3 842.4 820.7 812.6
55° 818.0 800.4 770.5 751.5 743.4

57.5° 747.5 731.2 704.1 682.4 676.9
60° 675.6 660.7 633.5 615.9 609.1

62.5° 609.1 591.5 567.1 549.4 542.6
65° 538.6 523.6 503.3 484.3 480.2

67.5° 473.4 462.6 436.8 423.3 424.6
70° 402.9 402.9 379.8 366.3 383.9

72.5° 340.5 341.9 321.5 313.4 306.6
75° 280.8 275.4 264.5 253.7 251.0

77.5° 221.1 223.8 214.3 194.0 191.3
80° 164.1 179.1 157.4 143.8 141.1

82.5° 112.6 127.5 108.5 101.7 100.4
85° 69.2 71.9 65.1 65.1 65.1

87.5° 29.8 33.9 32.6 32.6 33.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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