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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-60-L835.ies
Description:  1x4 D3X-LP ROUND PERF AT 6000lm 3500K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5305.5 lumens
Efficiency: N/A

Efficacy: 74.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  71.2
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L835.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L835.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5749 5749 5749
5° 5742 5729 5750

10° 5714 5679 5684
15° 5651 5602 5585
20° 5566 5494 5462
25° 5464 5366 5305
30° 5332 5211 5123
35° 5184 5025 4926
40° 5015 4833 4717
45° 4824 4626 4507
50° 4649 4413 4275
55° 4438 4180 4033
60° 4204 3943 3791
65° 3966 3706 3536
70° 3666 3456 3493
75° 3376 3180 3017
80° 2941 2820 2528
85° 2470 2325 2325

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4824 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L835.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 201.5 3.8 0° 2136 2136 2136 2136 2136
10°-20° 567.7 10.7 5° 2126 2127 2121 2127 2129 202
20°-30° 833.1 15.7 15° 2028 2025 2011 2008 2005 572
30°-40° 959.5 18.1 25° 1840 1826 1807 1793 1787 847
40°-50° 941.8 17.8 35° 1578 1559 1530 1509 1500 986
50°-60° 803.0 15.1 45° 1268 1252 1216 1192 1184 979
60°-70° 580.9 10.9 55° 946 926 891 869 860 846
70°-80° 326.6 6.2 65° 623 606 582 560 555 618
80°-90° 91.3 1.7 75° 325 318 306 293 290 343
90°-100° 0.0 0.0 85° 80 83 75 75 75 92
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1602.3 30.2
0°-40° 2561.8 48.3
0°-60° 4306.6 81.2
0°-90° 5305.5 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5305.5 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L835.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2136.5 2136.5 2136.5 2136.5 2136.5
2.5° 2133.4 2135.0 2130.3 2138.1 2139.7

5° 2125.5 2127.1 2120.8 2127.1 2128.7
7.5° 2111.4 2111.4 2103.6 2108.3 2108.3
10° 2091.0 2087.9 2078.5 2080.1 2080.1

12.5° 2061.2 2061.2 2048.7 2048.7 2045.5
15° 2028.3 2025.2 2011.0 2007.9 2004.8

17.5° 1989.1 1984.4 1968.7 1962.4 1959.3
20° 1943.6 1935.7 1918.5 1910.6 1907.5

22.5° 1895.0 1884.0 1863.6 1854.2 1851.0
25° 1840.1 1825.9 1807.1 1793.0 1786.7

27.5° 1783.6 1769.5 1742.8 1727.1 1720.8
30° 1716.1 1702.0 1676.9 1658.1 1648.7

32.5° 1647.1 1634.6 1604.7 1584.4 1578.1
35° 1578.1 1559.3 1529.5 1509.1 1499.6

37.5° 1502.8 1487.1 1454.2 1432.2 1421.2
40° 1427.5 1411.8 1375.7 1352.2 1342.8

42.5° 1349.1 1328.7 1297.3 1272.2 1264.3
45° 1267.5 1251.8 1215.7 1192.2 1184.3

47.5° 1190.6 1167.1 1134.1 1110.6 1099.6
50° 1110.6 1088.7 1054.1 1029.0 1021.2

52.5° 1027.5 1008.7 974.1 949.0 939.6
55° 945.9 925.5 891.0 869.0 859.6

57.5° 864.3 845.5 814.1 789.0 782.8
60° 781.2 763.9 732.6 712.2 704.3

62.5° 704.3 683.9 655.7 635.3 627.5
65° 622.8 605.5 582.0 560.0 555.3

67.5° 547.5 534.9 505.1 489.4 491.0
70° 465.9 465.9 439.2 423.5 443.9

72.5° 393.7 395.3 371.8 362.4 354.5
75° 324.7 318.4 305.9 293.3 290.2

77.5° 255.7 258.8 247.8 224.3 221.2
80° 189.8 207.1 182.0 166.3 163.1

82.5° 130.2 147.5 125.5 117.7 116.1
85° 80.0 83.1 75.3 75.3 75.3

87.5° 34.5 39.2 37.6 37.6 39.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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