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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-WD-60-L950.ies
Description:  1x4 D3X-LP ROUND PERF AT 6000lm 5000K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4560.6 lumens
Efficiency: N/A

Efficacy: 64.1 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  71.2
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L950.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L950.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4942 4942 4942
5° 4935 4925 4943

10° 4911 4882 4886
15° 4857 4816 4801
20° 4784 4722 4696
25° 4696 4612 4560
30° 4584 4479 4404
35° 4456 4319 4235
40° 4311 4154 4055
45° 4146 3977 3875
50° 3997 3793 3675
55° 3815 3593 3467
60° 3614 3389 3258
65° 3408 3186 3039
70° 3151 2971 3002
75° 2902 2733 2594
80° 2529 2424 2173
85° 2124 1998 1998

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4146 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L950.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 173.2 3.8 0° 1837 1837 1837 1837 1837
10°-20° 488.0 10.7 5° 1827 1828 1823 1828 1830 173
20°-30° 716.1 15.7 15° 1744 1741 1729 1726 1723 491
30°-40° 824.8 18.1 25° 1582 1570 1553 1541 1536 728
40°-50° 809.6 17.8 35° 1356 1340 1315 1297 1289 847
50°-60° 690.3 15.1 45° 1090 1076 1045 1025 1018 842
60°-70° 499.3 10.9 55° 813 796 766 747 739 727
70°-80° 280.8 6.2 65° 535 520 500 481 477 531
80°-90° 78.5 1.7 75° 279 274 263 252 250 295
90°-100° 0.0 0.0 85° 69 72 65 65 65 79
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1377.3 30.2
0°-40° 2202.1 48.3
0°-60° 3702.0 81.2
0°-90° 4560.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4560.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-WD-60-L950.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1836.6 1836.6 1836.6 1836.6 1836.6
2.5° 1833.9 1835.2 1831.2 1837.9 1839.2

5° 1827.1 1828.5 1823.1 1828.5 1829.8
7.5° 1815.0 1815.0 1808.2 1812.3 1812.3
10° 1797.4 1794.8 1786.7 1788.0 1788.0

12.5° 1771.8 1771.8 1761.0 1761.0 1758.3
15° 1743.5 1740.8 1728.7 1726.0 1723.3

17.5° 1709.8 1705.8 1692.3 1686.9 1684.2
20° 1670.7 1664.0 1649.1 1642.4 1639.7

22.5° 1628.9 1619.5 1601.9 1593.8 1591.1
25° 1581.7 1569.6 1553.4 1541.2 1535.9

27.5° 1533.2 1521.0 1498.1 1484.6 1479.2
30° 1475.2 1463.0 1441.5 1425.3 1417.2

32.5° 1415.8 1405.1 1379.4 1361.9 1356.5
35° 1356.5 1340.3 1314.7 1297.2 1289.1

37.5° 1291.8 1278.3 1250.0 1231.1 1221.7
40° 1227.1 1213.6 1182.6 1162.3 1154.3

42.5° 1159.6 1142.1 1115.1 1093.6 1086.8
45° 1089.5 1076.0 1045.0 1024.8 1018.1

47.5° 1023.5 1003.2 974.9 954.7 945.2
50° 954.7 935.8 906.1 884.6 877.8

52.5° 883.2 867.0 837.4 815.8 807.7
55° 813.1 795.6 765.9 747.0 738.9

57.5° 743.0 726.8 699.8 678.3 672.9
60° 671.5 656.7 629.7 612.2 605.4

62.5° 605.4 587.9 563.6 546.1 539.4
65° 535.3 520.5 500.3 481.4 477.3

67.5° 470.6 459.8 434.2 420.7 422.1
70° 400.5 400.5 377.6 364.1 381.6

72.5° 338.5 339.8 319.6 311.5 304.7
75° 279.1 273.7 262.9 252.2 249.5

77.5° 219.8 222.5 213.1 192.8 190.1
80° 163.2 178.0 156.4 142.9 140.2

82.5° 111.9 126.8 107.9 101.1 99.8
85° 68.8 71.5 64.7 64.7 64.7

87.5° 29.7 33.7 32.4 32.4 33.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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