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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-25-L927.ies
Description:  1x4 D3X-LP AT 2500lm 2700K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1885.2 lumens
Efficiency: N/A

Efficacy: 69.8 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  27
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-25-L927.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-25-L927.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2043 2043 2043
5° 2040 2036 2043

10° 2030 2018 2020
15° 2008 1991 1984
20° 1978 1952 1941
25° 1941 1907 1885
30° 1895 1851 1820
35° 1842 1785 1751
40° 1782 1717 1676
45° 1714 1644 1601
50° 1652 1568 1519
55° 1577 1485 1433
60° 1494 1401 1347
65° 1409 1317 1256
70° 1302 1228 1241
75° 1200 1130 1072
80° 1044 1003 899
85° 877 827 827

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1714 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-25-L927.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 71.6 3.8 0° 759 759 759 759 759
10°-20° 201.7 10.7 5° 755 756 754 756 756 72
20°-30° 296.0 15.7 15° 721 720 715 714 712 203
30°-40° 340.9 18.1 25° 654 649 642 637 635 301
40°-50° 334.7 17.8 35° 561 554 544 536 533 350
50°-60° 285.3 15.1 45° 450 445 432 424 421 348
60°-70° 206.4 10.9 55° 336 329 317 309 305 301
70°-80° 116.1 6.2 65° 221 215 207 199 197 220
80°-90° 32.4 1.7 75° 115 113 109 104 103 122
90°-100° 0.0 0.0 85° 28 30 27 27 27 33
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 569.3 30.2
0°-40° 910.3 48.3
0°-60° 1530.3 81.2
0°-90° 1885.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1885.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-25-L927.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 759.2 759.2 759.2 759.2 759.2
2.5° 758.0 758.6 756.9 759.7 760.3

5° 755.3 755.8 753.6 755.8 756.4
7.5° 750.2 750.2 747.5 749.1 749.1
10° 743.0 741.9 738.5 739.1 739.1

12.5° 732.4 732.4 727.9 727.9 726.8
15° 720.7 719.6 714.6 713.5 712.3

17.5° 706.8 705.1 699.5 697.3 696.2
20° 690.6 687.8 681.7 678.9 677.8

22.5° 673.3 669.4 662.2 658.8 657.7
25° 653.8 648.8 642.1 637.1 634.9

27.5° 633.8 628.7 619.3 613.7 611.5
30° 609.8 604.8 595.8 589.2 585.8

32.5° 585.3 580.8 570.2 563.0 560.7
35° 560.7 554.0 543.5 536.2 532.9

37.5° 534.0 528.4 516.7 508.9 505.0
40° 507.2 501.6 488.8 480.5 477.1

42.5° 479.4 472.1 461.0 452.0 449.3
45° 450.4 444.8 432.0 423.6 420.8

47.5° 423.1 414.7 403.0 394.6 390.7
50° 394.6 386.8 374.6 365.6 362.9

52.5° 365.1 358.4 346.1 337.2 333.9
55° 336.1 328.9 316.6 308.8 305.4

57.5° 307.1 300.4 289.3 280.4 278.1
60° 277.6 271.4 260.3 253.1 250.3

62.5° 250.3 243.0 233.0 225.7 223.0
65° 221.3 215.2 206.8 199.0 197.3

67.5° 194.5 190.1 179.5 173.9 174.5
70° 165.5 165.5 156.1 150.5 157.7

72.5° 139.9 140.5 132.1 128.8 126.0
75° 115.4 113.1 108.7 104.2 103.1

77.5° 90.9 92.0 88.1 79.7 78.6
80° 67.4 73.6 64.7 59.1 58.0

82.5° 46.3 52.4 44.6 41.8 41.2
85° 28.4 29.5 26.8 26.8 26.8

87.5° 12.3 13.9 13.4 13.4 13.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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