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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-20-L835.ies
Description:  1x4 D3X-LP AT 2000lm 3500K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2137.0 lumens
Efficiency: N/A

Efficacy: 94.1 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  22.7
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-20-L835.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-20-L835.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2316 2316 2316
5° 2313 2308 2316

10° 2301 2288 2289
15° 2276 2257 2250
20° 2242 2213 2200
25° 2201 2161 2137
30° 2148 2099 2064
35° 2088 2024 1984
40° 2020 1946 1900
45° 1943 1864 1815
50° 1873 1778 1722
55° 1787 1684 1625
60° 1694 1588 1527
65° 1597 1493 1424
70° 1477 1392 1407
75° 1360 1281 1215
80° 1185 1136 1018
85° 994 936 936

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1943 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-20-L835.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 81.2 3.8 0° 861 861 861 861 861
10°-20° 228.7 10.7 5° 856 857 854 857 857 81
20°-30° 335.6 15.7 15° 817 816 810 809 808 230
30°-40° 386.5 18.1 25° 741 736 728 722 720 341
40°-50° 379.4 17.8 35° 636 628 616 608 604 397
50°-60° 323.5 15.1 45° 510 504 490 480 477 395
60°-70° 234.0 10.9 55° 381 373 359 350 346 341
70°-80° 131.6 6.2 65° 251 244 234 226 224 249
80°-90° 36.8 1.7 75° 131 128 123 118 117 138
90°-100° 0.0 0.0 85° 32 34 30 30 30 37
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 645.4 30.2
0°-40° 1031.9 48.3
0°-60° 1734.7 81.2
0°-90° 2137.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2137.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-20-L835.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 860.6 860.6 860.6 860.6 860.6
2.5° 859.3 859.9 858.0 861.2 861.8

5° 856.1 856.8 854.3 856.8 857.4
7.5° 850.5 850.5 847.3 849.2 849.2
10° 842.2 841.0 837.2 837.8 837.8

12.5° 830.2 830.2 825.2 825.2 823.9
15° 817.0 815.7 810.0 808.8 807.5

17.5° 801.2 799.3 793.0 790.4 789.2
20° 782.9 779.7 772.7 769.6 768.3

22.5° 763.3 758.8 750.6 746.8 745.6
25° 741.2 735.5 727.9 722.2 719.7

27.5° 718.4 712.7 702.0 695.7 693.1
30° 691.2 685.6 675.4 667.9 664.1

32.5° 663.4 658.4 646.4 638.2 635.6
35° 635.6 628.1 616.0 607.8 604.0

37.5° 605.3 599.0 585.7 576.9 572.5
40° 575.0 568.7 554.1 544.6 540.9

42.5° 543.4 535.2 522.5 512.4 509.3
45° 510.5 504.2 489.7 480.2 477.0

47.5° 479.6 470.1 456.8 447.3 442.9
50° 447.3 438.5 424.6 414.5 411.3

52.5° 413.9 406.3 392.4 382.3 378.5
55° 381.0 372.8 358.9 350.0 346.3

57.5° 348.1 340.6 327.9 317.8 315.3
60° 314.7 307.7 295.1 286.9 283.7

62.5° 283.7 275.5 264.1 255.9 252.7
65° 250.8 243.9 234.4 225.6 223.7

67.5° 220.5 215.5 203.5 197.1 197.8
70° 187.7 187.7 176.9 170.6 178.8

72.5° 158.6 159.2 149.7 146.0 142.8
75° 130.8 128.3 123.2 118.2 116.9

77.5° 103.0 104.3 99.8 90.4 89.1
80° 76.5 83.4 73.3 67.0 65.7

82.5° 52.4 59.4 50.5 47.4 46.8
85° 32.2 33.5 30.3 30.3 30.3

87.5° 13.9 15.8 15.2 15.2 15.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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