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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-35-L840.ies
Description:  1x4 D3X-LP AT 3500lm 4000K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3409.0 lumens
Efficiency: N/A

Efficacy: 90.2 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  37.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L840.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L840.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3694 3694 3694
5° 3689 3681 3695

10° 3671 3649 3652
15° 3631 3600 3589
20° 3576 3530 3510
25° 3510 3447 3409
30° 3426 3348 3292
35° 3331 3228 3166
40° 3222 3105 3031
45° 3099 2973 2896
50° 2987 2835 2747
55° 2852 2686 2591
60° 2702 2533 2436
65° 2548 2381 2272
70° 2356 2220 2244
75° 2169 2043 1939
80° 1891 1812 1624
85° 1587 1494 1494

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3099 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L840.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 129.5 3.8 0° 1373 1373 1373 1373 1373
10°-20° 364.8 10.7 5° 1366 1367 1363 1367 1368 130
20°-30° 535.3 15.7 15° 1303 1301 1292 1290 1288 367
30°-40° 616.5 18.1 25° 1182 1173 1161 1152 1148 544
40°-50° 605.2 17.8 35° 1014 1002 983 970 964 633
50°-60° 516.0 15.1 45° 814 804 781 766 761 629
60°-70° 373.3 10.9 55° 608 595 572 558 552 543
70°-80° 209.9 6.2 65° 400 389 374 360 357 397
80°-90° 58.7 1.7 75° 209 205 196 188 186 221
90°-100° 0.0 0.0 85° 51 53 48 48 48 59
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1029.5 30.2
0°-40° 1646.0 48.3
0°-60° 2767.2 81.2
0°-90° 3409.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3409.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L840.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1372.8 1372.8 1372.8 1372.8 1372.8
2.5° 1370.8 1371.8 1368.8 1373.8 1374.8

5° 1365.8 1366.8 1362.7 1366.8 1367.8
7.5° 1356.7 1356.7 1351.6 1354.7 1354.7
10° 1343.6 1341.6 1335.5 1336.5 1336.5

12.5° 1324.4 1324.4 1316.4 1316.4 1314.3
15° 1303.3 1301.2 1292.2 1290.2 1288.1

17.5° 1278.1 1275.0 1265.0 1260.9 1258.9
20° 1248.8 1243.8 1232.7 1227.7 1225.6

22.5° 1217.6 1210.5 1197.4 1191.4 1189.4
25° 1182.3 1173.2 1161.1 1152.1 1148.0

27.5° 1146.0 1137.0 1119.8 1109.7 1105.7
30° 1102.7 1093.6 1077.5 1065.4 1059.3

32.5° 1058.3 1050.3 1031.1 1018.0 1014.0
35° 1014.0 1001.9 982.7 969.6 963.6

37.5° 965.6 955.5 934.4 920.2 913.2
40° 917.2 907.1 884.0 868.8 862.8

42.5° 866.8 853.7 833.6 817.4 812.4
45° 814.4 804.3 781.1 766.0 761.0

47.5° 765.0 749.9 728.7 713.6 706.6
50° 713.6 699.5 677.3 661.2 656.2

52.5° 660.2 648.1 625.9 609.8 603.8
55° 607.8 594.7 572.5 558.4 552.3

57.5° 555.4 543.3 523.1 507.0 503.0
60° 502.0 490.9 470.7 457.6 452.6

62.5° 452.6 439.5 421.3 408.2 403.2
65° 400.2 389.1 373.9 359.8 356.8

67.5° 351.8 343.7 324.6 314.5 315.5
70° 299.4 299.4 282.2 272.1 285.2

72.5° 253.0 254.0 238.9 232.8 227.8
75° 208.6 204.6 196.5 188.5 186.5

77.5° 164.3 166.3 159.3 144.1 142.1
80° 122.0 133.0 116.9 106.8 104.8

82.5° 83.7 94.7 80.6 75.6 74.6
85° 51.4 53.4 48.4 48.4 48.4

87.5° 22.2 25.2 24.2 24.2 25.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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