
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

Brand: CORELITE

Report Number: P#

Luminaire Tested: 14D3X-LP-40-L940.ies

Issue Date: 2/27/2025

LM-79-2019 Approved Method: Electrical and Photometric Measurements of Solid-State 

Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-40-L940.ies
Description:  1x4 D3X-LP AT 4000lm 4000K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3602.0 lumens
Efficiency: N/A

Efficacy: 74.1 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  48.6
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-40-L940.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-40-L940.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3903 3903 3903
5° 3898 3890 3904

10° 3879 3856 3859
15° 3836 3804 3792
20° 3779 3730 3708
25° 3709 3643 3602
30° 3620 3538 3478
35° 3520 3411 3345
40° 3404 3281 3202
45° 3275 3141 3060
50° 3157 2996 2902
55° 3013 2838 2738
60° 2855 2677 2574
65° 2692 2516 2401
70° 2489 2346 2371
75° 2293 2159 2048
80° 1998 1914 1717
85° 1677 1578 1578

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3275 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-40-L940.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 136.8 3.8 0° 1450 1450 1450 1450 1450
10°-20° 385.4 10.7 5° 1443 1444 1440 1444 1445 137
20°-30° 565.6 15.7 15° 1377 1375 1365 1363 1361 388
30°-40° 651.4 18.1 25° 1249 1240 1227 1217 1213 575
40°-50° 639.4 17.8 35° 1071 1059 1038 1024 1018 669
50°-60° 545.2 15.1 45° 860 850 825 809 804 665
60°-70° 394.4 10.9 55° 642 628 605 590 584 574
70°-80° 221.8 6.2 65° 423 411 395 380 377 420
80°-90° 62.0 1.7 75° 220 216 208 199 197 233
90°-100° 0.0 0.0 85° 54 56 51 51 51 63
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1087.8 30.2
0°-40° 1739.2 48.3
0°-60° 2923.8 81.2
0°-90° 3602.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3602.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-40-L940.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1450.5 1450.5 1450.5 1450.5 1450.5
2.5° 1448.4 1449.5 1446.3 1451.6 1452.7

5° 1443.1 1444.1 1439.9 1444.1 1445.2
7.5° 1433.5 1433.5 1428.2 1431.4 1431.4
10° 1419.6 1417.5 1411.1 1412.2 1412.2

12.5° 1399.4 1399.4 1390.9 1390.9 1388.8
15° 1377.0 1374.9 1365.3 1363.2 1361.1

17.5° 1350.4 1347.2 1336.6 1332.3 1330.2
20° 1319.5 1314.2 1302.5 1297.2 1295.0

22.5° 1286.5 1279.1 1265.2 1258.8 1256.7
25° 1249.2 1239.7 1226.9 1217.3 1213.0

27.5° 1210.9 1201.3 1183.2 1172.6 1168.3
30° 1165.1 1155.5 1138.5 1125.7 1119.3

32.5° 1118.2 1109.7 1089.5 1075.6 1071.4
35° 1071.4 1058.6 1038.4 1024.5 1018.1

37.5° 1020.3 1009.6 987.3 972.3 964.9
40° 969.1 958.5 934.0 918.0 911.6

42.5° 915.9 902.1 880.8 863.7 858.4
45° 860.5 849.9 825.4 809.4 804.1

47.5° 808.3 792.4 770.0 754.0 746.6
50° 754.0 739.1 715.7 698.6 693.3

52.5° 697.6 684.8 661.4 644.3 637.9
55° 642.2 628.3 604.9 590.0 583.6

57.5° 586.8 574.0 552.7 535.7 531.4
60° 530.4 518.7 497.4 483.5 478.2

62.5° 478.2 464.3 445.2 431.3 426.0
65° 422.8 411.1 395.1 380.2 377.0

67.5° 371.7 363.2 342.9 332.3 333.3
70° 316.3 316.3 298.2 287.5 301.4

72.5° 267.3 268.4 252.4 246.0 240.7
75° 220.5 216.2 207.7 199.2 197.0

77.5° 173.6 175.7 168.3 152.3 150.2
80° 128.9 140.6 123.5 112.9 110.8

82.5° 88.4 100.1 85.2 79.9 78.8
85° 54.3 56.4 51.1 51.1 51.1

87.5° 23.4 26.6 25.6 25.6 26.6
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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