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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-45-L940.ies
Description:  1x4 D3X-LP AT 4500lm 4000K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3943.0 lumens
Efficiency: N/A

Efficacy: 72.9 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  54.1
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L940.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L940.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4273 4273 4273
5° 4267 4258 4273

10° 4246 4221 4224
15° 4199 4164 4151
20° 4137 4083 4060
25° 4060 3988 3943
30° 3963 3873 3807
35° 3853 3734 3661
40° 3727 3592 3505
45° 3585 3438 3350
50° 3455 3280 3177
55° 3298 3107 2997
60° 3125 2930 2817
65° 2947 2754 2628
70° 2724 2568 2596
75° 2509 2363 2243
80° 2187 2095 1878
85° 1837 1729 1729

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3585 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L940.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 149.8 3.8 0° 1588 1588 1588 1588 1588
10°-20° 421.9 10.7 5° 1580 1581 1576 1581 1582 150
20°-30° 619.1 15.7 15° 1507 1505 1495 1492 1490 425
30°-40° 713.1 18.1 25° 1368 1357 1343 1332 1328 630
40°-50° 700.0 17.8 35° 1173 1159 1137 1122 1114 733
50°-60° 596.8 15.1 45° 942 930 904 886 880 728
60°-70° 431.7 10.9 55° 703 688 662 646 639 629
70°-80° 242.8 6.2 65° 463 450 432 416 413 459
80°-90° 67.9 1.7 75° 241 237 227 218 216 255
90°-100° 0.0 0.0 85° 60 62 56 56 56 69
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1190.8 30.2
0°-40° 1903.9 48.3
0°-60° 3200.7 81.2
0°-90° 3943.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3943.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L940.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1587.8 1587.8 1587.8 1587.8 1587.8
2.5° 1585.5 1586.7 1583.2 1589.0 1590.2

5° 1579.7 1580.9 1576.2 1580.9 1582.0
7.5° 1569.2 1569.2 1563.4 1566.9 1566.9
10° 1554.0 1551.7 1544.7 1545.9 1545.9

12.5° 1531.9 1531.9 1522.6 1522.6 1520.2
15° 1507.4 1505.1 1494.6 1492.3 1489.9

17.5° 1478.3 1474.8 1463.1 1458.4 1456.1
20° 1444.5 1438.6 1425.8 1420.0 1417.6

22.5° 1408.3 1400.2 1385.0 1378.0 1375.7
25° 1367.5 1357.0 1343.0 1332.5 1327.9

27.5° 1325.5 1315.0 1295.2 1283.6 1278.9
30° 1275.4 1264.9 1246.3 1232.3 1225.3

32.5° 1224.1 1214.8 1192.6 1177.5 1172.8
35° 1172.8 1158.8 1136.7 1121.5 1114.5

37.5° 1116.9 1105.2 1080.7 1064.4 1056.2
40° 1060.9 1049.2 1022.4 1004.9 997.9

42.5° 1002.6 987.5 964.1 945.5 939.7
45° 942.0 930.3 903.5 886.0 880.2

47.5° 884.9 867.4 842.9 825.4 817.2
50° 825.4 809.1 783.4 764.8 758.9

52.5° 763.6 749.6 724.0 705.3 698.3
55° 703.0 687.8 662.2 645.9 638.9

57.5° 642.4 628.4 605.1 586.4 581.7
60° 580.6 567.8 544.4 529.3 523.5

62.5° 523.5 508.3 487.3 472.2 466.3
65° 462.8 450.0 432.5 416.2 412.7

67.5° 406.9 397.5 375.4 363.7 364.9
70° 346.2 346.2 326.4 314.8 329.9

72.5° 292.6 293.8 276.3 269.3 263.5
75° 241.3 236.7 227.3 218.0 215.7

77.5° 190.0 192.4 184.2 166.7 164.4
80° 141.1 153.9 135.2 123.6 121.2

82.5° 96.8 109.6 93.3 87.4 86.3
85° 59.5 61.8 56.0 56.0 56.0

87.5° 25.6 29.1 28.0 28.0 29.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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