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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-30-L850.ies
Description:  1x4 D3X-LP AT 3000lm 5000K 80CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3028.7 lumens
Efficiency: N/A

Efficacy: 95.2 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  31.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-30-L850.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-30-L850.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3282 3282 3282
5° 3278 3270 3283

10° 3262 3242 3245
15° 3226 3198 3188
20° 3177 3136 3118
25° 3119 3063 3028
30° 3044 2975 2924
35° 2959 2868 2812
40° 2863 2759 2693
45° 2753 2641 2573
50° 2654 2519 2441
55° 2533 2386 2302
60° 2400 2251 2164
65° 2264 2115 2018
70° 2093 1972 1994
75° 1928 1815 1723
80° 1680 1610 1443
85° 1411 1328 1328

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2753 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-30-L850.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 115.0 3.8 0° 1220 1220 1220 1220 1220
10°-20° 324.1 10.7 5° 1213 1214 1211 1214 1215 115
20°-30° 475.6 15.7 15° 1158 1156 1148 1146 1144 326
30°-40° 547.7 18.1 25° 1050 1042 1032 1024 1020 484
40°-50° 537.6 17.8 35° 901 890 873 861 856 563
50°-60° 458.4 15.1 45° 724 715 694 681 676 559
60°-70° 331.6 10.9 55° 540 528 509 496 491 483
70°-80° 186.5 6.2 65° 356 346 332 320 317 353
80°-90° 52.1 1.7 75° 185 182 175 168 166 196
90°-100° 0.0 0.0 85° 46 48 43 43 43 53
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 914.7 30.2
0°-40° 1462.4 48.3
0°-60° 2458.4 81.2
0°-90° 3028.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3028.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-30-L850.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1219.6 1219.6 1219.6 1219.6 1219.6
2.5° 1217.8 1218.7 1216.0 1220.5 1221.4

5° 1213.4 1214.3 1210.7 1214.3 1215.2
7.5° 1205.3 1205.3 1200.8 1203.5 1203.5
10° 1193.7 1191.9 1186.5 1187.4 1187.4

12.5° 1176.6 1176.6 1169.5 1169.5 1167.7
15° 1157.8 1156.1 1148.0 1146.2 1144.4

17.5° 1135.5 1132.8 1123.8 1120.2 1118.4
20° 1109.5 1105.0 1095.2 1090.7 1088.9

22.5° 1081.7 1075.5 1063.8 1058.4 1056.7
25° 1050.4 1042.3 1031.6 1023.5 1019.9

27.5° 1018.1 1010.1 994.9 985.9 982.3
30° 979.6 971.6 957.3 946.5 941.1

32.5° 940.2 933.1 916.1 904.4 900.8
35° 900.8 890.1 873.1 861.4 856.1

37.5° 857.9 848.9 830.1 817.6 811.3
40° 814.9 805.9 785.3 771.9 766.5

42.5° 770.1 758.5 740.6 726.2 721.7
45° 723.5 714.6 694.0 680.6 676.1

47.5° 679.7 666.2 647.4 634.0 627.7
50° 634.0 621.5 601.8 587.4 583.0

52.5° 586.5 575.8 556.1 541.8 536.4
55° 540.0 528.3 508.6 496.1 490.7

57.5° 493.4 482.7 464.7 450.4 446.8
60° 445.9 436.1 418.2 406.5 402.1

62.5° 402.1 390.4 374.3 362.7 358.2
65° 355.5 345.7 332.2 319.7 317.0

67.5° 312.5 305.4 288.3 279.4 280.3
70° 266.0 266.0 250.7 241.8 253.4

72.5° 224.8 225.7 212.2 206.9 202.4
75° 185.4 181.8 174.6 167.5 165.7

77.5° 146.0 147.8 141.5 128.1 126.3
80° 108.4 118.2 103.9 94.9 93.1

82.5° 74.3 84.2 71.6 67.2 66.3
85° 45.7 47.5 43.0 43.0 43.0

87.5° 19.7 22.4 21.5 21.5 22.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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