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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-35-L950.ies
Description:  1x4 D3X-LP AT 3500lm 5000K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2914.6 lumens
Efficiency: N/A

Efficacy: 77.1 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  37.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L950.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L950.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3158 3158 3158
5° 3154 3147 3159

10° 3139 3120 3122
15° 3104 3078 3068
20° 3058 3018 3001
25° 3001 2948 2914
30° 2930 2862 2814
35° 2848 2760 2706
40° 2755 2655 2591
45° 2650 2542 2476
50° 2554 2424 2349
55° 2438 2297 2215
60° 2310 2166 2082
65° 2178 2036 1943
70° 2013 1899 1919
75° 1855 1747 1657
80° 1616 1550 1389
85° 1355 1278 1278

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2650 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L950.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 110.7 3.8 0° 1174 1174 1174 1174 1174
10°-20° 311.9 10.7 5° 1168 1169 1165 1169 1169 111
20°-30° 457.7 15.7 15° 1114 1112 1105 1103 1101 314
30°-40° 527.1 18.1 25° 1011 1003 993 985 982 465
40°-50° 517.4 17.8 35° 867 857 840 829 824 542
50°-60° 441.2 15.1 45° 696 688 668 655 651 538
60°-70° 319.1 10.9 55° 520 508 490 477 472 465
70°-80° 179.4 6.2 65° 342 333 320 308 305 339
80°-90° 50.2 1.7 75° 178 175 168 161 159 189
90°-100° 0.0 0.0 85° 44 46 41 41 41 51
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 880.2 30.2
0°-40° 1407.3 48.3
0°-60° 2365.9 81.2
0°-90° 2914.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2914.6 100.0
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-35-L950.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1173.7 1173.7 1173.7 1173.7 1173.7
2.5° 1172.0 1172.9 1170.3 1174.6 1175.4

5° 1167.7 1168.6 1165.1 1168.6 1169.4
7.5° 1159.9 1159.9 1155.6 1158.2 1158.2
10° 1148.7 1147.0 1141.8 1142.7 1142.7

12.5° 1132.4 1132.4 1125.5 1125.5 1123.7
15° 1114.3 1112.5 1104.8 1103.1 1101.3

17.5° 1092.7 1090.1 1081.5 1078.1 1076.3
20° 1067.7 1063.4 1053.9 1049.6 1047.9

22.5° 1041.0 1035.0 1023.8 1018.6 1016.9
25° 1010.8 1003.1 992.8 985.0 981.5

27.5° 979.8 972.1 957.4 948.8 945.4
30° 942.8 935.0 921.2 910.9 905.7

32.5° 904.9 898.0 881.6 870.4 866.9
35° 866.9 856.6 840.2 829.0 823.8

37.5° 825.6 817.0 798.9 786.8 780.8
40° 784.2 775.6 755.8 742.8 737.7

42.5° 741.1 729.9 712.7 698.9 694.6
45° 696.3 687.7 667.9 654.9 650.6

47.5° 654.1 641.2 623.1 610.1 604.1
50° 610.1 598.1 579.1 565.3 561.0

52.5° 564.5 554.1 535.2 521.4 516.2
55° 519.6 508.4 489.5 477.4 472.2

57.5° 474.8 464.5 447.3 433.5 430.0
60° 429.2 419.7 402.4 391.2 386.9

62.5° 386.9 375.7 360.2 349.0 344.7
65° 342.1 332.6 319.7 307.6 305.1

67.5° 300.8 293.9 277.5 268.9 269.7
70° 255.9 255.9 241.3 232.7 243.9

72.5° 216.3 217.2 204.2 199.1 194.8
75° 178.4 174.9 168.0 161.1 159.4

77.5° 140.5 142.2 136.2 123.2 121.5
80° 104.3 113.8 100.0 91.3 89.6

82.5° 71.5 81.0 68.9 64.6 63.8
85° 43.9 45.7 41.4 41.4 41.4

87.5° 19.0 21.5 20.7 20.7 21.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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