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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P#
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P601206)

Test Lab:  INNOVATION CENTER
Issue Date:  2/27/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  CORELITE

Catalog Number:  14D3X-LP-45-L950.ies
Description:  1x4 D3X-LP AT 4500lm 5000K 90CRI

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3993.0 lumens
Efficiency: N/A

Efficacy: 73.8 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.28

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  54.1
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L950.ies
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L950.ies

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 98 95 98 95 92 94 92 89 91 88 87 85
2 100 92 85 79 97 90 84 78 86 81 77 83 79 75 80 76 73 71
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 66 63 60
4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 49 43 69 57 49 43 56 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 48 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 36 31 56 44 36 31 43 36 31 42 35 31 41 35 30 29

10 54 41 33 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4327 4327 4327
5° 4321 4312 4328

10° 4300 4274 4278
15° 4253 4216 4203
20° 4189 4135 4111
25° 4112 4038 3993
30° 4013 3922 3856
35° 3902 3781 3708
40° 3774 3637 3550
45° 3630 3482 3392
50° 3499 3322 3218
55° 3340 3146 3035
60° 3164 2967 2853
65° 2984 2789 2661
70° 2758 2601 2629
75° 2541 2393 2271
80° 2214 2122 1903
85° 1859 1751 1751

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3630 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L950.ies

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 151.7 3.8 0° 1608 1608 1608 1608 1608
10°-20° 427.3 10.7 5° 1600 1601 1596 1601 1602 152
20°-30° 627.0 15.7 15° 1526 1524 1514 1511 1509 430
30°-40° 722.1 18.1 25° 1385 1374 1360 1349 1345 638
40°-50° 708.9 17.8 35° 1188 1174 1151 1136 1129 742
50°-60° 604.4 15.1 45° 954 942 915 897 891 737
60°-70° 437.2 10.9 55° 712 697 671 654 647 637
70°-80° 245.8 6.2 65° 469 456 438 422 418 465
80°-90° 68.7 1.7 75° 244 240 230 221 218 258
90°-100° 0.0 0.0 85° 60 63 57 57 57 70
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1205.9 30.2
0°-40° 1928.0 48.3
0°-60° 3241.3 81.2
0°-90° 3993.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3993.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P#
CATALOG NUMBER: 14D3X-LP-45-L950.ies

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1608.0 1608.0 1608.0 1608.0 1608.0
2.5° 1605.6 1606.8 1603.3 1609.2 1610.3

5° 1599.7 1600.9 1596.2 1600.9 1602.1
7.5° 1589.1 1589.1 1583.2 1586.7 1586.7
10° 1573.7 1571.4 1564.3 1565.5 1565.5

12.5° 1551.3 1551.3 1541.9 1541.9 1539.5
15° 1526.5 1524.2 1513.5 1511.2 1508.8

17.5° 1497.0 1493.5 1481.7 1476.9 1474.6
20° 1462.8 1456.9 1443.9 1438.0 1435.6

22.5° 1426.2 1417.9 1402.6 1395.5 1393.1
25° 1384.8 1374.2 1360.0 1349.4 1344.7

27.5° 1342.3 1331.7 1311.6 1299.8 1295.1
30° 1291.6 1280.9 1262.1 1247.9 1240.8

32.5° 1239.6 1230.2 1207.8 1192.4 1187.7
35° 1187.7 1173.5 1151.1 1135.7 1128.7

37.5° 1131.0 1119.2 1094.4 1077.9 1069.6
40° 1074.3 1062.5 1035.4 1017.7 1010.6

42.5° 1015.3 1000.0 976.4 957.5 951.6
45° 953.9 942.1 915.0 897.3 891.4

47.5° 896.1 878.4 853.6 835.9 827.6
50° 835.9 819.3 793.4 774.5 768.6

52.5° 773.3 759.1 733.2 714.3 707.2
55° 711.9 696.6 670.6 654.1 647.0

57.5° 650.5 636.3 612.7 593.8 589.1
60° 587.9 575.0 551.3 536.0 530.1

62.5° 530.1 514.7 493.5 478.1 472.2
65° 468.7 455.7 438.0 421.5 417.9

67.5° 412.0 402.6 380.2 368.3 369.5
70° 350.6 350.6 330.6 318.8 334.1

72.5° 296.3 297.5 279.8 272.7 266.8
75° 244.4 239.7 230.2 220.8 218.4

77.5° 192.4 194.8 186.5 168.8 166.5
80° 142.9 155.8 136.9 125.1 122.8

82.5° 98.0 111.0 94.4 88.5 87.4
85° 60.2 62.6 56.7 56.7 56.7

87.5° 26.0 29.5 28.3 28.3 29.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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