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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P977467
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  03/26/2025
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  EPHESUS
Catalog Number:  EPH-VN-08-E-730-U-5MQ

Description:   EPHESUS LUMAVISION – Middle Tier Light Square Luminaire w/ 5MQ
distribution lens

Light Source:   (128) 3000K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  62069.2 lumens
Efficiency:  N/A

Efficacy:  99.0 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B5 - U0 - G5

Input Watts (W):  626.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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REPORT NUMBER: P977467
CATALOG NUMBER: EPH-VN-08-E-730-U-5MQ

Based on 25 foot mounting height.  Maximum calculated value = 10.8 fc
Type V - Short - N/A
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REPORT NUMBER: P977467
CATALOG NUMBER: EPH-VN-08-E-730-U-5MQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 30955.1 0.0 30955.1
% Fixture 49.9 0.0 49.9

Street Side Lumens 31114.1 0.0 31114.1
% Fixture 50.1 0.0 50.1

Total Lumens 62069.2 0.0 62069.2
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 641.6 1.0
10°-20° 1874.4 3.0
20°-30° 3187.5 5.1
30°-40° 5053.9 8.1
40°-50° 8240.8 13.3
50°-60° 14074.2 22.7
60°-70° 21406.7 34.5
70°-80° 7215.4 11.6
80°-90° 374.6 0.6
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 62069.2 100.0
0°-180° 62069.2 100.0
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CATALOG NUMBER: EPH-VN-08-E-730-U-5MQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 2854.7 4.6
FM (30°-60°) 13691.9 22.1
FH (60°-80°) 14375.9 23.2 G5
FVH (80°-90°) 191.6 0.3 G2/225
BL (0°-30°) 2848.8 4.6 B4/5000
BM (30°-60°) 13677.1 22.0 B5
BH (60°-80°) 14246.2 23.0 B5 G5
BVH (80°-90°) 183.0 0.3 G2/225
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B5-U0-G5
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 44° 45° 55° 65° 75° 85°

0° 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0
2.5° 6624.1 6702.1 6758.7 6751.6 6772.9 6794.2 6765.8 6808.3 6780.0 6829.6 6857.9

5° 6751.6 6730.4 6737.5 6695.0 6794.2 6680.8 6680.8 6737.5 6808.3 6723.3 6772.9
7.5° 6673.7 6659.5 6624.1 6687.9 6709.1 6709.1 6765.8 6659.5 6780.0 6808.3 6815.4
10° 6588.7 6510.8 6617.0 6680.8 6695.0 6581.6 6631.2 6659.5 6624.1 6659.5 6680.8

12.5° 6517.9 6560.4 6560.4 6560.4 6539.1 6617.0 6666.6 6659.5 6588.7 6652.5 6539.1
15° 6510.8 6489.5 6553.3 6610.0 6574.5 6588.7 6610.0 6673.7 6539.1 6567.4 6567.4

17.5° 6503.7 6532.0 6553.3 6546.2 6666.6 6666.6 6645.4 6602.9 6709.1 6652.5 6574.5
20° 6532.0 6510.8 6567.4 6588.7 6673.7 6843.7 6780.0 6744.6 6687.9 6617.0 6617.0

22.5° 6567.4 6553.3 6631.2 6723.3 6886.3 6928.8 6921.7 6879.2 6780.0 6695.0 6680.8
25° 6695.0 6567.4 6652.5 6829.6 6886.3 6971.3 7027.9 6971.3 6836.7 6857.9 6730.4

27.5° 6886.3 6865.0 6978.4 7098.8 7049.2 7127.1 7077.5 7120.0 7127.1 7020.9 6893.3
30° 7113.0 7049.2 7120.0 7353.8 7375.1 7460.1 7375.1 7261.7 7297.2 7205.1 7141.3

32.5° 7438.9 7417.6 7552.2 7708.1 7736.4 7693.9 7651.4 7715.2 7566.4 7495.5 7382.2
35° 7651.4 7743.5 7906.4 8026.9 8119.0 8076.5 8097.7 8034.0 8069.4 7920.6 7871.0

37.5° 8281.9 8246.5 8281.9 8487.4 8508.6 8487.4 8508.6 8579.5 8529.9 8402.4 8274.8
40° 8877.0 8820.4 8905.4 9139.2 9125.0 9195.8 9054.1 9132.1 9132.1 8891.2 8841.6

42.5° 9323.4 9514.6 9613.8 9805.1 9876.0 9812.2 9783.9 9798.0 9953.9 9670.5 9564.2
45° 10244.4 10237.3 10534.8 10641.1 10442.7 10428.6 10371.9 10541.9 10648.2 10485.2 10442.7

47.5° 11243.3 11292.9 11462.9 11505.4 11625.9 11406.2 11406.2 11427.5 11803.0 11420.4 11222.0
50° 12143.0 12206.8 12546.9 12879.8 12653.1 12419.3 12511.4 12624.8 12830.3 12468.9 12298.9

52.5° 13234.1 13581.2 13807.9 13985.0 14148.0 13985.0 13772.5 13900.0 14303.9 13822.1 13609.6
55° 14806.9 15083.2 15295.7 15621.6 15756.2 15536.6 15515.3 15501.2 15727.9 15217.8 14927.3

57.5° 16563.8 16450.5 16790.6 17293.6 17782.4 17569.9 17506.1 17520.3 17576.9 16854.3 16634.7
60° 18745.9 18873.4 19277.3 19716.5 20233.7 20531.2 20113.2 19872.4 19922.0 18937.2 18597.1

62.5° 19992.8 20276.2 21190.1 22699.1 23740.6 24668.7 24732.4 23166.7 22118.2 20205.3 18760.1
65° 19390.6 19348.1 21069.7 23861.0 27807.1 30506.4 30102.6 26305.2 22642.5 19603.2 17662.0

67.5° 16493.0 16379.6 18462.5 22890.4 29408.3 35302.7 34842.2 27190.8 20871.3 17343.2 15146.9
70° 10626.9 10598.6 12858.6 17449.4 26255.6 32412.1 32582.2 24697.0 16988.9 12702.7 10527.7

72.5° 3861.1 4094.9 5405.6 9380.0 17832.0 24796.2 24902.4 18285.4 9769.7 5873.2 4328.7
75° 1424.0 1466.5 1707.4 3046.4 8126.1 15224.9 15621.6 8869.9 3471.5 1912.8 1558.6

77.5° 821.8 828.9 913.9 1133.5 2408.8 5944.0 6184.9 2692.2 1346.1 1020.2 942.3
80° 559.7 552.6 644.7 736.8 963.5 1686.1 1792.4 1126.5 850.2 708.5 595.1

82.5° 325.9 347.1 474.7 524.3 588.0 743.9 758.1 701.4 637.6 524.3 389.7
85° 198.4 162.9 262.1 290.5 340.1 333.0 333.0 382.6 410.9 368.4 219.6

87.5° 49.6 49.6 63.8 70.8 92.1 70.8 77.9 148.8 198.4 184.2 113.4
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0 6780.0
2.5° 6794.2 6772.9 6787.1 6865.0 6815.4 6666.6 6702.1 6780.0 6716.2 6680.8 6673.7

5° 6765.8 6808.3 6758.7 6772.9 6822.5 6702.1 6723.3 6822.5 6780.0 6794.2 6716.2
7.5° 6772.9 6794.2 6751.6 6687.9 6687.9 6787.1 6730.4 6744.6 6680.8 6787.1 6645.4
10° 6730.4 6673.7 6624.1 6659.5 6645.4 6617.0 6595.8 6638.3 6574.5 6666.6 6567.4

12.5° 6602.9 6617.0 6602.9 6588.7 6617.0 6687.9 6574.5 6588.7 6489.5 6503.7 6553.3
15° 6553.3 6595.8 6581.6 6659.5 6695.0 6588.7 6673.7 6588.7 6510.8 6468.3 6546.2

17.5° 6574.5 6638.3 6617.0 6673.7 6610.0 6687.9 6702.1 6666.6 6574.5 6539.1 6574.5
20° 6595.8 6574.5 6602.9 6702.1 6794.2 6716.2 6716.2 6695.0 6610.0 6560.4 6560.4

22.5° 6645.4 6610.0 6652.5 6730.4 6758.7 6879.2 6772.9 6723.3 6581.6 6454.1 6574.5
25° 6744.6 6765.8 6794.2 6765.8 6921.7 6907.5 6893.3 6857.9 6638.3 6645.4 6624.1

27.5° 6935.8 6815.4 6850.8 7020.9 7042.1 7098.8 7027.9 7091.7 6857.9 6865.0 6723.3
30° 7169.6 7042.1 7155.5 7304.2 7297.2 7403.4 7368.0 7382.2 7219.2 7127.1 6935.8

32.5° 7424.7 7410.5 7481.4 7573.5 7608.9 7665.6 7658.5 7658.5 7559.3 7318.4 7353.8
35° 7708.1 7807.3 7892.3 7991.5 8005.6 8076.5 7977.3 7991.5 7892.3 7715.2 7771.8

37.5° 8267.8 8260.7 8352.8 8473.2 8487.4 8430.7 8508.6 8473.2 8338.6 8218.2 8126.1
40° 8919.5 8777.8 8862.9 9146.2 9167.5 9068.3 9061.2 9054.1 8955.0 8692.8 8636.2

42.5° 9486.3 9670.5 9656.3 9748.4 9684.7 9635.1 9812.2 9713.0 9635.1 9358.8 9309.2
45° 10216.0 10272.7 10456.9 10754.5 10449.8 10449.8 10570.3 10492.3 10449.8 10244.4 10053.1

47.5° 11122.9 11172.5 11540.9 11562.1 11363.7 11229.1 11604.6 11618.8 11441.7 11285.8 11052.0
50° 12185.6 12206.8 12539.8 12879.8 12660.2 12405.2 12787.7 12936.5 12539.8 12327.2 12036.8

52.5° 13354.5 13290.8 13567.1 14204.7 13992.1 13914.2 14325.1 14360.5 13822.1 13489.1 13567.1
55° 14700.6 14615.6 15366.5 15798.7 15664.1 15522.4 15706.6 15791.6 15359.5 14813.9 15005.2

57.5° 16443.4 16485.9 16861.4 17286.5 17506.1 17541.5 17626.5 17541.5 17102.3 16549.7 16372.6
60° 18186.2 18313.7 19043.5 19844.0 19914.9 20538.3 20425.0 19999.9 19376.4 18590.1 18625.5

62.5° 18830.9 18724.7 19900.7 21856.1 23520.9 24661.6 24158.6 22649.5 21204.3 19773.2 19879.5
65° 17534.4 17796.6 19397.7 22458.3 26071.4 30584.3 27906.3 23733.5 20814.6 18965.5 18760.1

67.5° 15111.5 15309.9 17343.2 20573.7 26985.3 34225.8 29323.3 22203.2 18356.3 15961.7 16089.2
70° 10527.7 10626.9 12617.7 16854.3 24470.3 32298.8 26454.0 17052.7 12674.4 10102.7 10244.4

72.5° 4236.6 4477.5 5788.1 10152.3 18065.8 24541.1 17810.7 8947.9 5256.8 3910.7 3549.4
75° 1565.7 1572.8 1849.1 3492.7 8579.5 15423.2 8034.0 2876.4 1679.1 1374.4 1310.7

77.5° 906.8 899.7 963.5 1261.1 2486.7 6021.9 2281.2 1126.5 913.9 821.8 786.4
80° 566.8 559.7 658.9 836.0 1091.0 1650.7 963.5 701.4 616.4 531.3 531.3

82.5° 361.3 368.4 517.2 616.4 666.0 729.7 559.7 495.9 460.5 304.6 297.6
85° 233.8 212.5 361.3 410.9 368.4 325.9 311.7 262.1 240.9 148.8 162.9

87.5° 106.3 113.4 184.2 205.5 134.6 77.9 77.9 56.7 56.7 35.4 35.4
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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