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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P977469
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  03/26/2025
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  EPHESUS
Catalog Number:  EPH-VN-08-E-740-U-5MQ

Description:   EPHESUS LUMAVISION – Middle Tier Light Square Luminaire w/ 5MQ
distribution lens

Light Source:   (128) 4000K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  68162.9 lumens
Efficiency:  N/A

Efficacy:  108.7 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B5 - U0 - G5

Input Watts (W):  626.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P977469
CATALOG NUMBER: EPH-VN-08-E-740-U-5MQ

Based on 25 foot mounting height.  Maximum calculated value = 11.9 fc
Type V - Short - N/A
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CATALOG NUMBER: EPH-VN-08-E-740-U-5MQ
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Peachtree City, GA 30269
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REPORT NUMBER: P977469
CATALOG NUMBER: EPH-VN-08-E-740-U-5MQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 33994.2 0.0 33994.2
% Fixture 49.9 0.0 49.9

Street Side Lumens 34168.7 0.0 34168.7
% Fixture 50.1 0.0 50.1

Total Lumens 68162.9 0.0 68162.9
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 704.6 1.0
10°-20° 2058.4 3.0
20°-30° 3500.4 5.1
30°-40° 5550.1 8.1
40°-50° 9049.9 13.3
50°-60° 15456.0 22.7
60°-70° 23508.4 34.5
70°-80° 7923.8 11.6
80°-90° 411.4 0.6
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 68162.9 100.0
0°-180° 68162.9 100.0
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REPORT NUMBER: P977469
CATALOG NUMBER: EPH-VN-08-E-740-U-5MQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 3134.9 4.6
FM (30°-60°) 15036.1 22.1
FH (60°-80°) 15787.3 23.2 G5
FVH (80°-90°) 210.5 0.3 G2/225
BL (0°-30°) 3128.5 4.6 B4/5000
BM (30°-60°) 15019.8 22.0 B5
BH (60°-80°) 15644.9 23.0 B5 G5
BVH (80°-90°) 200.9 0.3 G2/225
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B5-U0-G5
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 44° 45° 55° 65° 75° 85°

0° 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6
2.5° 7274.5 7360.0 7422.3 7414.5 7437.8 7461.2 7430.1 7476.7 7445.6 7500.1 7531.2

5° 7414.5 7391.2 7398.9 7352.3 7461.2 7336.7 7336.7 7398.9 7476.7 7383.4 7437.8
7.5° 7328.9 7313.4 7274.5 7344.5 7367.8 7367.8 7430.1 7313.4 7445.6 7476.7 7484.5
10° 7235.6 7150.0 7266.7 7336.7 7352.3 7227.8 7282.2 7313.4 7274.5 7313.4 7336.7

12.5° 7157.8 7204.4 7204.4 7204.4 7181.1 7266.7 7321.1 7313.4 7235.6 7305.6 7181.1
15° 7150.0 7126.6 7196.7 7258.9 7220.0 7235.6 7258.9 7328.9 7181.1 7212.2 7212.2

17.5° 7142.2 7173.3 7196.7 7188.9 7321.1 7321.1 7297.8 7251.1 7367.8 7305.6 7220.0
20° 7173.3 7150.0 7212.2 7235.6 7328.9 7515.6 7445.6 7406.7 7344.5 7266.7 7266.7

22.5° 7212.2 7196.7 7282.2 7383.4 7562.3 7609.0 7601.2 7554.5 7445.6 7352.3 7336.7
25° 7352.3 7212.2 7305.6 7500.1 7562.3 7655.7 7717.9 7655.7 7507.9 7531.2 7391.2

27.5° 7562.3 7539.0 7663.5 7795.7 7741.3 7826.9 7772.4 7819.1 7826.9 7710.1 7570.1
30° 7811.3 7741.3 7819.1 8075.8 8099.2 8192.5 8099.2 7974.7 8013.6 7912.4 7842.4

32.5° 8169.2 8145.8 8293.7 8464.8 8495.9 8449.3 8402.6 8472.6 8309.2 8231.4 8106.9
35° 8402.6 8503.7 8682.7 8814.9 8916.1 8869.4 8892.7 8822.7 8861.6 8698.2 8643.8

37.5° 9095.0 9056.1 9095.0 9320.6 9344.0 9320.6 9344.0 9421.8 9367.3 9227.3 9087.2
40° 9748.6 9686.3 9779.7 10036.4 10020.9 10098.7 9943.1 10028.6 10028.6 9764.1 9709.7

42.5° 10238.7 10448.8 10557.7 10767.8 10845.6 10775.5 10744.4 10760.0 10931.1 10619.9 10503.2
45° 11250.1 11242.3 11569.1 11685.8 11468.0 11452.4 11390.2 11576.9 11693.6 11514.7 11468.0

47.5° 12347.1 12401.6 12588.3 12635.0 12767.3 12526.1 12526.1 12549.4 12961.8 12541.6 12323.8
50° 13335.2 13405.2 13778.7 14144.3 13895.4 13638.6 13739.8 13864.3 14089.9 13693.1 13506.4

52.5° 14533.4 14914.6 15163.6 15358.1 15537.0 15358.1 15124.7 15264.7 15708.2 15179.1 14945.7
55° 16260.6 16564.0 16797.4 17155.3 17303.1 17061.9 17038.6 17023.0 17272.0 16711.8 16392.8

57.5° 18190.0 18065.6 18439.0 18991.4 19528.2 19294.8 19224.8 19240.4 19302.6 18509.0 18267.8
60° 20586.3 20726.4 21169.8 21652.2 22220.2 22546.9 22087.9 21823.4 21877.8 20796.4 20422.9

62.5° 21955.6 22266.8 23270.5 24927.7 26071.3 27090.6 27160.6 25441.2 24289.7 22189.0 20601.9
65° 21294.3 21247.6 23138.2 26203.6 30537.2 33501.4 33057.9 28887.8 24865.4 21527.7 19396.0

67.5° 18112.2 17987.8 20275.1 25137.7 32295.5 38768.6 38262.9 29860.3 22920.4 19045.9 16634.0
70° 11670.3 11639.1 14121.0 19162.6 28833.3 35594.3 35781.0 27121.7 18656.8 13949.8 11561.3

72.5° 4240.2 4496.9 5936.3 10300.9 19582.7 27230.6 27347.3 20080.6 10728.9 6449.8 4753.7
75° 1563.8 1610.5 1875.0 3345.5 8923.9 16719.6 17155.3 9740.8 3812.3 2100.6 1711.6

77.5° 902.5 910.3 1003.6 1244.8 2645.3 6527.6 6792.1 2956.5 1478.2 1120.3 1034.8
80° 614.6 606.9 708.0 809.1 1058.1 1851.7 1968.4 1237.0 933.6 778.0 653.5

82.5° 357.9 381.2 521.3 575.7 645.8 816.9 832.5 770.2 700.2 575.7 427.9
85° 217.8 178.9 287.9 319.0 373.4 365.7 365.7 420.1 451.2 404.6 241.2

87.5° 54.5 54.5 70.0 77.8 101.1 77.8 85.6 163.4 217.8 202.3 124.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 8



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P977469
CATALOG NUMBER: EPH-VN-08-E-740-U-5MQ

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6 7445.6
2.5° 7461.2 7437.8 7453.4 7539.0 7484.5 7321.1 7360.0 7445.6 7375.6 7336.7 7328.9

5° 7430.1 7476.7 7422.3 7437.8 7492.3 7360.0 7383.4 7492.3 7445.6 7461.2 7375.6
7.5° 7437.8 7461.2 7414.5 7344.5 7344.5 7453.4 7391.2 7406.7 7336.7 7453.4 7297.8
10° 7391.2 7328.9 7274.5 7313.4 7297.8 7266.7 7243.3 7290.0 7220.0 7321.1 7212.2

12.5° 7251.1 7266.7 7251.1 7235.6 7266.7 7344.5 7220.0 7235.6 7126.6 7142.2 7196.7
15° 7196.7 7243.3 7227.8 7313.4 7352.3 7235.6 7328.9 7235.6 7150.0 7103.3 7188.9

17.5° 7220.0 7290.0 7266.7 7328.9 7258.9 7344.5 7360.0 7321.1 7220.0 7181.1 7220.0
20° 7243.3 7220.0 7251.1 7360.0 7461.2 7375.6 7375.6 7352.3 7258.9 7204.4 7204.4

22.5° 7297.8 7258.9 7305.6 7391.2 7422.3 7554.5 7437.8 7383.4 7227.8 7087.7 7220.0
25° 7406.7 7430.1 7461.2 7430.1 7601.2 7585.7 7570.1 7531.2 7290.0 7297.8 7274.5

27.5° 7616.8 7484.5 7523.4 7710.1 7733.5 7795.7 7717.9 7788.0 7531.2 7539.0 7383.4
30° 7873.5 7733.5 7858.0 8021.4 8013.6 8130.3 8091.4 8106.9 7928.0 7826.9 7616.8

32.5° 8153.6 8138.1 8215.9 8317.0 8355.9 8418.1 8410.4 8410.4 8301.4 8036.9 8075.8
35° 8464.8 8573.7 8667.1 8776.0 8791.6 8869.4 8760.5 8776.0 8667.1 8472.6 8534.8

37.5° 9079.5 9071.7 9172.8 9305.1 9320.6 9258.4 9344.0 9305.1 9157.3 9025.0 8923.9
40° 9795.2 9639.6 9733.0 10044.2 10067.5 9958.6 9950.8 9943.1 9834.1 9546.3 9484.0

42.5° 10417.6 10619.9 10604.4 10705.5 10635.5 10581.0 10775.5 10666.6 10581.0 10277.6 10223.1
45° 11219.0 11281.2 11483.5 11810.3 11475.8 11475.8 11608.0 11522.4 11475.8 11250.1 11040.1

47.5° 12214.9 12269.3 12673.9 12697.2 12479.4 12331.6 12743.9 12759.5 12565.0 12393.8 12137.1
50° 13381.9 13405.2 13770.9 14144.3 13903.2 13623.1 14043.2 14206.6 13770.9 13537.5 13218.5

52.5° 14665.6 14595.6 14899.0 15599.2 15365.8 15280.3 15731.5 15770.4 15179.1 14813.4 14899.0
55° 16143.9 16050.5 16875.2 17349.8 17202.0 17046.4 17248.6 17342.0 16867.4 16268.3 16478.4

57.5° 18057.8 18104.5 18516.8 18983.6 19224.8 19263.7 19357.1 19263.7 18781.3 18174.5 17980.0
60° 19971.7 20111.7 20913.1 21792.3 21870.1 22554.7 22430.2 21963.4 21278.8 20415.2 20454.1

62.5° 20679.7 20563.0 21854.5 24001.8 25830.2 27082.8 26530.4 24873.2 23286.0 21714.5 21831.2
65° 19255.9 19543.8 21302.1 24663.1 28631.0 33587.0 30646.1 26063.6 22858.1 20827.5 20601.9

67.5° 16595.1 16812.9 19045.9 22593.6 29634.7 37586.0 32202.1 24383.1 20158.4 17528.7 17668.8
70° 11561.3 11670.3 13856.5 18509.0 26872.7 35469.8 29051.2 18726.9 13918.7 11094.5 11250.1

72.5° 4652.5 4917.1 6356.4 11149.0 19839.4 26950.5 19559.3 9826.4 5772.9 4294.7 3897.9
75° 1719.4 1727.2 2030.6 3835.6 9421.8 16937.4 8822.7 3158.7 1843.9 1509.4 1439.3

77.5° 995.9 988.1 1058.1 1384.9 2730.8 6613.1 2505.2 1237.0 1003.6 902.5 863.6
80° 622.4 614.6 723.6 918.1 1198.1 1812.8 1058.1 770.2 676.9 583.5 583.5

82.5° 396.8 404.6 568.0 676.9 731.3 801.4 614.6 544.6 505.7 334.5 326.8
85° 256.7 233.4 396.8 451.2 404.6 357.9 342.3 287.9 264.5 163.4 178.9

87.5° 116.7 124.5 202.3 225.6 147.8 85.6 85.6 62.2 62.2 38.9 38.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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