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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P977474
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  03/26/2025
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  EPHESUS
Catalog Number:  EPH-VN-08-E-740-U-5WQ

Description:   EPHESUS LUMAVISION – Middle Tier Light Square Luminaire w/ 5WQ
distribution lens

Light Source:   (128) 4000K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  69296.2 lumens
Efficiency:  N/A

Efficacy:  110.6 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B5 - U0 - G5

Input Watts (W):  626.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P977474
CATALOG NUMBER: EPH-VN-08-E-740-U-5WQ

Based on 25 foot mounting height.  Maximum calculated value = 8.5 fc
Type V - Short - N/A
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REPORT NUMBER: P977474
CATALOG NUMBER: EPH-VN-08-E-740-U-5WQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 34648.1 0.0 34648.1
% Fixture 50.0 0.0 50.0

Street Side Lumens 34648.1 0.0 34648.1
% Fixture 50.0 0.0 50.0

Total Lumens 69296.2 0.0 69296.2
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 497.2 0.7
10°-20° 1460.5 2.1
20°-30° 2528.0 3.6
30°-40° 4203.6 6.1
40°-50° 7583.9 10.9
50°-60° 16894.3 24.4
60°-70° 25177.9 36.3
70°-80° 10434.0 15.1
80°-90° 516.8 0.7
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 69296.2 100.0
0°-180° 69296.2 100.0
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CATALOG NUMBER: EPH-VN-08-E-740-U-5WQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 2242.8 3.2
FM (30°-60°) 14340.9 20.7
FH (60°-80°) 17806.0 25.7 G5
FVH (80°-90°) 258.4 0.4 G3/500
BL (0°-30°) 2242.8 3.2 B3/2500
BM (30°-60°) 14340.9 20.7 B5
BH (60°-80°) 17806.0 25.7 B5 G5
BVH (80°-90°) 258.4 0.4 G3/500
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B5-U0-G5
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1 5298.1
2.5° 5236.9 5252.2 5244.5 5244.5 5267.5 5282.8 5290.5 5367.0 5336.4 5359.4 5336.4

5° 5252.2 5252.2 5267.5 5252.2 5267.5 5252.2 5267.5 5244.5 5267.5 5282.8 5305.8
7.5° 5221.6 5206.2 5183.3 5183.3 5175.6 5160.3 5137.3 5198.6 5168.0 5190.9 5229.2
10° 5229.2 5206.2 5129.7 5145.0 5076.1 5076.1 5091.4 5091.4 5160.3 5236.9 5259.8

12.5° 5229.2 5183.3 5160.3 5060.8 5060.8 5068.4 5106.7 5122.0 5168.0 5198.6 5275.1
15° 5229.2 5206.2 5168.0 5037.8 5068.4 5053.1 5091.4 5091.4 5190.9 5244.5 5282.8

17.5° 5259.8 5275.1 5206.2 5083.7 5091.4 5122.0 5099.1 5122.0 5244.5 5282.8 5336.4
20° 5267.5 5206.2 5183.3 5106.7 5175.6 5160.3 5152.6 5198.6 5236.9 5305.8 5367.0

22.5° 5252.2 5275.1 5183.3 5175.6 5236.9 5267.5 5282.8 5229.2 5275.1 5321.1 5374.7
25° 5382.3 5298.1 5275.1 5259.8 5290.5 5321.1 5305.8 5351.7 5351.7 5405.3 5474.2

27.5° 5734.5 5742.2 5696.2 5512.5 5451.2 5382.3 5413.0 5535.5 5680.9 5795.8 5818.7
30° 5895.3 5925.9 6048.4 6017.8 5994.8 6017.8 6010.1 6040.8 6056.1 6063.7 6040.8

32.5° 6040.8 6025.5 5971.9 6109.7 6561.4 6905.9 6576.7 6125.0 6025.5 5994.8 6025.5
35° 6569.1 6569.1 6454.2 6278.1 6515.5 6599.7 6446.6 6232.2 6354.7 6607.3 6622.6

37.5° 7250.5 7150.9 7196.9 7173.9 6913.6 6729.8 6997.8 7135.6 7158.6 7150.9 7227.5
40° 7656.2 7587.3 7518.4 7640.9 7878.3 8046.7 7809.4 7480.1 7564.4 7732.8 7663.9

42.5° 8582.6 8406.5 8421.9 8299.4 8291.7 8238.1 8184.5 8207.5 8330.0 8521.4 8552.0
45° 9532.0 9616.2 9562.6 9333.0 9440.1 9440.1 9287.0 9401.9 9463.1 9685.1 9715.8

47.5° 11017.3 10979.0 11002.0 10795.3 10787.6 10841.2 10787.6 10795.3 10986.7 10971.4 10887.2
50° 12755.3 12862.5 12893.1 12793.6 12671.1 12648.1 12563.9 12671.1 12785.9 12793.6 12724.7

52.5° 15159.3 15274.2 15274.2 15304.8 15457.9 15381.4 15366.1 15373.7 15151.7 14998.6 15075.1
55° 18191.2 18229.5 18359.7 18627.6 19094.7 19155.9 18865.0 18734.8 18329.0 18084.0 18275.4

57.5° 21184.8 21337.9 21697.8 22394.5 22968.7 23596.5 22754.3 21896.8 21100.6 20710.1 20779.0
60° 23673.1 23895.1 24584.2 25556.5 27149.0 27723.2 26299.2 24829.2 23213.7 22019.3 22501.7

62.5° 24844.5 25189.0 25770.9 27738.5 30127.3 30954.2 28864.0 26192.0 23742.0 22593.6 22570.6
64° 24852.1 24905.7 26069.5 28190.3 30647.9 32248.1 29484.2 26192.0 23872.1 22455.7 22716.1
65° 24339.2 24561.2 25686.7 27776.8 30318.7 32355.3 29269.8 25832.1 23336.2 22233.7 22356.2

67.5° 22011.7 22004.0 23045.3 25120.1 28649.6 31137.9 27447.6 23818.6 22011.7 20817.3 20962.8
70° 16698.3 16966.2 17961.5 20511.1 24790.9 27455.3 24002.3 20243.1 17992.2 17035.1 16981.5

72.5° 9991.4 10343.6 11614.5 14722.9 19255.4 22494.0 19048.7 14975.6 12265.3 10749.4 10787.6
75° 4555.5 4815.8 5688.6 8222.8 12831.9 16445.6 12908.4 8659.2 6209.2 5244.5 5106.7

77.5° 1278.6 1439.4 1921.7 3774.5 7043.7 9861.2 7242.8 4172.6 2710.3 2250.9 2205.0
80° 574.2 604.8 681.4 918.7 2235.6 4348.7 2993.6 1531.2 1018.3 842.2 803.9

82.5° 313.9 336.9 444.1 474.7 635.5 1156.1 987.7 719.7 612.5 490.0 474.7
85° 176.1 183.7 252.7 252.7 306.2 336.9 359.8 382.8 375.2 275.6 268.0

87.5° 53.6 61.2 76.6 76.6 76.6 76.6 122.5 168.4 183.7 130.2 130.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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