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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P977493
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  03/26/2025
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  EPHESUS
Catalog Number:  EPH-VN-08-E-735-U-RW

Description:   EPHESUS LUMAVISION – Middle Tier Light Square Luminaire w/ RW
distribution lens

Light Source:   (128) 3500K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  68602.3 lumens
Efficiency:  N/A

Efficacy:  109.4 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type II - Short
BUG Rating:  B5 - U0 - G5

Input Watts (W):  626.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P977493
CATALOG NUMBER: EPH-VN-08-E-735-U-RW

Based on 25 foot mounting height.  Maximum calculated value = 13.3 fc
Type II - Short - N/A
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Peachtree City, GA 30269
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REPORT NUMBER: P977493
CATALOG NUMBER: EPH-VN-08-E-735-U-RW

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 34057.1 0.0 34057.1
% Fixture 49.6 0.0 49.6

Street Side Lumens 34545.2 0.0 34545.2
% Fixture 50.4 0.0 50.4

Total Lumens 68602.3 0.0 68602.3
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 699.2 1.0
10°-20° 2380.7 3.5
20°-30° 4609.9 6.7
30°-40° 7797.3 11.4
40°-50° 12439.0 18.1
50°-60° 17026.2 24.8
60°-70° 16048.4 23.4
70°-80° 7069.8 10.3
80°-90° 531.9 0.8
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 68602.3 100.0
0°-180° 68602.3 100.0
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REPORT NUMBER: P977493
CATALOG NUMBER: EPH-VN-08-E-735-U-RW

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 3842.8 5.6
FM (30°-60°) 18672.9 27.2
FH (60°-80°) 11757.7 17.1 G4/12000
FVH (80°-90°) 271.7 0.4 G3/500
BL (0°-30°) 3847.0 5.6 B4/5000
BM (30°-60°) 18589.5 27.1 B5
BH (60°-80°) 11360.4 16.6 B5 G5
BVH (80°-90°) 260.2 0.4 G3/500
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B5-U0-G5
Type II Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8
2.5° 6980.4 6980.4 6973.0 7010.0 7047.0 7061.8 7091.4 7098.8 7143.1 7106.2 7180.1

5° 6958.3 6950.9 7010.0 7098.8 7098.8 7194.9 7254.0 7335.4 7357.6 7401.9 7416.7
7.5° 7113.5 7098.8 7069.2 7165.3 7246.6 7394.5 7475.9 7616.4 7668.1 7727.3 7793.8
10° 7209.7 7209.7 7180.1 7350.2 7424.1 7623.8 7801.2 7941.7 8141.4 8207.9 8215.3

12.5° 7224.5 7246.6 7335.4 7557.2 7764.3 8023.1 8156.2 8422.4 8622.0 8747.7 8792.1
15° 7446.3 7401.9 7498.1 7801.2 8104.4 8333.6 8570.3 8762.5 9050.9 9213.6 9317.1

17.5° 7646.0 7601.6 7779.1 8141.4 8452.0 8806.9 9013.9 9221.0 9428.0 9575.9 9583.3
20° 7963.9 8000.9 8156.2 8548.1 8954.8 9265.4 9502.0 9539.0 9642.5 9856.9 9819.9

22.5° 8355.8 8326.2 8651.6 9080.5 9524.2 9783.0 9916.1 9819.9 9768.2 9997.4 10049.2
25° 8747.7 8836.5 9132.3 9531.6 10064.0 10411.5 10448.5 10182.3 9990.0 10071.4 10049.2

27.5° 9346.7 9361.5 9672.1 10145.3 10685.1 10988.3 10966.1 10589.0 10219.3 10226.6 10241.4
30° 10115.7 10041.8 10381.9 10810.8 11343.2 11616.8 11653.8 11114.0 10618.6 10470.7 10507.6

32.5° 10855.2 10943.9 11239.7 11727.7 12119.6 12274.9 12193.6 11712.9 11069.6 10870.0 10892.2
35° 11801.7 11786.9 12193.6 12607.7 12903.5 12933.0 12866.5 12164.0 11557.7 11298.9 11195.3

37.5° 12814.7 12947.8 13214.0 13554.2 13864.8 13879.5 13517.2 12955.2 12208.4 11779.5 11905.2
40° 13946.1 14094.0 14286.2 14781.7 15010.9 14774.3 14404.6 13642.9 12866.5 12489.4 12548.5

42.5° 14944.4 15010.9 15402.8 15987.0 16097.9 15994.4 15447.2 14522.9 13620.7 13206.6 13236.2
45° 15861.3 15950.0 16460.2 16985.3 17244.1 17066.6 16430.7 15550.7 14500.7 14145.8 14005.3

47.5° 16704.3 16881.7 17377.2 17917.0 18316.3 18331.1 17547.2 16482.4 15373.2 14907.4 14900.0
50° 17273.6 17532.4 18020.5 18634.2 19218.4 19447.6 18663.8 17517.7 16327.1 15831.7 15779.9

52.5° 17584.2 17850.4 18338.5 19292.3 19943.1 20298.0 19928.3 18486.3 17443.7 16926.1 16844.8
55° 17207.1 17384.6 18183.2 19521.6 20527.2 21111.4 20867.4 19824.8 18552.9 18131.4 18205.4

57.5° 15602.5 15972.2 16955.7 18626.8 20512.4 21947.0 21924.8 21089.2 19832.1 19432.8 19447.6
60° 12844.3 13154.9 14367.6 16704.3 19684.3 22287.1 23071.0 22316.7 21266.7 20800.8 20786.0

62.5° 9065.7 9457.6 10862.6 13413.7 17244.1 21813.9 24387.2 23862.2 22671.7 22331.5 22457.2
65° 5072.7 5309.3 6610.7 8917.8 13140.1 19211.0 24623.8 25466.8 24098.8 23581.2 23603.4

67.5° 2713.8 2802.5 3408.9 4680.7 8037.9 14811.3 22235.4 26391.1 25644.3 24749.5 24609.0
70° 1863.4 1893.0 2048.3 2395.8 3800.8 8858.7 16770.8 24742.1 26805.2 25585.1 25821.7

72.5° 1575.0 1560.2 1597.2 1634.2 1989.1 3963.5 9842.1 19040.9 25304.1 24845.6 24756.9
75° 1368.0 1360.6 1375.4 1338.4 1382.8 1745.1 4355.4 11868.2 18523.3 20675.1 21007.9

77.5° 1131.4 1138.8 1146.2 1109.2 1094.4 1153.5 1752.5 5213.1 9117.5 10064.0 10855.2
80° 857.8 872.6 931.7 894.7 835.6 843.0 1035.2 1745.1 2617.7 2373.6 2447.6

82.5° 584.2 591.6 717.3 672.9 628.5 569.4 665.5 902.1 1020.4 776.4 680.3
85° 414.1 406.7 465.9 428.9 399.3 288.4 399.3 510.2 613.7 384.5 347.5

87.5° 96.1 96.1 192.3 155.3 147.9 118.3 155.3 199.7 266.2 170.1 155.3
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CANDELA DISTRIBUTION (continued):
95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8 7024.8
2.5° 7157.9 7091.4 7091.4 7076.6 7017.4 7002.6 6950.9 6965.7 6928.7 6891.7

5° 7409.3 7320.6 7320.6 7194.9 7076.6 7061.8 7002.6 7002.6 6943.5 6958.3
7.5° 7756.9 7675.5 7542.4 7431.5 7268.8 7202.3 7091.4 7076.6 7061.8 7032.2
10° 8171.0 8067.4 7934.3 7705.1 7572.0 7446.3 7335.4 7180.1 7143.1 7150.5

12.5° 8732.9 8570.3 8281.9 8082.2 7912.2 7749.5 7586.8 7357.6 7305.8 7328.0
15° 9132.3 8925.2 8636.8 8562.9 8333.6 8134.0 7867.8 7609.0 7520.2 7498.1

17.5° 9457.6 9287.5 9117.5 9006.5 8821.7 8577.7 8207.9 7912.2 7712.5 7690.3
20° 9723.8 9502.0 9465.0 9531.6 9302.3 9139.6 8688.6 8326.2 8060.0 7949.1

22.5° 9886.5 9746.0 9849.5 9908.7 9893.9 9620.3 9154.4 8732.9 8400.2 8296.7
25° 10064.0 9901.3 10271.0 10470.7 10522.4 10071.4 9709.0 9154.4 8829.1 8762.5

27.5° 10152.7 10211.9 10640.7 11062.2 11025.3 10677.7 10189.7 9694.2 9435.4 9317.1
30° 10411.5 10507.6 11158.4 11631.6 11639.0 11298.9 10929.1 10367.1 10078.8 10027.0

32.5° 10877.4 10995.7 11690.8 12193.6 12282.3 12023.5 11653.8 11306.2 11010.5 10892.2
35° 11232.3 11535.5 12319.3 12777.8 13014.4 12859.1 12652.1 12289.7 11979.2 11875.6

37.5° 11742.5 12164.0 12918.3 13539.4 13805.6 13790.8 13635.5 13243.6 12984.8 12896.1
40° 12474.6 12896.1 13583.8 14404.6 14900.0 14877.8 14789.1 14485.9 14101.4 14057.0

42.5° 13251.0 13598.6 14493.3 15432.4 16142.3 16068.3 15831.7 15476.8 15210.6 15151.4
45° 14005.3 14545.1 15373.2 16578.6 17111.0 17295.8 17014.8 16408.5 16105.3 16068.3

47.5° 14951.8 15380.6 16415.9 17495.5 18286.7 18316.3 17835.6 17273.6 16719.0 16837.4
50° 15794.7 16364.1 17414.1 18597.3 19543.8 19203.6 18589.9 17887.4 17488.1 17332.8

52.5° 16696.9 17392.0 18612.1 19817.4 20342.4 20002.2 19004.0 18220.1 17613.8 17547.2
55° 18013.1 18375.4 19972.6 20897.0 21067.0 20349.8 18878.3 17769.1 16985.3 16793.0

57.5° 19351.5 19773.0 21170.6 21969.2 21791.7 20157.5 18064.9 16349.3 15321.5 15047.9
60° 20704.7 21222.3 22398.1 23130.1 22213.2 18833.9 15765.2 13554.2 12356.3 12112.3

62.5° 22213.2 22886.1 23936.1 24194.9 20963.5 16216.2 12511.6 9783.0 8570.3 8163.6
65° 23551.6 24239.3 25533.3 23973.1 18308.9 12097.5 8089.6 5590.3 4695.5 4370.2

67.5° 24653.4 25429.8 26065.7 21214.9 13406.3 7084.0 4214.9 2943.0 2610.3 2492.0
70° 25525.9 26820.0 23847.4 15595.1 7660.7 3453.2 2277.5 1937.4 1893.0 1863.4

72.5° 24764.3 24594.2 17806.0 8999.2 3357.1 1900.4 1649.0 1597.2 1589.8 1597.2
75° 20253.6 18064.9 10648.1 3911.7 1686.0 1375.4 1368.0 1345.8 1382.8 1382.8

77.5° 9827.3 8592.5 4451.5 1678.6 1109.2 1079.6 1116.6 1116.6 1116.6 1116.6
80° 2277.5 2521.5 1589.8 1020.4 806.0 806.0 887.3 894.7 857.8 843.0

82.5° 776.4 1035.2 872.6 643.3 532.4 599.0 672.9 687.7 569.4 576.8
85° 384.5 606.4 473.3 369.7 273.6 369.7 436.3 458.5 391.9 377.1

87.5° 177.5 266.2 177.5 125.7 96.1 133.1 125.7 103.5 59.2 59.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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