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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P559252
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-12-1-LD4-2LO-35-UNV-82-86-EDD-90

Description:  1X1 FSR TROFFER WITH .187 CLEAR PC FIXTURE SIDE AND .250 CLEAR PC ENVIRONMENTAL SIDE
LENSES WITH, 90 CRI AND 3500K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 886.0 lumens
Efficiency: N/A

Efficacy: 75.7 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 1' x L: 1' x H: 0')
CIE Type: Direct

Input Watts (W):  11.7
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P559252

CATALOG NUMBER: FSR-12-1-LD4-2LO-35-UNV-82-86-EDD-90

1X1 FSR TROFFER WITH .187 CLEAR PC FIXTURE SIDE AND .250 CLEAR PC ENVIRONMENTAL SIDE
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P559252

CATALOG NUMBER: FSR-12-1-LD4-2LO-35-UNV-82-86-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4858 4858 4858
5° 4792 4787 4780

10° 4750 4745 4711
15° 4622 4576 4512
20° 4452 4380 4261
25° 4270 4177 3916
30° 4047 3916 3527
35° 3833 3620 3264
40° 3614 3299 2969
45° 3407 3051 2685
50° 3155 2830 2395
55° 2918 2565 2145
60° 2674 2291 1920
65° 2353 2007 1701
70° 1939 1756 1445
75° 1539 1343 1410
80° 1035 973 905
85° 642 778 902

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3407 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P559252

CATALOG NUMBER: FSR-12-1-LD4-2LO-35-UNV-82-86-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 42.0 4.7 0° 451 451 451 451 451

10°-20° 115.3 13.0 5° 444 443 443 442 442 42
20°-30° 159.6 18.0 15° 415 415 411 406 405 117

30°-40° 170.2 19.2 25° 360 357 352 339 330 165
40°-50° 155.3 17.5 35° 292 290 276 255 248 182

50°-60° 121.6 13.7 45° 224 219 200 184 176 172
60°-70° 79.3 8.9 55° 156 151 137 120 114 139

70°-80° 35.1 4.0 65° 92 87 79 80 67 91
80°-90° 7.5 0.9 75° 37 34 32 31 34 40

90°-100° 0.0 0.0 85° 5 6 6 7 7 7
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 316.9 35.8
0°-40° 487.1 55.0
0°-60° 764.1 86.2
0°-90° 886.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 886.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P559252

CATALOG NUMBER: FSR-12-1-LD4-2LO-35-UNV-82-86-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 451.3 451.3 451.3 451.3 451.3

2.5° 448.2 448.2 448.2 447.7 447.7
5° 443.5 443.0 443.0 442.4 442.4

7.5° 439.8 439.3 438.8 438.3 437.2
10° 434.6 434.6 434.1 431.5 431.0

12.5° 426.3 425.8 423.7 420.0 419.0
15° 414.8 414.8 410.6 406.4 404.9

17.5° 402.3 401.8 396.5 392.4 390.3
20° 388.7 387.7 382.4 375.7 372.0

22.5° 373.6 373.6 367.3 358.4 354.8
25° 359.5 357.4 351.7 339.1 329.7

27.5° 343.3 340.2 333.9 316.2 305.2
30° 325.6 324.0 315.1 292.2 283.8

32.5° 308.9 306.3 296.9 272.9 266.1
35° 291.7 289.6 275.5 254.6 248.4

37.5° 274.4 271.8 254.1 237.4 229.6
40° 257.2 254.1 234.8 219.7 211.3

42.5° 241.1 236.9 218.1 201.9 192.5
45° 223.8 219.1 200.4 183.7 176.4

47.5° 206.6 202.4 185.2 168.0 159.7
50° 188.4 184.7 169.0 151.8 143.0

52.5° 173.2 167.5 152.4 135.1 127.8
55° 155.5 150.8 136.7 120.5 114.3

57.5° 139.3 134.6 121.6 106.4 101.2
60° 124.2 117.4 106.4 93.4 89.2

62.5° 107.5 102.3 92.9 81.9 87.1
65° 92.4 87.1 78.8 80.4 66.8

67.5° 75.7 73.0 65.7 58.4 56.3
70° 61.6 58.4 55.8 48.0 45.9

72.5° 49.0 45.9 42.3 38.1 36.5
75° 37.0 34.4 32.3 30.8 33.9

77.5° 25.6 24.5 23.0 21.4 20.9
80° 16.7 16.2 15.7 15.1 14.6

82.5° 9.9 9.9 9.9 9.9 9.9
85° 5.2 5.7 6.3 6.8 7.3

87.5° 3.1 3.1 3.7 4.2 4.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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