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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P561201
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-12-4-LD4-1STD-40-UNV-80-84-EDD

Description:  1X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .125 CLEAR PC ENVIRONMENTAL
SIDE LENSES WITH, 80 CRI AND 4000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3355.0 lumens
Efficiency: N/A

Efficacy: 100.8 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561201

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-80-84-EDD

1X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .125 CLEAR PC ENVIRONMENTAL
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561201

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-80-84-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4599 4599 4599
5° 4536 4531 4526

10° 4497 4492 4459
15° 4376 4332 4271
20° 4215 4147 4034
25° 4042 3954 3708
30° 3831 3708 3340
35° 3628 3427 3089
40° 3421 3123 2811
45° 3226 2887 2541
50° 2986 2680 2266
55° 2762 2428 2030
60° 2531 2169 1818
65° 2227 1899 1610
70° 1834 1663 1368
75° 1459 1274 1335
80° 979 919 857
85° 611 732 855

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3226 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561201

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-80-84-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 159.1 4.7 0° 1709 1709 1709 1709 1709

10°-20° 436.6 13.0 5° 1679 1677 1677 1675 1675 159
20°-30° 604.4 18.0 15° 1571 1571 1555 1539 1533 442

30°-40° 644.5 19.2 25° 1361 1353 1332 1284 1249 625
40°-50° 588.0 17.5 35° 1104 1096 1043 964 940 690

50°-60° 460.6 13.7 45° 848 830 759 696 668 653
60°-70° 300.2 8.9 55° 589 571 518 456 433 528

70°-80° 133.0 4.0 65° 350 330 298 304 253 345
80°-90° 28.5 0.9 75° 140 130 122 117 128 150

90°-100° 0.0 0.0 85° 20 22 24 26 28 27
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1200.1 35.8
0°-40° 1844.6 55.0
0°-60° 2893.2 86.2
0°-90° 3355.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3355.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561201

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-80-84-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1709.0 1709.0 1709.0 1709.0 1709.0

2.5° 1697.1 1697.1 1697.1 1695.2 1695.2
5° 1679.4 1677.4 1677.4 1675.4 1675.4

7.5° 1665.5 1663.6 1661.6 1659.6 1655.6
10° 1645.8 1645.8 1643.8 1633.9 1631.9

12.5° 1614.2 1612.2 1604.3 1590.4 1586.5
15° 1570.7 1570.7 1554.9 1539.1 1533.2

17.5° 1523.3 1521.3 1501.5 1485.7 1477.8
20° 1471.9 1468.0 1448.2 1422.5 1408.7

22.5° 1414.6 1414.6 1390.9 1357.3 1343.5
25° 1361.3 1353.4 1331.6 1284.2 1248.7

27.5° 1300.0 1288.2 1264.5 1197.3 1155.8
30° 1232.8 1226.9 1193.3 1106.4 1074.8

32.5° 1169.6 1159.7 1124.2 1033.3 1007.6
35° 1104.4 1096.5 1043.2 964.1 940.4

37.5° 1039.2 1029.3 962.2 898.9 869.3
40° 974.0 962.2 889.1 831.8 800.2

42.5° 912.8 897.0 825.8 764.6 729.0
45° 847.6 829.8 758.7 695.5 667.8

47.5° 782.4 766.6 701.4 636.2 604.6
50° 713.2 699.4 640.1 574.9 541.3

52.5° 655.9 634.2 576.9 511.7 484.0
55° 588.8 571.0 517.6 456.4 432.7

57.5° 527.5 509.7 460.3 403.0 383.3
60° 470.2 444.5 403.0 353.7 337.8

62.5° 407.0 387.2 351.7 310.2 329.9
65° 349.7 329.9 298.3 304.3 252.9

67.5° 286.5 276.6 248.9 221.3 213.4
70° 233.1 221.3 211.4 181.8 173.9

72.5° 185.7 173.9 160.0 144.2 138.3
75° 140.3 130.4 122.5 116.6 128.4

77.5° 96.8 92.9 86.9 81.0 79.0
80° 63.2 61.2 59.3 57.3 55.3

82.5° 37.5 37.5 37.5 37.5 37.5
85° 19.8 21.7 23.7 25.7 27.7

87.5° 11.9 11.9 13.8 15.8 17.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 6 


