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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P561242
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-12-4-LD4-1STD-40-UNV-82-94-EDD-90

Description:  1X4 FSR TROFFER WITH .187 CLEAR PC FIXTURE SIDE AND .187 CLEAR TEMPERED GLASS
ENVIRONMENTAL SIDE LENSES WITH, 90 CRI AND 4000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2627.0 lumens
Efficiency: N/A

Efficacy: 78.9 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561242

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-82-94-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561242

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-82-94-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3601 3601 3601
5° 3552 3548 3544

10° 3521 3517 3492
15° 3426 3392 3344
20° 3300 3247 3159
25° 3165 3096 2903
30° 2999 2903 2615
35° 2841 2683 2419
40° 2679 2446 2201
45° 2526 2261 1990
50° 2338 2098 1775
55° 2163 1901 1590
60° 1982 1699 1424
65° 1743 1487 1261
70° 1436 1302 1071
75° 1142 997 1046
80° 767 719 671
85° 479 574 670

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2526 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561242

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-82-94-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 124.6 4.7 0° 1338 1338 1338 1338 1338

10°-20° 341.9 13.0 5° 1315 1313 1313 1312 1312 125
20°-30° 473.3 18.0 15° 1230 1230 1218 1205 1200 346

30°-40° 504.7 19.2 25° 1066 1060 1043 1006 978 489
40°-50° 460.4 17.5 35° 865 859 817 755 736 541

50°-60° 360.7 13.7 45° 664 650 594 544 523 511
60°-70° 235.1 8.9 55° 461 447 405 357 339 414

70°-80° 104.1 4.0 65° 274 258 234 238 198 270
80°-90° 22.4 0.9 75° 110 102 96 91 101 118

90°-100° 0.0 0.0 85° 16 17 19 20 22 21
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 939.7 35.8
0°-40° 1444.4 55.0
0°-60° 2265.4 86.2
0°-90° 2627.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2627.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P561242

CATALOG NUMBER: FSR-12-4-LD4-1STD-40-UNV-82-94-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1338.2 1338.2 1338.2 1338.2 1338.2

2.5° 1328.9 1328.9 1328.9 1327.3 1327.3
5° 1315.0 1313.4 1313.4 1311.9 1311.9

7.5° 1304.1 1302.6 1301.0 1299.5 1296.4
10° 1288.7 1288.7 1287.1 1279.4 1277.8

12.5° 1263.9 1262.4 1256.2 1245.3 1242.2
15° 1229.9 1229.9 1217.5 1205.1 1200.5

17.5° 1192.7 1191.2 1175.7 1163.3 1157.2
20° 1152.5 1149.4 1134.0 1113.8 1103.0

22.5° 1107.7 1107.7 1089.1 1062.8 1052.0
25° 1065.9 1059.7 1042.7 1005.6 977.7

27.5° 1017.9 1008.6 990.1 937.5 905.0
30° 965.3 960.7 934.4 866.3 841.6

32.5° 915.8 908.1 880.2 809.1 789.0
35° 864.8 858.6 816.8 754.9 736.4

37.5° 813.7 806.0 753.4 703.9 680.7
40° 762.7 753.4 696.2 651.3 626.5

42.5° 714.7 702.3 646.6 598.7 570.8
45° 663.7 649.7 594.0 544.5 522.9

47.5° 612.6 600.2 549.2 498.1 473.4
50° 558.5 547.6 501.2 450.2 423.9

52.5° 513.6 496.6 451.7 400.7 379.0
55° 461.0 447.1 405.3 357.4 338.8

57.5° 413.1 399.1 360.5 315.6 300.1
60° 368.2 348.1 315.6 276.9 264.5

62.5° 318.7 303.2 275.4 242.9 258.3
65° 273.8 258.3 233.6 238.2 198.0

67.5° 224.3 216.6 194.9 173.3 167.1
70° 182.5 173.3 165.5 142.3 136.1

72.5° 145.4 136.1 125.3 112.9 108.3
75° 109.8 102.1 95.9 91.3 100.6

77.5° 75.8 72.7 68.1 63.4 61.9
80° 49.5 48.0 46.4 44.9 43.3

82.5° 29.4 29.4 29.4 29.4 29.4
85° 15.5 17.0 18.6 20.1 21.7

87.5° 9.3 9.3 10.8 12.4 13.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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