
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

Brand: FAIL-SAFE

Report Number: P589858

Luminaire Tested: FSR-24-2-LD4-1HI-35-UNV-81-94-EDD

Issue Date: 12/8/2021

LM-79-2019 Approved Method: Electrical and Photometric Measurements of Solid-

State Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P589858
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-1)

Test Lab:  INNOVATION CENTER

Issue Date:  12/8/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-2-LD4-1HI-35-UNV-81-94-EDD

Description:  2X2 FSR TROFFER WITH .156 CLEAR PC FIXTURE SIDE AND .187 CLEAR TEMPERED GLASS
ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 3500K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2279.0 lumens
Efficiency: N/A

Efficacy: 105.5 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.23 / 1.33

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  21.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P589858

CATALOG NUMBER: FSR-24-2-LD4-1HI-35-UNV-81-94-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P589858

CATALOG NUMBER: FSR-24-2-LD4-1HI-35-UNV-81-94-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 100 96 99 96 93 95 93 90 91 90 88 86

2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 89 80 73 67 77 71 66 75 69 65 72 68 64 62

4 84 73 64 58 82 71 64 58 69 62 57 67 61 56 65 59 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46

6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 39 50 43 38 48 42 38 36

8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 29 53 41 33 28 40 33 28 39 33 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2433 2433 2433
5° 2425 2426 2477

10° 2376 2397 2414
15° 2395 2382 2395
20° 2355 2355 2379
25° 2282 2332 2358
30° 2251 2290 2351
35° 2198 2255 2306
40° 2112 2214 2224
45° 2048 2121 2124
50° 1981 2071 2031
55° 1887 1924 1910
60° 1765 1783 1751
65° 1574 1614 1563
70° 1350 1355 1317
75° 1070 1067 1026
80° 716 696 669
85° 389 386 361

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 67.5°

Vertical Angle: 45°
Luminance: 2176 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P589858

CATALOG NUMBER: FSR-24-2-LD4-1HI-35-UNV-81-94-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 85.1 3.7 0° 904 904 904 904 904

10°-20° 241.1 10.6 5° 898 896 898 896 917 85
20°-30° 361.2 15.8 15° 860 850 855 859 860 240

30°-40° 428.1 18.8 25° 769 773 785 796 794 355
40°-50° 428.8 18.8 35° 669 671 686 702 702 415

50°-60° 364.0 16.0 45° 538 548 557 572 558 416
60°-70° 245.4 10.8 55° 402 400 410 407 407 358

70°-80° 107.8 4.7 65° 247 244 254 244 245 246
80°-90° 17.5 0.8 75° 103 101 103 95 99 110

90°-100° 0.0 0.0 85° 13 12 12 12 12 18
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 687.3 30.2
0°-40° 1115.4 48.9
0°-60° 1908.2 83.7
0°-90° 2279.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2279.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P589858

CATALOG NUMBER: FSR-24-2-LD4-1HI-35-UNV-81-94-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 904.2 904.2 904.2 904.2 904.2

2.5° 912.1 905.2 898.8 906.2 910.8
5° 897.8 895.7 898.2 895.5 917.1

7.5° 879.4 887.4 892.1 889.2 890.5
10° 869.6 866.8 877.2 884.4 883.4

12.5° 859.1 863.3 863.9 871.7 872.4
15° 859.7 849.7 855.0 859.4 859.8

17.5° 826.3 837.0 840.6 850.8 838.2
20° 822.2 814.4 822.2 832.6 830.9

22.5° 797.1 788.3 805.1 814.4 813.8
25° 768.6 772.8 785.4 795.7 794.0

27.5° 743.6 748.5 766.5 780.6 771.5
30° 724.3 721.9 737.1 749.7 756.7

32.5° 689.9 698.8 716.5 729.0 722.3
35° 669.0 671.0 686.5 702.4 701.9

37.5° 632.4 641.7 663.5 667.9 663.9
40° 601.3 610.5 630.2 635.0 633.0

42.5° 578.3 579.9 596.8 602.3 593.6
45° 538.2 548.3 557.4 571.7 558.2

47.5° 504.1 508.8 528.4 532.3 525.2
50° 473.2 474.8 494.6 489.8 485.1

52.5° 434.3 441.2 452.3 451.4 445.9
55° 402.3 399.6 410.2 407.4 407.2

57.5° 363.9 368.6 377.2 372.8 365.7
60° 328.0 328.1 331.2 326.2 325.3

62.5° 287.9 289.3 290.0 283.8 293.9
65° 247.2 243.9 253.5 243.8 245.4

67.5° 209.7 211.3 210.4 204.3 206.7
70° 171.6 173.7 172.2 165.3 167.4

72.5° 136.8 134.3 135.9 127.3 131.2
75° 102.9 100.8 102.6 95.4 98.7

77.5° 70.1 71.7 70.5 66.7 68.9
80° 46.2 44.9 44.9 42.7 43.2

82.5° 27.0 25.7 25.3 24.6 25.7
85° 12.6 12.3 12.5 12.1 11.7

87.5° 4.6 4.7 4.7 4.4 4.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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