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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P590296
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-1)

Test Lab:  INNOVATION CENTER

Issue Date:  12/8/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-2-LD4-2LO-50-UNV-80-87-EDD

Description:  2X2 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .375 CLEAR PC ENVIRONMENTAL
SIDE LENSES WITH, 80 CRI AND 5000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2806.0 lumens
Efficiency: N/A

Efficacy: 119.9 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.23 / 1.33

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590296

CATALOG NUMBER: FSR-24-2-LD4-2LO-50-UNV-80-87-EDD

2X2 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .375 CLEAR PC ENVIRONMENTAL

0% Up

100% Dn

0 cd

282 cd

565 cd

847 cd

1,129 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590296

CATALOG NUMBER: FSR-24-2-LD4-2LO-50-UNV-80-87-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 100 96 99 96 93 95 93 90 91 90 88 86

2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 89 80 73 67 77 71 66 75 69 65 72 68 64 62

4 84 73 64 58 82 71 64 58 69 62 57 67 61 56 65 59 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46

6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 39 50 43 38 48 42 38 36

8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 29 53 41 33 28 40 33 28 39 33 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2996 2996 2996
5° 2986 2987 3050

10° 2926 2951 2972
15° 2949 2933 2949
20° 2899 2899 2930
25° 2810 2871 2903
30° 2771 2820 2895
35° 2706 2777 2839
40° 2601 2726 2738
45° 2522 2612 2616
50° 2439 2549 2501
55° 2324 2369 2352
60° 2173 2195 2155
65° 1938 1987 1924
70° 1662 1668 1622
75° 1316 1314 1263
80° 882 857 824
85° 479 475 445

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 67.5°

Vertical Angle: 45°
Luminance: 2679 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590296

CATALOG NUMBER: FSR-24-2-LD4-2LO-50-UNV-80-87-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 104.7 3.7 0° 1113 1113 1113 1113 1113

10°-20° 296.8 10.6 5° 1105 1103 1106 1103 1129 104
20°-30° 444.7 15.8 15° 1058 1046 1053 1058 1059 295

30°-40° 527.0 18.8 25° 946 952 967 980 978 437
40°-50° 528.0 18.8 35° 824 826 845 865 864 511

50°-60° 448.2 16.0 45° 663 675 686 704 687 513
60°-70° 302.2 10.8 55° 495 492 505 502 501 441

70°-80° 132.8 4.7 65° 304 300 312 300 302 303
80°-90° 21.6 0.8 75° 127 124 126 117 122 136

90°-100° 0.0 0.0 85° 16 15 15 15 14 22
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 846.2 30.2
0°-40° 1373.3 48.9
0°-60° 2349.5 83.7
0°-90° 2806.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2806.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590296

CATALOG NUMBER: FSR-24-2-LD4-2LO-50-UNV-80-87-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1113.3 1113.3 1113.3 1113.3 1113.3

2.5° 1123.0 1114.5 1106.6 1115.8 1121.4
5° 1105.4 1102.9 1105.9 1102.6 1129.2

7.5° 1082.7 1092.6 1098.4 1094.8 1096.4
10° 1070.7 1067.2 1080.0 1088.9 1087.6

12.5° 1057.7 1062.9 1063.6 1073.2 1074.1
15° 1058.4 1046.2 1052.7 1058.1 1058.6

17.5° 1017.3 1030.5 1035.0 1047.5 1032.0
20° 1012.3 1002.7 1012.3 1025.1 1023.1

22.5° 981.4 970.6 991.3 1002.7 1001.9
25° 946.3 951.5 967.0 979.7 977.6

27.5° 915.5 921.6 943.7 961.1 949.9
30° 891.8 888.8 907.5 923.0 931.6

32.5° 849.4 860.3 882.2 897.6 889.4
35° 823.7 826.1 845.3 864.8 864.2

37.5° 778.7 790.1 816.9 822.4 817.4
40° 740.3 751.7 776.0 781.9 779.4

42.5° 712.0 714.0 734.9 741.6 730.8
45° 662.7 675.1 686.3 703.9 687.3

47.5° 620.7 626.5 650.6 655.4 646.6
50° 582.6 584.6 608.9 603.0 597.3

52.5° 534.8 543.2 556.9 555.7 549.0
55° 495.4 492.1 505.0 501.5 501.4

57.5° 448.1 453.8 464.5 459.0 450.2
60° 403.8 403.9 407.8 401.6 400.5

62.5° 354.5 356.2 357.1 349.5 361.8
65° 304.3 300.3 312.1 300.2 302.2

67.5° 258.2 260.2 259.0 251.6 254.4
70° 211.3 213.9 212.0 203.6 206.1

72.5° 168.5 165.3 167.3 156.7 161.6
75° 126.6 124.1 126.4 117.4 121.5

77.5° 86.3 88.3 86.8 82.1 84.8
80° 56.9 55.3 55.3 52.6 53.2

82.5° 33.2 31.6 31.2 30.3 31.6
85° 15.5 15.1 15.4 15.0 14.4

87.5° 5.6 5.8 5.8 5.5 5.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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