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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P590474
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-1)

Test Lab:  INNOVATION CENTER

Issue Date:  12/8/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-2-LD4-3HI-40-UNV-82-94-EDD

Description:  2X2 FSR TROFFER WITH .187 CLEAR PC FIXTURE SIDE AND .187 CLEAR TEMPERED GLASS
ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 4000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6760.0 lumens
Efficiency: N/A

Efficacy: 104.3 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.23 / 1.33

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  64.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590474

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-82-94-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590474

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-82-94-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 100 96 99 96 93 95 93 90 91 90 88 86

2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 89 80 73 67 77 71 66 75 69 65 72 68 64 62

4 84 73 64 58 82 71 64 58 69 62 57 67 61 56 65 59 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46

6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 39 50 43 38 48 42 38 36

8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 29 53 41 33 28 40 33 28 39 33 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7218 7218 7218
5° 7194 7197 7348

10° 7048 7110 7160
15° 7104 7065 7105
20° 6984 6984 7058
25° 6769 6917 6993
30° 6676 6793 6974
35° 6519 6689 6840
40° 6265 6567 6596
45° 6076 6292 6301
50° 5876 6141 6024
55° 5599 5708 5667
60° 5236 5288 5193
65° 4668 4787 4635
70° 4006 4019 3907
75° 3172 3165 3042
80° 2125 2066 1985
85° 1155 1145 1068

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 67.5°

Vertical Angle: 45°
Luminance: 6454 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590474

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-82-94-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 252.3 3.7 0° 2682 2682 2682 2682 2682

10°-20° 715.1 10.6 5° 2663 2657 2664 2656 2720 251
20°-30° 1071.3 15.8 15° 2550 2520 2536 2549 2550 710

30°-40° 1269.7 18.8 25° 2280 2292 2330 2360 2355 1054
40°-50° 1272.0 18.8 35° 1984 1990 2036 2083 2082 1232

50°-60° 1079.8 16.0 45° 1596 1626 1653 1696 1656 1235
60°-70° 728.0 10.8 55° 1193 1185 1217 1208 1208 1062

70°-80° 319.9 4.7 65° 733 723 752 723 728 729
80°-90° 52.0 0.8 75° 305 299 304 283 293 327

90°-100° 0.0 0.0 85° 37 36 37 36 35 54
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2038.7 30.2
0°-40° 3308.4 48.9
0°-60° 5660.2 83.7
0°-90° 6760.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6760.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590474

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-82-94-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2682.2 2682.2 2682.2 2682.2 2682.2

2.5° 2705.4 2685.0 2665.9 2688.1 2701.6
5° 2663.2 2656.9 2664.2 2656.2 2720.3

7.5° 2608.4 2632.3 2646.2 2637.5 2641.3
10° 2579.3 2571.0 2601.9 2623.3 2620.2

12.5° 2548.2 2560.6 2562.4 2585.6 2587.7
15° 2549.9 2520.5 2536.1 2549.2 2550.3

17.5° 2450.9 2482.7 2493.5 2523.6 2486.2
20° 2438.7 2415.5 2438.7 2469.6 2464.7

22.5° 2364.3 2338.3 2388.2 2415.5 2413.8
25° 2279.8 2292.2 2329.7 2360.1 2355.3

27.5° 2205.7 2220.2 2273.5 2315.5 2288.4
30° 2148.5 2141.3 2186.3 2223.7 2244.5

32.5° 2046.4 2072.7 2125.3 2162.4 2142.6
35° 1984.4 1990.3 2036.3 2083.4 2082.0

37.5° 1876.0 1903.3 1968.1 1981.3 1969.1
40° 1783.5 1810.9 1869.4 1883.6 1877.7

42.5° 1715.3 1720.1 1770.4 1786.6 1760.7
45° 1596.5 1626.3 1653.3 1695.9 1655.7

47.5° 1495.4 1509.2 1567.4 1578.8 1557.7
50° 1403.6 1408.5 1467.0 1452.8 1438.9

52.5° 1288.3 1308.7 1341.6 1338.8 1322.6
55° 1193.4 1185.4 1216.6 1208.3 1207.9

57.5° 1079.5 1093.3 1118.9 1105.8 1084.7
60° 972.8 973.1 982.5 967.6 964.8

62.5° 854.0 858.2 860.2 841.9 871.7
65° 733.1 723.4 751.8 723.1 728.0

67.5° 622.0 626.8 624.1 606.0 613.0
70° 509.1 515.3 510.8 490.4 496.6

72.5° 405.9 398.3 403.1 377.5 389.3
75° 305.1 298.9 304.4 282.9 292.6

77.5° 207.8 212.6 209.2 197.7 204.3
80° 137.1 133.3 133.3 126.8 128.1

82.5° 80.0 76.2 75.2 73.1 76.2
85° 37.4 36.4 37.1 36.0 34.6

87.5° 13.5 13.9 13.9 13.2 12.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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