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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P590477
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-1)

Test Lab:  INNOVATION CENTER

Issue Date:  12/8/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-2-LD4-3HI-40-UNV-93-84-EDD

Description:  2X2 FSR TROFFER WITH .156 CLEAR TEMPERED GLASS FIXTURE SIDE AND .125 CLEAR PC
ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 4000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7266.0 lumens
Efficiency: N/A

Efficacy: 112.1 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.23 / 1.33

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  64.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590477

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-93-84-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590477

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-93-84-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 100 96 99 96 93 95 93 90 91 90 88 86

2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 89 80 73 67 77 71 66 75 69 65 72 68 64 62

4 84 73 64 58 82 71 64 58 69 62 57 67 61 56 65 59 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46

6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 39 50 43 38 48 42 38 36

8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 29 53 41 33 28 40 33 28 39 33 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7758 7758 7758
5° 7732 7735 7898

10° 7576 7642 7696
15° 7636 7594 7636
20° 7507 7507 7586
25° 7276 7435 7517
30° 7176 7302 7496
35° 7007 7190 7352
40° 6734 7058 7090
45° 6530 6763 6773
50° 6316 6601 6475
55° 6018 6135 6092
60° 5627 5683 5581
65° 5018 5145 4982
70° 4305 4319 4200
75° 3409 3402 3270
80° 2284 2221 2134
85° 1241 1229 1149

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 67.5°

Vertical Angle: 45°
Luminance: 6937 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590477

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-93-84-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 271.2 3.7 0° 2883 2883 2883 2883 2883

10°-20° 768.6 10.6 5° 2862 2856 2864 2855 2924 270
20°-30° 1151.5 15.8 15° 2741 2709 2726 2740 2741 764

30°-40° 1364.7 18.8 25° 2450 2464 2504 2537 2532 1133
40°-50° 1367.3 18.8 35° 2133 2139 2189 2239 2238 1324

50°-60° 1160.6 16.0 45° 1716 1748 1777 1823 1780 1327
60°-70° 782.5 10.8 55° 1283 1274 1308 1299 1298 1141

70°-80° 343.8 4.7 65° 788 778 808 777 782 784
80°-90° 55.9 0.8 75° 328 321 327 304 314 351

90°-100° 0.0 0.0 85° 40 39 40 39 37 58
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2191.2 30.2
0°-40° 3556.0 48.9
0°-60° 6083.8 83.7
0°-90° 7266.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 7266.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P590477

CATALOG NUMBER: FSR-24-2-LD4-3HI-40-UNV-93-84-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2883.0 2883.0 2883.0 2883.0 2883.0

2.5° 2907.9 2885.9 2865.5 2889.3 2903.8
5° 2862.5 2855.8 2863.6 2855.0 2923.9

7.5° 2803.7 2829.4 2844.3 2834.9 2839.0
10° 2772.4 2763.5 2796.6 2819.7 2816.3

12.5° 2738.9 2752.3 2754.2 2779.1 2781.3
15° 2740.8 2709.1 2725.9 2740.0 2741.1

17.5° 2634.3 2668.6 2680.1 2712.5 2672.3
20° 2621.3 2596.3 2621.3 2654.4 2649.2

22.5° 2541.3 2513.3 2566.9 2596.3 2594.5
25° 2450.4 2463.8 2504.0 2536.8 2531.6

27.5° 2370.8 2386.4 2443.7 2488.8 2459.7
30° 2309.4 2301.5 2349.9 2390.1 2412.5

32.5° 2199.5 2227.8 2284.4 2324.2 2303.0
35° 2132.9 2139.2 2188.7 2239.4 2237.9

37.5° 2016.4 2045.8 2115.4 2129.6 2116.5
40° 1917.0 1946.4 2009.3 2024.6 2018.3

42.5° 1843.7 1848.9 1902.9 1920.4 1892.4
45° 1716.0 1748.0 1777.1 1822.8 1779.7

47.5° 1607.3 1622.2 1684.7 1697.0 1674.3
50° 1508.7 1513.9 1576.8 1561.5 1546.6

52.5° 1384.7 1406.7 1442.0 1439.1 1421.6
55° 1282.7 1274.2 1307.7 1298.7 1298.4

57.5° 1160.3 1175.1 1202.7 1188.5 1165.8
60° 1045.6 1046.0 1056.0 1040.0 1037.0

62.5° 917.9 922.4 924.6 904.9 936.9
65° 788.0 777.6 808.1 777.2 782.4

67.5° 668.5 673.7 670.8 651.4 658.9
70° 547.2 553.9 549.0 527.1 533.8

72.5° 436.3 428.1 433.3 405.7 418.4
75° 327.9 321.2 327.2 304.1 314.5

77.5° 223.3 228.6 224.8 212.5 219.6
80° 147.4 143.3 143.3 136.2 137.7

82.5° 86.0 81.9 80.8 78.5 81.9
85° 40.2 39.1 39.8 38.7 37.2

87.5° 14.5 14.9 14.9 14.1 13.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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