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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P562428
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-1STD-50-UNV-80-96-EDD-90

Description:  2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .250 CLEAR TEMPERED GLASS
ENVIRONMENTAL SIDE LENSES WITH, 90 CRI AND 5000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3457.0 lumens
Efficiency: N/A

Efficacy: 103.8 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562428

CATALOG NUMBER: FSR-24-4-LD4-1STD-50-UNV-80-96-EDD-90

2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .250 CLEAR TEMPERED GLASS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562428

CATALOG NUMBER: FSR-24-4-LD4-1STD-50-UNV-80-96-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2369 2369 2369
5° 2337 2334 2332

10° 2317 2314 2297
15° 2254 2232 2201
20° 2172 2137 2078
25° 2082 2037 1910
30° 1974 1910 1721
35° 1869 1766 1592
40° 1763 1609 1448
45° 1662 1487 1309
50° 1538 1381 1168
55° 1423 1251 1046
60° 1304 1118 937
65° 1147 979 830
70° 945 857 705
75° 751 656 688
80° 504 473 442
85° 315 377 440

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1662 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562428

CATALOG NUMBER: FSR-24-4-LD4-1STD-50-UNV-80-96-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 163.9 4.7 0° 1761 1761 1761 1761 1761

10°-20° 449.9 13.0 5° 1730 1728 1728 1726 1726 164
20°-30° 622.8 18.0 15° 1618 1618 1602 1586 1580 455

30°-40° 664.1 19.2 25° 1403 1394 1372 1323 1287 644
40°-50° 605.8 17.5 35° 1138 1130 1075 994 969 711

50°-60° 474.6 13.7 45° 873 855 782 717 688 673
60°-70° 309.3 8.9 55° 607 588 533 470 446 544

70°-80° 137.1 4.0 65° 360 340 307 314 261 355
80°-90° 29.4 0.9 75° 144 134 126 120 132 155

90°-100° 0.0 0.0 85° 20 22 24 26 28 28
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1236.6 35.8
0°-40° 1900.7 55.0
0°-60° 2981.2 86.2
0°-90° 3457.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3457.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562428

CATALOG NUMBER: FSR-24-4-LD4-1STD-50-UNV-80-96-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1760.9 1760.9 1760.9 1760.9 1760.9

2.5° 1748.7 1748.7 1748.7 1746.7 1746.7
5° 1730.4 1728.4 1728.4 1726.3 1726.3

7.5° 1716.2 1714.1 1712.1 1710.1 1706.0
10° 1695.8 1695.8 1693.8 1683.6 1681.6

12.5° 1663.2 1661.2 1653.1 1638.8 1634.7
15° 1618.4 1618.4 1602.2 1585.9 1579.8

17.5° 1569.6 1567.6 1547.2 1530.9 1522.8
20° 1516.7 1512.6 1492.2 1465.8 1451.5

22.5° 1457.6 1457.6 1433.2 1398.6 1384.3
25° 1402.7 1394.5 1372.1 1323.3 1286.6

27.5° 1339.5 1327.3 1302.9 1233.7 1190.9
30° 1270.3 1264.2 1229.6 1140.0 1107.5

32.5° 1205.2 1195.0 1158.4 1064.7 1038.2
35° 1138.0 1129.9 1074.9 993.5 969.0

37.5° 1070.8 1060.6 991.4 926.3 895.7
40° 1003.6 991.4 916.1 857.1 824.5

42.5° 940.5 924.2 851.0 787.8 751.2
45° 873.3 855.0 781.7 716.6 688.1

47.5° 806.2 789.9 722.7 655.5 622.9
50° 734.9 720.7 659.6 592.4 557.8

52.5° 675.9 653.5 594.4 527.3 498.8
55° 606.7 588.3 533.4 470.3 445.8

57.5° 543.6 525.2 474.3 415.3 394.9
60° 484.5 458.1 415.3 364.4 348.1

62.5° 419.4 399.0 362.4 319.6 340.0
65° 360.3 340.0 307.4 313.5 260.6

67.5° 295.2 285.0 256.5 228.0 219.9
70° 240.2 228.0 217.8 187.3 179.1

72.5° 191.4 179.1 164.9 148.6 142.5
75° 144.5 134.4 126.2 120.1 132.3

77.5° 99.8 95.7 89.6 83.5 81.4
80° 65.1 63.1 61.1 59.0 57.0

82.5° 38.7 38.7 38.7 38.7 38.7
85° 20.4 22.4 24.4 26.5 28.5

87.5° 12.2 12.2 14.3 16.3 18.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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