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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P562619
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-2HI-50-UNV-80-94-EDD

Description:  2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .187 CLEAR TEMPERED GLASS
ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 5000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 9856.0 lumens
Efficiency: N/A

Efficacy: 114.1 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  86.4
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562619

CATALOG NUMBER: FSR-24-4-LD4-2HI-50-UNV-80-94-EDD

2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .187 CLEAR TEMPERED GLASS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562619

CATALOG NUMBER: FSR-24-4-LD4-2HI-50-UNV-80-94-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6755 6755 6755
5° 6663 6655 6648

10° 6606 6598 6550
15° 6427 6363 6274
20° 6191 6092 5925
25° 5937 5808 5446
30° 5627 5447 4905
35° 5329 5034 4538
40° 5026 4587 4129
45° 4738 4241 3733
50° 4386 3936 3329
55° 4057 3567 2982
60° 3717 3186 2671
65° 3271 2790 2365
70° 2694 2443 2009
75° 2142 1871 1961
80° 1439 1349 1259
85° 895 1074 1255

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4738 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562619

CATALOG NUMBER: FSR-24-4-LD4-2HI-50-UNV-80-94-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 467.3 4.7 0° 5020 5020 5020 5020 5020

10°-20° 1282.6 13.0 5° 4934 4928 4928 4922 4922 468
20°-30° 1775.6 18.0 15° 4614 4614 4568 4521 4504 1297

30°-40° 1893.4 19.2 25° 3999 3976 3912 3773 3668 1836
40°-50° 1727.3 17.5 35° 3244 3221 3064 2832 2763 2028

50°-60° 1353.2 13.7 45° 2490 2438 2229 2043 1962 1918
60°-70° 881.9 8.9 55° 1730 1677 1521 1341 1271 1551

70°-80° 390.8 4.0 65° 1027 969 876 894 743 1012
80°-90° 83.9 0.9 75° 412 383 360 342 377 442

90°-100° 0.0 0.0 85° 58 64 70 76 81 80
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3525.6 35.8
0°-40° 5418.9 55.0
0°-60° 8499.4 86.2
0°-90° 9856.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 9856.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562619

CATALOG NUMBER: FSR-24-4-LD4-2HI-50-UNV-80-94-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5020.5 5020.5 5020.5 5020.5 5020.5

2.5° 4985.7 4985.7 4985.7 4979.9 4979.9
5° 4933.5 4927.6 4927.6 4921.8 4921.8

7.5° 4892.8 4887.0 4881.2 4875.4 4863.8
10° 4834.8 4834.8 4829.0 4800.0 4794.2

12.5° 4741.9 4736.1 4712.9 4672.3 4660.7
15° 4614.2 4614.2 4567.8 4521.4 4504.0

17.5° 4474.9 4469.1 4411.1 4364.7 4341.4
20° 4324.0 4312.4 4254.4 4178.9 4138.3

22.5° 4155.7 4155.7 4086.1 3987.4 3946.8
25° 3999.0 3975.8 3911.9 3772.6 3668.2

27.5° 3819.1 3784.2 3714.6 3517.3 3395.4
30° 3621.7 3604.3 3505.7 3250.3 3157.4

32.5° 3436.0 3407.0 3302.5 3035.5 2960.1
35° 3244.5 3221.3 3064.5 2832.4 2762.7

37.5° 3052.9 3023.9 2826.6 2640.8 2553.8
40° 2861.4 2826.6 2611.8 2443.5 2350.6

42.5° 2681.5 2635.0 2426.1 2246.2 2141.7
45° 2489.9 2437.7 2228.8 2043.0 1961.8

47.5° 2298.4 2252.0 2060.4 1868.9 1776.0
50° 2095.3 2054.6 1880.5 1689.0 1590.3

52.5° 1926.9 1863.1 1694.8 1503.3 1422.0
55° 1729.6 1677.4 1520.7 1340.7 1271.1

57.5° 1549.7 1497.4 1352.3 1184.0 1126.0
60° 1381.4 1305.9 1184.0 1038.9 992.5

62.5° 1195.6 1137.6 1033.1 911.2 969.3
65° 1027.3 969.3 876.4 893.8 742.9

67.5° 841.6 812.6 731.3 650.1 626.8
70° 684.9 650.1 621.0 534.0 510.8

72.5° 545.6 510.8 470.1 423.7 406.3
75° 412.1 383.1 359.9 342.4 377.3

77.5° 284.4 272.8 255.4 238.0 232.2
80° 185.7 179.9 174.1 168.3 162.5

82.5° 110.3 110.3 110.3 110.3 110.3
85° 58.0 63.8 69.6 75.5 81.3

87.5° 34.8 34.8 40.6 46.4 52.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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