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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P562745
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-2LO-40-UNV-80-88-EDD

Description:  2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .500 CLEAR PC ENVIRONMENTAL
SIDE LENSES WITH, 80 CRI AND 4000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4970.0 lumens
Efficiency: N/A

Efficacy: 106.2 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  46.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562745

CATALOG NUMBER: FSR-24-4-LD4-2LO-40-UNV-80-88-EDD

2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .500 CLEAR PC ENVIRONMENTAL

0% Up

100% Dn

0 cd

633 cd

1,266 cd

1,899 cd

2,532 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562745

CATALOG NUMBER: FSR-24-4-LD4-2LO-40-UNV-80-88-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3406 3406 3406
5° 3360 3356 3352

10° 3331 3327 3303
15° 3241 3209 3164
20° 3122 3072 2988
25° 2994 2928 2746
30° 2837 2747 2474
35° 2687 2538 2288
40° 2534 2313 2082
45° 2389 2139 1882
50° 2212 1985 1679
55° 2046 1799 1504
60° 1875 1607 1347
65° 1649 1407 1193
70° 1359 1232 1013
75° 1080 944 989
80° 726 680 635
85° 452 542 633

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2389 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562745

CATALOG NUMBER: FSR-24-4-LD4-2LO-40-UNV-80-88-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 235.7 4.7 0° 2532 2532 2532 2532 2532

10°-20° 646.8 13.0 5° 2488 2485 2485 2482 2482 236
20°-30° 895.4 18.0 15° 2327 2327 2303 2280 2271 654

30°-40° 954.7 19.2 25° 2016 2005 1973 1902 1850 926
40°-50° 871.0 17.5 35° 1636 1624 1545 1428 1393 1023

50°-60° 682.4 13.7 45° 1256 1229 1124 1030 989 967
60°-70° 444.7 8.9 55° 872 846 767 676 641 782

70°-80° 197.1 4.0 65° 518 489 442 451 375 511
80°-90° 42.3 0.9 75° 208 193 182 173 190 223

90°-100° 0.0 0.0 85° 29 32 35 38 41 41
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1777.8 35.8
0°-40° 2732.6 55.0
0°-60° 4285.9 86.2
0°-90° 4970.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4970.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P562745

CATALOG NUMBER: FSR-24-4-LD4-2LO-40-UNV-80-88-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2531.7 2531.7 2531.7 2531.7 2531.7

2.5° 2514.1 2514.1 2514.1 2511.2 2511.2
5° 2487.8 2484.8 2484.8 2481.9 2481.9

7.5° 2467.3 2464.3 2461.4 2458.5 2452.6
10° 2438.0 2438.0 2435.1 2420.4 2417.5

12.5° 2391.2 2388.2 2376.5 2356.0 2350.2
15° 2326.8 2326.8 2303.4 2279.9 2271.2

17.5° 2256.5 2253.6 2224.3 2200.9 2189.2
20° 2180.4 2174.6 2145.3 2107.3 2086.8

22.5° 2095.6 2095.6 2060.4 2010.7 1990.2
25° 2016.5 2004.8 1972.6 1902.4 1849.7

27.5° 1925.8 1908.3 1873.1 1773.6 1712.2
30° 1826.3 1817.5 1767.8 1639.0 1592.2

32.5° 1732.6 1718.0 1665.3 1530.7 1492.7
35° 1636.1 1624.4 1545.3 1428.3 1393.1

37.5° 1539.5 1524.8 1425.3 1331.7 1287.8
40° 1442.9 1425.3 1317.0 1232.2 1185.3

42.5° 1352.2 1328.8 1223.4 1132.7 1080.0
45° 1255.6 1229.2 1123.9 1030.2 989.2

47.5° 1159.0 1135.6 1039.0 942.4 895.6
50° 1056.6 1036.1 948.3 851.7 801.9

52.5° 971.7 939.5 854.6 758.0 717.1
55° 872.2 845.8 766.8 676.1 641.0

57.5° 781.4 755.1 681.9 597.1 567.8
60° 696.6 658.5 597.1 523.9 500.5

62.5° 602.9 573.6 521.0 459.5 488.8
65° 518.0 488.8 441.9 450.7 374.6

67.5° 424.4 409.7 368.8 327.8 316.1
70° 345.4 327.8 313.2 269.3 257.6

72.5° 275.1 257.6 237.1 213.7 204.9
75° 207.8 193.2 181.5 172.7 190.2

77.5° 143.4 137.6 128.8 120.0 117.1
80° 93.7 90.7 87.8 84.9 81.9

82.5° 55.6 55.6 55.6 55.6 55.6
85° 29.3 32.2 35.1 38.0 41.0

87.5° 17.6 17.6 20.5 23.4 26.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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