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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P563448
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-3STD-35-UNV-80-88-EDD-90

Description:  2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .500 CLEAR PC ENVIRONMENTAL
SIDE LENSES WITH, 90 CRI AND 3500K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8271.0 lumens
Efficiency: N/A

Efficacy: 82.8 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  99.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563448

CATALOG NUMBER: FSR-24-4-LD4-3STD-35-UNV-80-88-EDD-90

2X4 FSR TROFFER WITH .125 PRISMATIC ACRYLIC FIXTURE SIDE AND .500 CLEAR PC ENVIRONMENTAL
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563448

CATALOG NUMBER: FSR-24-4-LD4-3STD-35-UNV-80-88-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5669 5669 5669
5° 5592 5585 5579

10° 5543 5537 5497
15° 5394 5339 5265
20° 5196 5112 4972
25° 4982 4874 4570
30° 4722 4571 4117
35° 4472 4224 3808
40° 4217 3850 3465
45° 3976 3559 3133
50° 3680 3303 2794
55° 3405 2993 2502
60° 3119 2674 2241
65° 2745 2342 1985
70° 2261 2050 1686
75° 1798 1570 1646
80° 1208 1132 1057
85° 752 902 1053

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3976 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563448

CATALOG NUMBER: FSR-24-4-LD4-3STD-35-UNV-80-88-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 392.2 4.7 0° 4213 4213 4213 4213 4213

10°-20° 1076.3 13.0 5° 4140 4135 4135 4130 4130 393
20°-30° 1490.1 18.0 15° 3872 3872 3833 3794 3780 1089

30°-40° 1588.9 19.2 25° 3356 3336 3283 3166 3078 1541
40°-50° 1449.5 17.5 35° 2723 2703 2572 2377 2318 1702

50°-60° 1135.6 13.7 45° 2090 2046 1870 1714 1646 1610
60°-70° 740.1 8.9 55° 1452 1408 1276 1125 1067 1302

70°-80° 327.9 4.0 65° 862 813 736 750 623 850
80°-90° 70.4 0.9 75° 346 322 302 287 317 371

90°-100° 0.0 0.0 85° 49 54 58 63 68 68
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2958.6 35.8
0°-40° 4547.5 55.0
0°-60° 7132.6 86.2
0°-90° 8271.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 8271.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563448

CATALOG NUMBER: FSR-24-4-LD4-3STD-35-UNV-80-88-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4213.1 4213.1 4213.1 4213.1 4213.1

2.5° 4183.9 4183.9 4183.9 4179.0 4179.0
5° 4140.1 4135.2 4135.2 4130.3 4130.3

7.5° 4106.0 4101.1 4096.2 4091.4 4081.6
10° 4057.3 4057.3 4052.4 4028.1 4023.2

12.5° 3979.3 3974.5 3955.0 3920.9 3911.2
15° 3872.2 3872.2 3833.2 3794.3 3779.6

17.5° 3755.3 3750.4 3701.7 3662.8 3643.3
20° 3628.7 3618.9 3570.2 3506.9 3472.8

22.5° 3487.4 3487.4 3429.0 3346.2 3312.1
25° 3355.9 3336.4 3282.8 3165.9 3078.3

27.5° 3204.9 3175.7 3117.2 2951.6 2849.3
30° 3039.3 3024.7 2941.9 2727.6 2649.6

32.5° 2883.4 2859.1 2771.4 2547.4 2484.0
35° 2722.7 2703.2 2571.7 2376.9 2318.4

37.5° 2562.0 2537.6 2372.0 2216.2 2143.1
40° 2401.2 2372.0 2191.8 2050.6 1972.6

42.5° 2250.3 2211.3 2035.9 1885.0 1797.3
45° 2089.5 2045.7 1870.3 1714.5 1646.3

47.5° 1928.8 1889.8 1729.1 1568.4 1490.4
50° 1758.3 1724.2 1578.1 1417.4 1334.6

52.5° 1617.1 1563.5 1422.2 1261.5 1193.3
55° 1451.5 1407.6 1276.1 1125.1 1066.7

57.5° 1300.5 1256.6 1134.9 993.6 944.9
60° 1159.2 1095.9 993.6 871.9 832.9

62.5° 1003.4 954.7 867.0 764.7 813.4
65° 862.1 813.4 735.5 750.1 623.4

67.5° 706.2 681.9 613.7 545.5 526.0
70° 574.7 545.5 521.2 448.1 428.6

72.5° 457.8 428.6 394.5 355.6 340.9
75° 345.8 321.5 302.0 287.4 316.6

77.5° 238.7 228.9 214.3 199.7 194.8
80° 155.9 151.0 146.1 141.2 136.4

82.5° 92.5 92.5 92.5 92.5 92.5
85° 48.7 53.6 58.4 63.3 68.2

87.5° 29.2 29.2 34.1 39.0 43.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 6 


