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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P563695
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-4HI-35-UNV-93-97-EDD

Description:  2X4 FSR TROFFER WITH .156 CLEAR TEMPERED GLASS FIXTURE SIDE AND .375 CLEAR TEMPERED
GLASS ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 3500K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 18334.0 lumens
Efficiency: N/A

Efficacy: 106.1 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  172.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563695

CATALOG NUMBER: FSR-24-4-LD4-4HI-35-UNV-93-97-EDD

2X4 FSR TROFFER WITH .156 CLEAR TEMPERED GLASS FIXTURE SIDE AND .375 CLEAR TEMPERED
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563695

CATALOG NUMBER: FSR-24-4-LD4-4HI-35-UNV-93-97-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 12566 12566 12566
5° 12395 12380 12366

10° 12287 12273 12184
15° 11956 11836 11670
20° 11517 11331 11022
25° 11044 10803 10130
30° 10467 10132 9125
35° 9913 9363 8441
40° 9349 8534 7680
45° 8813 7889 6944
50° 8158 7322 6192
55° 7547 6636 5547
60° 6915 5927 4968
65° 6084 5190 4400
70° 5012 4544 3738
75° 3985 3480 3648
80° 2677 2510 2342
85° 1667 2001 2334

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8813 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563695

CATALOG NUMBER: FSR-24-4-LD4-4HI-35-UNV-93-97-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 869.3 4.7 0° 9339 9339 9339 9339 9339

10°-20° 2385.8 13.0 5° 9177 9166 9166 9156 9156 871
20°-30° 3303.0 18.0 15° 8583 8583 8497 8411 8378 2413

30°-40° 3522.0 19.2 25° 7439 7396 7277 7018 6824 3415
40°-50° 3213.1 17.5 35° 6035 5992 5701 5269 5139 3773

50°-60° 2517.2 13.7 45° 4632 4535 4146 3800 3649 3568
60°-70° 1640.6 8.9 55° 3217 3120 2829 2494 2364 2886

70°-80° 726.9 4.0 65° 1911 1803 1630 1663 1382 1883
80°-90° 156.1 0.9 75° 767 713 669 637 702 822

90°-100° 0.0 0.0 85° 108 119 130 140 151 150
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 6558.2 35.8
0°-40° 10080.2 55.0
0°-60° 15810.5 86.2
0°-90° 18334.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 18334.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563695

CATALOG NUMBER: FSR-24-4-LD4-4HI-35-UNV-93-97-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 9339.1 9339.1 9339.1 9339.1 9339.1

2.5° 9274.3 9274.3 9274.3 9263.5 9263.5
5° 9177.1 9166.3 9166.3 9155.6 9155.6

7.5° 9101.6 9090.8 9080.0 9069.2 9047.6
10° 8993.6 8993.6 8982.8 8928.8 8918.0

12.5° 8820.9 8810.1 8766.9 8691.3 8669.7
15° 8583.3 8583.3 8497.0 8410.6 8378.2

17.5° 8324.2 8313.4 8205.4 8119.1 8075.9
20° 8043.5 8021.9 7913.9 7773.6 7698.0

22.5° 7730.4 7730.4 7600.8 7417.3 7341.7
25° 7438.9 7395.7 7276.9 7017.8 6823.5

27.5° 7104.2 7039.4 6909.9 6542.8 6316.0
30° 6737.1 6704.7 6521.2 6046.1 5873.4

32.5° 6391.6 6337.6 6143.3 5646.6 5506.3
35° 6035.3 5992.1 5700.6 5268.8 5139.2

37.5° 5679.0 5625.1 5258.0 4912.5 4750.5
40° 5322.7 5258.0 4858.5 4545.4 4372.6

42.5° 4988.0 4901.7 4513.0 4178.3 3984.0
45° 4631.8 4534.6 4145.9 3800.4 3649.3

47.5° 4275.5 4189.1 3832.8 3476.5 3303.8
50° 3897.6 3822.0 3498.1 3141.8 2958.3

52.5° 3584.5 3465.7 3152.6 2796.3 2645.2
55° 3217.4 3120.2 2828.7 2494.0 2364.5

57.5° 2882.7 2785.5 2515.6 2202.5 2094.5
60° 2569.6 2429.2 2202.5 1932.6 1846.2

62.5° 2224.1 2116.1 1921.8 1695.1 1803.0
65° 1911.0 1803.0 1630.3 1662.7 1382.0

67.5° 1565.5 1511.5 1360.4 1209.2 1166.0
70° 1274.0 1209.2 1155.2 993.3 950.1

72.5° 1014.9 950.1 874.5 788.2 755.8
75° 766.6 712.6 669.4 637.0 701.8

77.5° 529.0 507.4 475.1 442.7 431.9
80° 345.5 334.7 323.9 313.1 302.3

82.5° 205.1 205.1 205.1 205.1 205.1
85° 108.0 118.8 129.6 140.4 151.2

87.5° 64.8 64.8 75.6 86.4 97.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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