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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P563847
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-5)

Test Lab:  INNOVATION CENTER

Issue Date:  7/20/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  FAIL-SAFE
Catalog Number:  FSR-24-4-LD4-4LO-35-UNV-81-87-EDD

Description:  2X4 FSR TROFFER WITH .156 CLEAR PC FIXTURE SIDE AND .375 CLEAR PC ENVIRONMENTAL SIDE
LENSES WITH, 80 CRI AND 3500K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 10383.0 lumens
Efficiency: N/A

Efficacy: 110.9 lumens/watt
Spacing Criteria (0/90/45): 1.1 / 1 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  93.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563847

CATALOG NUMBER: FSR-24-4-LD4-4LO-35-UNV-81-87-EDD

2X4 FSR TROFFER WITH .156 CLEAR PC FIXTURE SIDE AND .375 CLEAR PC ENVIRONMENTAL SIDE
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563847

CATALOG NUMBER: FSR-24-4-LD4-4LO-35-UNV-81-87-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 99 108 104 100 97 100 97 94 96 94 91 92 90 89 87

2 101 94 88 83 99 92 87 82 89 84 80 86 82 78 83 79 77 75
3 93 84 77 71 91 82 76 70 79 74 69 77 72 68 74 70 67 65

4 86 75 67 61 84 74 66 61 72 65 60 69 64 59 67 62 58 56
5 80 68 60 54 78 67 59 53 65 58 53 63 57 52 61 56 52 50

6 74 62 53 48 72 61 53 47 59 52 47 57 51 47 56 50 46 44
7 69 56 48 43 67 56 48 42 54 47 42 53 46 42 51 46 42 40

8 65 52 44 38 63 51 44 38 50 43 38 49 42 38 48 42 38 36
9 61 48 40 35 59 47 40 35 46 39 35 45 39 34 44 38 34 33

10 57 44 37 32 56 44 37 32 43 36 32 42 36 32 41 36 32 30

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7116 7116 7116
5° 7019 7011 7003

10° 6959 6950 6900
15° 6771 6703 6609
20° 6522 6417 6242
25° 6254 6118 5737
30° 5928 5738 5168
35° 5614 5303 4781
40° 5295 4833 4349
45° 4991 4468 3933
50° 4620 4147 3507
55° 4274 3758 3141
60° 3916 3356 2814
65° 3445 2940 2492
70° 2838 2574 2117
75° 2257 1971 2066
80° 1516 1421 1327
85° 943 1133 1321

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4991 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563847

CATALOG NUMBER: FSR-24-4-LD4-4LO-35-UNV-81-87-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 492.3 4.7 0° 5289 5289 5289 5289 5289

10°-20° 1351.2 13.0 5° 5197 5191 5191 5185 5185 493
20°-30° 1870.6 18.0 15° 4861 4861 4812 4763 4745 1367

30°-40° 1994.6 19.2 25° 4213 4188 4121 3974 3864 1934
40°-50° 1819.7 17.5 35° 3418 3394 3228 2984 2910 2137

50°-60° 1425.5 13.7 45° 2623 2568 2348 2152 2067 2021
60°-70° 929.1 8.9 55° 1822 1767 1602 1412 1339 1634

70°-80° 411.6 4.0 65° 1082 1021 923 942 783 1067
80°-90° 88.4 0.9 75° 434 404 379 361 397 465

90°-100° 0.0 0.0 85° 61 67 73 80 86 85
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3714.1 35.8
0°-40° 5708.7 55.0
0°-60° 8953.9 86.2
0°-90° 10383.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 10383.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P563847

CATALOG NUMBER: FSR-24-4-LD4-4LO-35-UNV-81-87-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5289.0 5289.0 5289.0 5289.0 5289.0

2.5° 5252.3 5252.3 5252.3 5246.2 5246.2
5° 5197.2 5191.1 5191.1 5185.0 5185.0

7.5° 5154.4 5148.3 5142.2 5136.1 5123.9
10° 5093.3 5093.3 5087.2 5056.6 5050.5

12.5° 4995.5 4989.4 4964.9 4922.1 4909.9
15° 4861.0 4861.0 4812.0 4763.1 4744.8

17.5° 4714.2 4708.1 4646.9 4598.0 4573.6
20° 4555.2 4543.0 4481.9 4402.4 4359.6

22.5° 4377.9 4377.9 4304.5 4200.6 4157.8
25° 4212.8 4188.4 4121.1 3974.4 3864.3

27.5° 4023.3 3986.6 3913.2 3705.3 3576.9
30° 3815.4 3797.0 3693.1 3424.1 3326.2

32.5° 3619.7 3589.2 3479.1 3197.8 3118.3
35° 3418.0 3393.5 3228.4 2983.8 2910.5

37.5° 3216.2 3185.6 2977.7 2782.1 2690.3
40° 3014.4 2977.7 2751.5 2574.2 2476.3

42.5° 2824.9 2775.9 2555.8 2366.3 2256.2
45° 2623.1 2568.1 2347.9 2152.3 2066.7

47.5° 2421.3 2372.4 2170.6 1968.8 1871.0
50° 2207.3 2164.5 1981.1 1779.3 1675.3

52.5° 2030.0 1962.7 1785.4 1583.6 1498.0
55° 1822.1 1767.1 1602.0 1412.4 1339.1

57.5° 1632.5 1577.5 1424.7 1247.3 1186.2
60° 1455.2 1375.7 1247.3 1094.5 1045.6

62.5° 1259.6 1198.4 1088.4 960.0 1021.1
65° 1082.2 1021.1 923.3 941.6 782.6

67.5° 886.6 856.0 770.4 684.8 660.4
70° 721.5 684.8 654.2 562.5 538.1

72.5° 574.8 538.1 495.3 446.4 428.0
75° 434.1 403.6 379.1 360.7 397.4

77.5° 299.6 287.4 269.0 250.7 244.6
80° 195.7 189.5 183.4 177.3 171.2

82.5° 116.2 116.2 116.2 116.2 116.2
85° 61.1 67.3 73.4 79.5 85.6

87.5° 36.7 36.7 42.8 48.9 55.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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