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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974724
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-100HE-L835-CA080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 10031.4 lumens
Efficiency: N/A

Efficacy: 121.4 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  82.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974724
CATALOG NUMBER: FLR2-24-100HE-L835-CA080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974724
CATALOG NUMBER: FLR2-24-100HE-L835-CA080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4776 4776 4776
5° 4785 4785 4782

10° 4788 4787 4785
15° 4790 4788 4788
20° 4785 4783 4776
25° 4776 4766 4759
30° 4755 4741 4731
35° 4723 4711 4694
40° 4682 4653 4646
45° 4621 4595 4580
50° 4534 4500 4486
55° 4427 4365 4359
60° 4243 4167 4167
65° 3969 3876 3888
70° 3572 3462 3452
75° 2999 2880 2866
80° 2190 2082 2171
85° 1238 1141 1159

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4621 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974724
CATALOG NUMBER: FLR2-24-100HE-L835-CA080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 336.9 3.4 0° 3549 3549 3549 3549 3549
10°-20° 970.6 9.7 5° 3543 3544 3543 3543 3540 337
20°-30° 1479.8 14.8 15° 3438 3437 3437 3440 3437 971
30°-40° 1792.9 17.9 25° 3217 3213 3210 3209 3205 1483
40°-50° 1862.3 18.6 35° 2876 2872 2868 2863 2858 1799
50°-60° 1666.0 16.6 45° 2429 2424 2415 2410 2407 1872
60°-70° 1214.2 12.1 55° 1887 1873 1861 1861 1858 1681
70°-80° 601.3 6.0 65° 1247 1237 1218 1223 1221 1236
80°-90° 107.5 1.1 75° 577 568 554 564 551 615
90°-100° 0.0 0.0 85° 80 74 74 75 75 111
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2787.2 27.8
0°-40° 4580.1 45.7
0°-60° 8108.4 80.8
0°-90° 10031.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 10031.4 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974724
CATALOG NUMBER: FLR2-24-100HE-L835-CA080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3549.3 3549.3 3549.3 3549.3 3549.3
2.5° 3549.3 3548.0 3548.0 3549.3 3546.7

5° 3542.9 3544.2 3542.9 3542.9 3540.4
7.5° 3528.9 3527.6 3526.4 3527.6 3523.8
10° 3504.7 3504.7 3503.4 3504.7 3502.2

12.5° 3475.4 3475.4 3475.4 3476.7 3475.4
15° 3438.5 3437.2 3437.2 3439.8 3437.2

17.5° 3395.2 3393.9 3393.9 3392.6 3390.1
20° 3341.7 3341.7 3340.4 3339.2 3335.3

22.5° 3284.4 3283.1 3279.3 3279.3 3274.2
25° 3216.9 3213.1 3210.5 3209.3 3205.4

27.5° 3143.0 3137.9 3134.1 3131.6 3127.8
30° 3060.3 3055.2 3051.3 3047.5 3045.0

32.5° 2971.1 2968.6 2962.2 2960.9 2955.8
35° 2875.6 2871.8 2868.0 2862.9 2857.8

37.5° 2773.7 2769.9 2761.0 2758.4 2754.6
40° 2665.5 2660.4 2648.9 2648.9 2645.1

42.5° 2549.6 2544.5 2536.8 2531.7 2529.2
45° 2428.6 2423.5 2414.6 2409.5 2406.9

47.5° 2300.0 2296.1 2286.0 2282.1 2278.3
50° 2166.2 2161.2 2149.7 2147.1 2143.3

52.5° 2026.2 2023.6 2008.3 2007.1 2003.2
55° 1887.3 1873.3 1860.6 1860.6 1858.1

57.5° 1734.5 1724.3 1707.8 1707.8 1705.2
60° 1576.6 1567.7 1548.6 1551.1 1548.6

62.5° 1422.5 1403.4 1385.6 1393.2 1386.9
65° 1246.8 1236.6 1217.5 1222.6 1221.3

67.5° 1086.3 1067.2 1049.4 1059.6 1054.5
70° 908.0 897.8 880.0 890.2 877.5

72.5° 739.9 731.0 713.2 724.6 711.9
75° 576.9 568.0 554.0 564.2 551.4

77.5° 422.8 416.4 403.7 413.9 416.4
80° 282.7 275.1 268.7 277.6 280.2

82.5° 165.6 160.5 157.9 159.2 165.6
85° 80.2 73.9 73.9 75.1 75.1

87.5° 21.6 19.1 21.6 22.9 24.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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