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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974757
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-100HE-L935-CP125
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8067.0 lumens
Efficiency: N/A

Efficacy: 97.7 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  82.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974757
CATALOG NUMBER: FLR2-24-100HE-L935-CP125
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974757
CATALOG NUMBER: FLR2-24-100HE-L935-CP125

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3840 3840 3840
5° 3848 3848 3845

10° 3851 3849 3848
15° 3852 3850 3850
20° 3848 3846 3840
25° 3841 3833 3827
30° 3824 3812 3804
35° 3798 3788 3775
40° 3765 3742 3736
45° 3716 3695 3683
50° 3646 3619 3608
55° 3560 3510 3505
60° 3412 3351 3351
65° 3192 3117 3127
70° 2873 2784 2776
75° 2412 2316 2305
80° 1762 1674 1746
85° 996 917 932

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3716 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974757
CATALOG NUMBER: FLR2-24-100HE-L935-CP125

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 270.9 3.4 0° 2854 2854 2854 2854 2854
10°-20° 780.5 9.7 5° 2849 2850 2849 2849 2847 271
20°-30° 1190.0 14.8 15° 2765 2764 2764 2766 2764 781
30°-40° 1441.8 17.9 25° 2587 2584 2582 2581 2578 1192
40°-50° 1497.6 18.6 35° 2312 2309 2306 2302 2298 1446
50°-60° 1339.8 16.6 45° 1953 1949 1942 1938 1936 1505
60°-70° 976.4 12.1 55° 1518 1506 1496 1496 1494 1352
70°-80° 483.6 6.0 65° 1003 994 979 983 982 994
80°-90° 86.4 1.1 75° 464 457 446 454 443 495
90°-100° 0.0 0.0 85° 64 59 59 60 60 89
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2241.4 27.8
0°-40° 3683.2 45.7
0°-60° 6520.6 80.8
0°-90° 8067.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 8067.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974757
CATALOG NUMBER: FLR2-24-100HE-L935-CP125

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2854.3 2854.3 2854.3 2854.3 2854.3
2.5° 2854.3 2853.2 2853.2 2854.3 2852.2

5° 2849.1 2850.2 2849.1 2849.1 2847.1
7.5° 2837.9 2836.8 2835.8 2836.8 2833.8
10° 2818.4 2818.4 2817.4 2818.4 2816.4

12.5° 2794.9 2794.9 2794.9 2795.9 2794.9
15° 2765.2 2764.1 2764.1 2766.2 2764.1

17.5° 2730.3 2729.3 2729.3 2728.3 2726.2
20° 2687.3 2687.3 2686.3 2685.3 2682.2

22.5° 2641.2 2640.2 2637.1 2637.1 2633.0
25° 2587.0 2583.9 2581.8 2580.8 2577.7

27.5° 2527.6 2523.5 2520.4 2518.3 2515.3
30° 2461.0 2456.9 2453.8 2450.7 2448.7

32.5° 2389.3 2387.3 2382.1 2381.1 2377.0
35° 2312.5 2309.4 2306.3 2302.2 2298.2

37.5° 2230.6 2227.5 2220.3 2218.3 2215.2
40° 2143.5 2139.4 2130.2 2130.2 2127.1

42.5° 2050.3 2046.2 2040.1 2036.0 2033.9
45° 1953.0 1948.9 1941.8 1937.7 1935.6

47.5° 1849.6 1846.5 1838.3 1835.2 1832.2
50° 1742.0 1738.0 1728.7 1726.7 1723.6

52.5° 1629.4 1627.3 1615.1 1614.0 1611.0
55° 1517.8 1506.5 1496.3 1496.3 1494.2

57.5° 1394.9 1386.7 1373.4 1373.4 1371.3
60° 1267.9 1260.7 1245.3 1247.4 1245.3

62.5° 1144.0 1128.6 1114.3 1120.4 1115.3
65° 1002.6 994.4 979.1 983.2 982.1

67.5° 873.6 858.2 843.9 852.1 848.0
70° 730.2 722.0 707.7 715.9 705.6

72.5° 595.0 587.9 573.5 582.7 572.5
75° 463.9 456.8 445.5 453.7 443.4

77.5° 340.0 334.9 324.7 332.8 334.9
80° 227.4 221.2 216.1 223.3 225.3

82.5° 133.1 129.0 127.0 128.0 133.1
85° 64.5 59.4 59.4 60.4 60.4

87.5° 17.4 15.4 17.4 18.4 19.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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