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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975087
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-100HE-L950-CP250
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8368.0 lumens
Efficiency: N/A

Efficacy: 101.3 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  82.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975087
CATALOG NUMBER: FLR2-24-100HE-L950-CP250
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975087
CATALOG NUMBER: FLR2-24-100HE-L950-CP250

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3984 3984 3984
5° 3992 3992 3989

10° 3994 3993 3991
15° 3995 3994 3994
20° 3991 3990 3984
25° 3984 3976 3970
30° 3966 3955 3946
35° 3940 3930 3916
40° 3905 3881 3876
45° 3855 3833 3820
50° 3783 3754 3742
55° 3693 3641 3636
60° 3539 3476 3476
65° 3311 3233 3244
70° 2980 2888 2880
75° 2502 2402 2391
80° 1827 1737 1811
85° 1033 951 968

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3855 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975087
CATALOG NUMBER: FLR2-24-100HE-L950-CP250

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 281.0 3.4 0° 2961 2961 2961 2961 2961
10°-20° 809.6 9.7 5° 2955 2956 2955 2955 2953 281
20°-30° 1234.4 14.8 15° 2868 2867 2867 2869 2867 810
30°-40° 1495.6 17.9 25° 2684 2680 2678 2677 2674 1237
40°-50° 1553.5 18.6 35° 2399 2396 2392 2388 2384 1500
50°-60° 1389.7 16.6 45° 2026 2022 2014 2010 2008 1561
60°-70° 1012.9 12.1 55° 1574 1563 1552 1552 1550 1403
70°-80° 501.6 6.0 65° 1040 1032 1016 1020 1019 1031
80°-90° 89.7 1.1 75° 481 474 462 471 460 513
90°-100° 0.0 0.0 85° 67 62 62 63 63 93
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2325.1 27.8
0°-40° 3820.6 45.7
0°-60° 6763.9 80.8
0°-90° 8368.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 8368.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975087
CATALOG NUMBER: FLR2-24-100HE-L950-CP250

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2960.8 2960.8 2960.8 2960.8 2960.8
2.5° 2960.8 2959.7 2959.7 2960.8 2958.6

5° 2955.4 2956.5 2955.4 2955.4 2953.3
7.5° 2943.8 2942.7 2941.6 2942.7 2939.5
10° 2923.6 2923.6 2922.5 2923.6 2921.5

12.5° 2899.1 2899.1 2899.1 2900.2 2899.1
15° 2868.3 2867.3 2867.3 2869.4 2867.3

17.5° 2832.2 2831.2 2831.2 2830.1 2828.0
20° 2787.6 2787.6 2786.5 2785.5 2782.3

22.5° 2739.8 2738.7 2735.5 2735.5 2731.3
25° 2683.5 2680.3 2678.2 2677.1 2673.9

27.5° 2621.9 2617.6 2614.4 2612.3 2609.1
30° 2552.8 2548.6 2545.4 2542.2 2540.1

32.5° 2478.5 2476.3 2471.0 2470.0 2465.7
35° 2398.8 2395.6 2392.4 2388.2 2383.9

37.5° 2313.8 2310.6 2303.2 2301.0 2297.9
40° 2223.5 2219.2 2209.7 2209.7 2206.5

42.5° 2126.8 2122.6 2116.2 2111.9 2109.8
45° 2025.9 2021.6 2014.2 2010.0 2007.8

47.5° 1918.6 1915.4 1906.9 1903.7 1900.5
50° 1807.1 1802.8 1793.2 1791.1 1787.9

52.5° 1690.2 1688.1 1675.3 1674.3 1671.1
55° 1574.4 1562.7 1552.1 1552.1 1550.0

57.5° 1446.9 1438.4 1424.6 1424.6 1422.5
60° 1315.2 1307.7 1291.8 1293.9 1291.8

62.5° 1186.6 1170.7 1155.8 1162.2 1156.9
65° 1040.0 1031.5 1015.6 1019.9 1018.8

67.5° 906.2 890.2 875.4 883.9 879.6
70° 757.5 749.0 734.1 742.6 732.0

72.5° 617.2 609.8 594.9 604.5 593.9
75° 481.2 473.8 462.1 470.6 460.0

77.5° 352.7 347.4 336.8 345.3 347.4
80° 235.8 229.5 224.2 231.6 233.7

82.5° 138.1 133.9 131.7 132.8 138.1
85° 66.9 61.6 61.6 62.7 62.7

87.5° 18.1 15.9 18.1 19.1 20.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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