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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974671
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-30HE-L835-CP125
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2713.5 lumens
Efficiency: N/A

Efficacy: 123.9 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  21.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974671
CATALOG NUMBER: FLR2-24-30HE-L835-CP125
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974671
CATALOG NUMBER: FLR2-24-30HE-L835-CP125

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1292 1292 1292
5° 1294 1294 1293

10° 1295 1295 1294
15° 1296 1295 1295
20° 1294 1294 1292
25° 1292 1289 1287
30° 1286 1282 1280
35° 1278 1274 1270
40° 1266 1258 1257
45° 1250 1243 1239
50° 1227 1217 1214
55° 1198 1181 1179
60° 1148 1127 1127
65° 1074 1048 1052
70° 966 936 934
75° 811 779 776
80° 593 563 587
85° 335 309 313

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1250 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974671
CATALOG NUMBER: FLR2-24-30HE-L835-CP125

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 91.1 3.4 0° 960 960 960 960 960
10°-20° 262.5 9.7 5° 958 959 958 958 958 91
20°-30° 400.3 14.8 15° 930 930 930 930 930 263
30°-40° 485.0 17.9 25° 870 869 868 868 867 401
40°-50° 503.7 18.6 35° 778 777 776 774 773 487
50°-60° 450.7 16.6 45° 657 656 653 652 651 506
60°-70° 328.4 12.1 55° 510 507 503 503 503 455
70°-80° 162.6 6.0 65° 337 334 329 331 330 334
80°-90° 29.1 1.1 75° 156 154 150 153 149 166
90°-100° 0.0 0.0 85° 22 20 20 20 20 30
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 753.9 27.8
0°-40° 1238.9 45.7
0°-60° 2193.3 80.8
0°-90° 2713.5 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2713.5 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974671
CATALOG NUMBER: FLR2-24-30HE-L835-CP125

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 960.1 960.1 960.1 960.1 960.1
2.5° 960.1 959.7 959.7 960.1 959.4

5° 958.4 958.7 958.4 958.4 957.7
7.5° 954.6 954.2 953.9 954.2 953.2
10° 948.0 948.0 947.7 948.0 947.3

12.5° 940.1 940.1 940.1 940.4 940.1
15° 930.1 929.8 929.8 930.4 929.8

17.5° 918.4 918.0 918.0 917.7 917.0
20° 903.9 903.9 903.6 903.2 902.2

22.5° 888.4 888.1 887.0 887.0 885.7
25° 870.2 869.1 868.4 868.1 867.1

27.5° 850.2 848.8 847.8 847.1 846.0
30° 827.8 826.4 825.4 824.3 823.7

32.5° 803.7 803.0 801.3 800.9 799.5
35° 777.8 776.8 775.8 774.4 773.0

37.5° 750.3 749.2 746.8 746.1 745.1
40° 721.0 719.6 716.5 716.5 715.5

42.5° 689.7 688.3 686.2 684.8 684.1
45° 656.9 655.6 653.1 651.8 651.1

47.5° 622.1 621.1 618.3 617.3 616.3
50° 586.0 584.6 581.5 580.8 579.8

52.5° 548.1 547.4 543.2 542.9 541.9
55° 510.5 506.7 503.3 503.3 502.6

57.5° 469.2 466.4 462.0 462.0 461.3
60° 426.5 424.1 418.9 419.6 418.9

62.5° 384.8 379.6 374.8 376.9 375.1
65° 337.2 334.5 329.3 330.7 330.4

67.5° 293.8 288.7 283.9 286.6 285.2
70° 245.6 242.9 238.0 240.8 237.3

72.5° 200.1 197.7 192.9 196.0 192.6
75° 156.1 153.6 149.8 152.6 149.2

77.5° 114.4 112.6 109.2 112.0 112.6
80° 76.5 74.4 72.7 75.1 75.8

82.5° 44.8 43.4 42.7 43.1 44.8
85° 21.7 20.0 20.0 20.3 20.3

87.5° 5.9 5.2 5.9 6.2 6.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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