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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974814
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-30HE-L840-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2854.3 lumens
Efficiency: N/A

Efficacy: 130.3 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  21.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974814
CATALOG NUMBER: FLR2-24-30HE-L840-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974814
CATALOG NUMBER: FLR2-24-30HE-L840-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1359 1359 1359
5° 1362 1362 1361

10° 1362 1362 1361
15° 1363 1362 1362
20° 1361 1361 1359
25° 1359 1356 1354
30° 1353 1349 1346
35° 1344 1340 1336
40° 1332 1324 1322
45° 1315 1307 1303
50° 1290 1280 1276
55° 1260 1242 1240
60° 1207 1186 1186
65° 1129 1103 1106
70° 1017 985 982
75° 853 819 816
80° 623 593 618
85° 352 324 330

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1315 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974814
CATALOG NUMBER: FLR2-24-30HE-L840-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 95.9 3.4 0° 1010 1010 1010 1010 1010
10°-20° 276.2 9.7 5° 1008 1008 1008 1008 1007 96
20°-30° 421.0 14.8 15° 978 978 978 979 978 276
30°-40° 510.1 17.9 25° 915 914 914 913 912 422
40°-50° 529.9 18.6 35° 818 817 816 815 813 512
50°-60° 474.0 16.6 45° 691 690 687 686 685 533
60°-70° 345.5 12.1 55° 537 533 529 529 529 478
70°-80° 171.1 6.0 65° 355 352 346 348 348 352
80°-90° 30.6 1.1 75° 164 162 158 160 157 175
90°-100° 0.0 0.0 85° 23 21 21 21 21 32
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 793.1 27.8
0°-40° 1303.2 45.7
0°-60° 2307.1 80.8
0°-90° 2854.3 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2854.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974814
CATALOG NUMBER: FLR2-24-30HE-L840-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1009.9 1009.9 1009.9 1009.9 1009.9
2.5° 1009.9 1009.5 1009.5 1009.9 1009.2

5° 1008.1 1008.4 1008.1 1008.1 1007.4
7.5° 1004.1 1003.7 1003.4 1003.7 1002.6
10° 997.2 997.2 996.8 997.2 996.5

12.5° 988.9 988.9 988.9 989.2 988.9
15° 978.4 978.0 978.0 978.7 978.0

17.5° 966.0 965.7 965.7 965.3 964.6
20° 950.8 950.8 950.5 950.1 949.0

22.5° 934.5 934.2 933.1 933.1 931.6
25° 915.3 914.2 913.5 913.1 912.1

27.5° 894.3 892.9 891.8 891.0 890.0
30° 870.7 869.3 868.2 867.1 866.4

32.5° 845.4 844.7 842.8 842.5 841.0
35° 818.2 817.1 816.0 814.6 813.1

37.5° 789.2 788.1 785.6 784.9 783.8
40° 758.4 757.0 753.7 753.7 752.6

42.5° 725.4 724.0 721.8 720.4 719.6
45° 691.0 689.6 687.0 685.6 684.9

47.5° 654.4 653.3 650.4 649.3 648.3
50° 616.4 614.9 611.7 610.9 609.8

52.5° 576.5 575.8 571.4 571.1 570.0
55° 537.0 533.0 529.4 529.4 528.7

57.5° 493.5 490.6 485.9 485.9 485.2
60° 448.6 446.1 440.6 441.4 440.6

62.5° 404.8 399.3 394.2 396.4 394.6
65° 354.7 351.8 346.4 347.9 347.5

67.5° 309.1 303.7 298.6 301.5 300.0
70° 258.4 255.5 250.4 253.3 249.7

72.5° 210.5 208.0 202.9 206.2 202.6
75° 164.1 161.6 157.6 160.5 156.9

77.5° 120.3 118.5 114.9 117.8 118.5
80° 80.4 78.3 76.5 79.0 79.7

82.5° 47.1 45.7 44.9 45.3 47.1
85° 22.8 21.0 21.0 21.4 21.4

87.5° 6.2 5.4 6.2 6.5 6.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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