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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974837
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-35HE-L840-CP187
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3210.4 lumens
Efficiency: N/A

Efficacy: 125.4 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  25.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974837
CATALOG NUMBER: FLR2-24-35HE-L840-CP187
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974837
CATALOG NUMBER: FLR2-24-35HE-L840-CP187

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1528 1528 1528
5° 1531 1531 1530

10° 1532 1532 1531
15° 1533 1532 1532
20° 1531 1531 1528
25° 1528 1525 1523
30° 1522 1517 1514
35° 1512 1508 1502
40° 1498 1489 1487
45° 1479 1470 1466
50° 1451 1440 1436
55° 1417 1397 1395
60° 1358 1334 1334
65° 1270 1240 1245
70° 1143 1108 1105
75° 960 922 918
80° 701 666 695
85° 397 364 371

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1479 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974837
CATALOG NUMBER: FLR2-24-35HE-L840-CP187

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 107.8 3.4 0° 1136 1136 1136 1136 1136
10°-20° 310.6 9.7 5° 1134 1134 1134 1134 1133 108
20°-30° 473.6 14.8 15° 1100 1100 1100 1101 1100 311
30°-40° 573.8 17.9 25° 1030 1028 1028 1027 1026 474
40°-50° 596.0 18.6 35° 920 919 918 916 915 576
50°-60° 533.2 16.6 45° 777 776 773 771 770 599
60°-70° 388.6 12.1 55° 604 600 596 596 595 538
70°-80° 192.4 6.0 65° 399 396 390 391 391 396
80°-90° 34.4 1.1 75° 185 182 177 181 176 197
90°-100° 0.0 0.0 85° 26 24 24 24 24 36
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 892.0 27.8
0°-40° 1465.8 45.7
0°-60° 2595.0 80.8
0°-90° 3210.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3210.4 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974837
CATALOG NUMBER: FLR2-24-35HE-L840-CP187

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1135.9 1135.9 1135.9 1135.9 1135.9
2.5° 1135.9 1135.5 1135.5 1135.9 1135.1

5° 1133.9 1134.3 1133.9 1133.9 1133.1
7.5° 1129.4 1129.0 1128.6 1129.0 1127.8
10° 1121.6 1121.6 1121.2 1121.6 1120.8

12.5° 1112.3 1112.3 1112.3 1112.7 1112.3
15° 1100.4 1100.0 1100.0 1100.9 1100.0

17.5° 1086.6 1086.2 1086.2 1085.8 1085.0
20° 1069.5 1069.5 1069.1 1068.7 1067.4

22.5° 1051.1 1050.7 1049.5 1049.5 1047.9
25° 1029.5 1028.3 1027.5 1027.1 1025.9

27.5° 1005.9 1004.3 1003.0 1002.2 1001.0
30° 979.4 977.8 976.5 975.3 974.5

32.5° 950.9 950.1 948.0 947.6 946.0
35° 920.3 919.1 917.9 916.2 914.6

37.5° 887.7 886.5 883.6 882.8 881.6
40° 853.0 851.4 847.8 847.8 846.5

42.5° 816.0 814.3 811.9 810.3 809.4
45° 777.2 775.6 772.8 771.1 770.3

47.5° 736.1 734.9 731.6 730.4 729.1
50° 693.3 691.6 688.0 687.2 685.9

52.5° 648.4 647.6 642.7 642.3 641.1
55° 604.0 599.5 595.5 595.5 594.6

57.5° 555.1 551.9 546.6 546.6 545.7
60° 504.6 501.7 495.6 496.4 495.6

62.5° 455.3 449.1 443.4 445.9 443.8
65° 399.0 395.8 389.6 391.3 390.9

67.5° 347.7 341.5 335.8 339.1 337.5
70° 290.6 287.3 281.6 284.9 280.8

72.5° 236.8 233.9 228.2 231.9 227.8
75° 184.6 181.8 177.3 180.6 176.5

77.5° 135.3 133.3 129.2 132.5 133.3
80° 90.5 88.0 86.0 88.9 89.7

82.5° 53.0 51.4 50.5 50.9 53.0
85° 25.7 23.6 23.6 24.0 24.0

87.5° 6.9 6.1 6.9 7.3 7.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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