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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974937
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-40HE-L940-CP375
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3058.2 lumens
Efficiency: N/A

Efficacy: 102.3 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  29.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974937
CATALOG NUMBER: FLR2-24-40HE-L940-CP375
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974937
CATALOG NUMBER: FLR2-24-40HE-L940-CP375

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1456 1456 1456
5° 1459 1459 1458

10° 1460 1459 1459
15° 1460 1460 1460
20° 1459 1458 1456
25° 1456 1453 1451
30° 1450 1445 1442
35° 1440 1436 1431
40° 1427 1418 1416
45° 1409 1401 1396
50° 1382 1372 1368
55° 1350 1331 1329
60° 1293 1270 1270
65° 1210 1182 1185
70° 1089 1055 1052
75° 914 878 874
80° 668 635 662
85° 378 347 354

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 1409 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974937
CATALOG NUMBER: FLR2-24-40HE-L940-CP375

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 102.7 3.4 0° 1082 1082 1082 1082 1082
10°-20° 295.9 9.7 5° 1080 1080 1080 1080 1079 103
20°-30° 451.1 14.8 15° 1048 1048 1048 1049 1048 296
30°-40° 546.6 17.9 25° 981 980 979 978 977 452
40°-50° 567.7 18.6 35° 877 876 874 873 871 548
50°-60° 507.9 16.6 45° 740 739 736 735 734 571
60°-70° 370.2 12.1 55° 575 571 567 567 566 513
70°-80° 183.3 6.0 65° 380 377 371 373 372 377
80°-90° 32.8 1.1 75° 176 173 169 172 168 188
90°-100° 0.0 0.0 85° 24 22 22 23 23 34
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 849.7 27.8
0°-40° 1396.3 45.7
0°-60° 2471.9 80.8
0°-90° 3058.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3058.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974937
CATALOG NUMBER: FLR2-24-40HE-L940-CP375

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1082.0 1082.0 1082.0 1082.0 1082.0
2.5° 1082.0 1081.6 1081.6 1082.0 1081.3

5° 1080.1 1080.5 1080.1 1080.1 1079.3
7.5° 1075.8 1075.4 1075.0 1075.4 1074.3
10° 1068.4 1068.4 1068.1 1068.4 1067.7

12.5° 1059.5 1059.5 1059.5 1059.9 1059.5
15° 1048.3 1047.9 1047.9 1048.6 1047.9

17.5° 1035.1 1034.7 1034.7 1034.3 1033.5
20° 1018.8 1018.8 1018.4 1018.0 1016.8

22.5° 1001.3 1000.9 999.7 999.7 998.2
25° 980.7 979.5 978.8 978.4 977.2

27.5° 958.2 956.6 955.5 954.7 953.5
30° 933.0 931.4 930.2 929.1 928.3

32.5° 905.8 905.0 903.1 902.7 901.1
35° 876.7 875.5 874.3 872.8 871.2

37.5° 845.6 844.4 841.7 840.9 839.8
40° 812.6 811.0 807.5 807.5 806.4

42.5° 777.3 775.7 773.4 771.8 771.1
45° 740.4 738.8 736.1 734.6 733.8

47.5° 701.2 700.0 696.9 695.7 694.6
50° 660.4 658.9 655.4 654.6 653.4

52.5° 617.7 616.9 612.3 611.9 610.7
55° 575.4 571.1 567.2 567.2 566.4

57.5° 528.8 525.7 520.6 520.6 519.9
60° 480.6 477.9 472.1 472.9 472.1

62.5° 433.7 427.8 422.4 424.7 422.8
65° 380.1 377.0 371.2 372.7 372.3

67.5° 331.2 325.3 319.9 323.0 321.5
70° 276.8 273.7 268.3 271.4 267.5

72.5° 225.6 222.9 217.4 220.9 217.0
75° 175.9 173.2 168.9 172.0 168.1

77.5° 128.9 127.0 123.1 126.2 127.0
80° 86.2 83.9 81.9 84.6 85.4

82.5° 50.5 48.9 48.1 48.5 50.5
85° 24.5 22.5 22.5 22.9 22.9

87.5° 6.6 5.8 6.6 7.0 7.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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