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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975049
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-55HE-L950-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4546.9 lumens
Efficiency: N/A

Efficacy: 110.1 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  41.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975049
CATALOG NUMBER: FLR2-24-55HE-L950-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975049
CATALOG NUMBER: FLR2-24-55HE-L950-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2165 2165 2165
5° 2169 2169 2167

10° 2170 2170 2169
15° 2171 2170 2170
20° 2169 2168 2165
25° 2165 2160 2157
30° 2155 2149 2144
35° 2141 2135 2128
40° 2122 2109 2106
45° 2095 2083 2076
50° 2055 2040 2034
55° 2007 1978 1976
60° 1923 1889 1889
65° 1799 1757 1762
70° 1619 1569 1565
75° 1359 1305 1299
80° 993 944 984
85° 562 517 526

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2095 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975049
CATALOG NUMBER: FLR2-24-55HE-L950-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 152.7 3.4 0° 1609 1609 1609 1609 1609
10°-20° 439.9 9.7 5° 1606 1606 1606 1606 1605 153
20°-30° 670.7 14.8 15° 1559 1558 1558 1559 1558 440
30°-40° 812.7 17.9 25° 1458 1456 1455 1455 1453 672
40°-50° 844.1 18.6 35° 1303 1302 1300 1298 1295 815
50°-60° 755.1 16.6 45° 1101 1098 1094 1092 1091 848
60°-70° 550.4 12.1 55° 856 849 843 843 842 762
70°-80° 272.6 6.0 65° 565 560 552 554 554 560
80°-90° 48.7 1.1 75° 262 258 251 256 250 279
90°-100° 0.0 0.0 85° 36 34 34 34 34 50
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1263.4 27.8
0°-40° 2076.0 45.7
0°-60° 3675.3 80.8
0°-90° 4546.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4546.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975049
CATALOG NUMBER: FLR2-24-55HE-L950-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1608.8 1608.8 1608.8 1608.8 1608.8
2.5° 1608.8 1608.2 1608.2 1608.8 1607.6

5° 1605.9 1606.5 1605.9 1605.9 1604.8
7.5° 1599.6 1599.0 1598.4 1599.0 1597.2
10° 1588.6 1588.6 1588.0 1588.6 1587.4

12.5° 1575.3 1575.3 1575.3 1575.9 1575.3
15° 1558.6 1558.0 1558.0 1559.1 1558.0

17.5° 1538.9 1538.4 1538.4 1537.8 1536.6
20° 1514.7 1514.7 1514.1 1513.5 1511.8

22.5° 1488.7 1488.1 1486.4 1486.4 1484.1
25° 1458.1 1456.4 1455.2 1454.7 1452.9

27.5° 1424.6 1422.3 1420.6 1419.5 1417.7
30° 1387.1 1384.8 1383.1 1381.4 1380.2

32.5° 1346.7 1345.6 1342.7 1342.1 1339.8
35° 1303.4 1301.7 1300.0 1297.7 1295.3

37.5° 1257.2 1255.5 1251.5 1250.3 1248.6
40° 1208.2 1205.9 1200.7 1200.7 1198.9

42.5° 1155.7 1153.3 1149.9 1147.6 1146.4
45° 1100.8 1098.5 1094.5 1092.2 1091.0

47.5° 1042.5 1040.8 1036.2 1034.4 1032.7
50° 981.9 979.6 974.4 973.2 971.5

52.5° 918.4 917.2 910.3 909.7 908.0
55° 855.5 849.1 843.4 843.4 842.2

57.5° 786.2 781.6 774.1 774.1 772.9
60° 714.6 710.6 701.9 703.1 701.9

62.5° 644.8 636.1 628.0 631.5 628.6
65° 565.1 560.5 551.8 554.2 553.6

67.5° 492.4 483.7 475.7 480.3 478.0
70° 411.6 407.0 398.9 403.5 397.7

72.5° 335.4 331.3 323.3 328.5 322.7
75° 261.5 257.5 251.1 255.7 249.9

77.5° 191.6 188.8 183.0 187.6 188.8
80° 128.1 124.7 121.8 125.8 127.0

82.5° 75.0 72.7 71.6 72.2 75.0
85° 36.4 33.5 33.5 34.1 34.1

87.5° 9.8 8.7 9.8 10.4 11.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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