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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974709
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65HE-L835-CP375
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5734.9 lumens
Efficiency: N/A

Efficacy: 114.9 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  49.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974709
CATALOG NUMBER: FLR2-24-65HE-L835-CP375
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974709
CATALOG NUMBER: FLR2-24-65HE-L835-CP375

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2730 2730 2730
5° 2736 2736 2734

10° 2738 2736 2735
15° 2738 2737 2737
20° 2736 2734 2730
25° 2730 2725 2721
30° 2718 2710 2705
35° 2700 2693 2684
40° 2677 2660 2656
45° 2642 2627 2618
50° 2592 2573 2565
55° 2531 2495 2492
60° 2426 2382 2382
65° 2269 2216 2223
70° 2042 1979 1973
75° 1714 1646 1639
80° 1252 1190 1241
85° 709 651 664

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2642 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974709
CATALOG NUMBER: FLR2-24-65HE-L835-CP375

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 192.6 3.4 0° 2029 2029 2029 2029 2029
10°-20° 554.9 9.7 5° 2026 2026 2026 2026 2024 193
20°-30° 846.0 14.8 15° 1966 1965 1965 1966 1965 555
30°-40° 1025.0 17.9 25° 1839 1837 1836 1835 1833 848
40°-50° 1064.7 18.6 35° 1644 1642 1640 1637 1634 1028
50°-60° 952.4 16.6 45° 1388 1386 1380 1378 1376 1070
60°-70° 694.1 12.1 55° 1079 1071 1064 1064 1062 961
70°-80° 343.8 6.0 65° 713 707 696 699 698 707
80°-90° 61.4 1.1 75° 330 325 317 322 315 352
90°-100° 0.0 0.0 85° 46 42 42 43 43 64
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1593.5 27.8
0°-40° 2618.5 45.7
0°-60° 4635.6 80.8
0°-90° 5734.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5734.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974709
CATALOG NUMBER: FLR2-24-65HE-L835-CP375

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2029.1 2029.1 2029.1 2029.1 2029.1
2.5° 2029.1 2028.4 2028.4 2029.1 2027.7

5° 2025.5 2026.2 2025.5 2025.5 2024.0
7.5° 2017.5 2016.8 2016.0 2016.8 2014.6
10° 2003.7 2003.7 2002.9 2003.7 2002.2

12.5° 1986.9 1986.9 1986.9 1987.6 1986.9
15° 1965.8 1965.1 1965.1 1966.5 1965.1

17.5° 1941.0 1940.3 1940.3 1939.6 1938.1
20° 1910.5 1910.5 1909.7 1909.0 1906.8

22.5° 1877.7 1877.0 1874.8 1874.8 1871.9
25° 1839.1 1836.9 1835.5 1834.7 1832.6

27.5° 1796.9 1794.0 1791.8 1790.3 1788.2
30° 1749.6 1746.7 1744.5 1742.3 1740.8

32.5° 1698.6 1697.1 1693.5 1692.8 1689.9
35° 1644.0 1641.8 1639.6 1636.7 1633.8

37.5° 1585.7 1583.6 1578.5 1577.0 1574.8
40° 1523.9 1520.9 1514.4 1514.4 1512.2

42.5° 1457.6 1454.7 1450.3 1447.4 1446.0
45° 1388.4 1385.5 1380.4 1377.5 1376.1

47.5° 1314.9 1312.7 1306.9 1304.7 1302.5
50° 1238.5 1235.5 1229.0 1227.5 1225.4

52.5° 1158.4 1156.9 1148.2 1147.4 1145.3
55° 1079.0 1071.0 1063.7 1063.7 1062.3

57.5° 991.6 985.8 976.3 976.3 974.9
60° 901.4 896.3 885.3 886.8 885.3

62.5° 813.3 802.3 792.1 796.5 792.9
65° 712.8 707.0 696.0 699.0 698.2

67.5° 621.0 610.1 599.9 605.8 602.8
70° 519.1 513.3 503.1 508.9 501.6

72.5° 423.0 417.9 407.7 414.3 407.0
75° 329.8 324.7 316.7 322.5 315.3

77.5° 241.7 238.1 230.8 236.6 238.1
80° 161.6 157.3 153.6 158.7 160.2

82.5° 94.6 91.7 90.3 91.0 94.6
85° 45.9 42.2 42.2 43.0 43.0

87.5° 12.4 10.9 12.4 13.1 13.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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