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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974995
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65HE-L850-CP187
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6216.9 lumens
Efficiency: N/A

Efficacy: 124.6 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  49.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974995
CATALOG NUMBER: FLR2-24-65HE-L850-CP187
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974995
CATALOG NUMBER: FLR2-24-65HE-L850-CP187

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2960 2960 2960
5° 2966 2966 2963

10° 2967 2966 2965
15° 2968 2967 2967
20° 2965 2964 2960
25° 2960 2954 2949
30° 2947 2938 2932
35° 2927 2919 2909
40° 2901 2883 2879
45° 2864 2847 2838
50° 2810 2789 2780
55° 2744 2705 2701
60° 2629 2583 2583
65° 2460 2402 2410
70° 2214 2146 2139
75° 1858 1785 1776
80° 1358 1290 1345
85° 767 707 719

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2864 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974995
CATALOG NUMBER: FLR2-24-65HE-L850-CP187

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 208.8 3.4 0° 2200 2200 2200 2200 2200
10°-20° 601.5 9.7 5° 2196 2196 2196 2196 2194 209
20°-30° 917.1 14.8 15° 2131 2130 2130 2132 2130 602
30°-40° 1111.1 17.9 25° 1994 1991 1990 1989 1986 919
40°-50° 1154.1 18.6 35° 1782 1780 1777 1774 1771 1115
50°-60° 1032.5 16.6 45° 1505 1502 1496 1493 1492 1160
60°-70° 752.5 12.1 55° 1170 1161 1153 1153 1152 1042
70°-80° 372.7 6.0 65° 773 766 754 758 757 766
80°-90° 66.6 1.1 75° 358 352 343 350 342 381
90°-100° 0.0 0.0 85° 50 46 46 47 47 69
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1727.4 27.8
0°-40° 2838.5 45.7
0°-60° 5025.1 80.8
0°-90° 6216.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6216.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974995
CATALOG NUMBER: FLR2-24-65HE-L850-CP187

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2199.6 2199.6 2199.6 2199.6 2199.6
2.5° 2199.6 2198.9 2198.9 2199.6 2198.1

5° 2195.7 2196.5 2195.7 2195.7 2194.1
7.5° 2187.0 2186.2 2185.4 2186.2 2183.9
10° 2172.0 2172.0 2171.2 2172.0 2170.4

12.5° 2153.9 2153.9 2153.9 2154.7 2153.9
15° 2131.0 2130.2 2130.2 2131.8 2130.2

17.5° 2104.1 2103.4 2103.4 2102.6 2101.0
20° 2071.0 2071.0 2070.2 2069.4 2067.1

22.5° 2035.5 2034.7 2032.3 2032.3 2029.2
25° 1993.7 1991.3 1989.7 1988.9 1986.5

27.5° 1947.9 1944.7 1942.4 1940.8 1938.4
30° 1896.6 1893.4 1891.0 1888.7 1887.1

32.5° 1841.3 1839.7 1835.8 1835.0 1831.9
35° 1782.1 1779.8 1777.4 1774.2 1771.1

37.5° 1719.0 1716.6 1711.1 1709.5 1707.2
40° 1651.9 1648.7 1641.6 1641.6 1639.3

42.5° 1580.1 1576.9 1572.2 1569.0 1567.5
45° 1505.1 1501.9 1496.4 1493.3 1491.7

47.5° 1425.4 1423.0 1416.7 1414.3 1412.0
50° 1342.5 1339.4 1332.3 1330.7 1328.3

52.5° 1255.7 1254.1 1244.7 1243.9 1241.5
55° 1169.7 1161.0 1153.1 1153.1 1151.5

57.5° 1075.0 1068.6 1058.4 1058.4 1056.8
60° 977.1 971.6 959.7 961.3 959.7

62.5° 881.6 869.8 858.7 863.4 859.5
65° 772.7 766.4 754.5 757.7 756.9

67.5° 673.2 661.4 650.3 656.7 653.5
70° 562.7 556.4 545.4 551.7 543.8

72.5° 458.6 453.0 442.0 449.1 441.2
75° 357.5 352.0 343.3 349.6 341.7

77.5° 262.0 258.1 250.2 256.5 258.1
80° 175.2 170.5 166.5 172.1 173.6

82.5° 102.6 99.4 97.9 98.7 102.6
85° 49.7 45.8 45.8 46.6 46.6

87.5° 13.4 11.8 13.4 14.2 15.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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