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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974588
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65HE-L930-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5088.3 lumens
Efficiency: N/A

Efficacy: 102.0 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  49.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974588
CATALOG NUMBER: FLR2-24-65HE-L930-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974588
CATALOG NUMBER: FLR2-24-65HE-L930-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2422 2422 2422
5° 2427 2427 2425

10° 2429 2428 2427
15° 2429 2429 2429
20° 2427 2426 2422
25° 2422 2418 2414
30° 2412 2405 2400
35° 2396 2389 2381
40° 2375 2360 2357
45° 2344 2331 2323
50° 2300 2282 2276
55° 2246 2214 2211
60° 2152 2114 2114
65° 2013 1966 1972
70° 1812 1756 1751
75° 1521 1461 1454
80° 1111 1056 1101
85° 628 579 588

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2344 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974588
CATALOG NUMBER: FLR2-24-65HE-L930-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 170.9 3.4 0° 1800 1800 1800 1800 1800
10°-20° 492.3 9.7 5° 1797 1798 1797 1797 1796 171
20°-30° 750.6 14.8 15° 1744 1744 1744 1745 1744 492
30°-40° 909.4 17.9 25° 1632 1630 1628 1628 1626 752
40°-50° 944.6 18.6 35° 1459 1457 1455 1452 1450 912
50°-60° 845.1 16.6 45° 1232 1229 1225 1222 1221 949
60°-70° 615.9 12.1 55° 957 950 944 944 942 853
70°-80° 305.0 6.0 65° 632 627 618 620 620 627
80°-90° 54.5 1.1 75° 293 288 281 286 280 312
90°-100° 0.0 0.0 85° 41 38 38 38 38 56
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1413.8 27.8
0°-40° 2323.2 45.7
0°-60° 4112.9 80.8
0°-90° 5088.3 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5088.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974588
CATALOG NUMBER: FLR2-24-65HE-L930-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1800.3 1800.3 1800.3 1800.3 1800.3
2.5° 1800.3 1799.7 1799.7 1800.3 1799.1

5° 1797.1 1797.8 1797.1 1797.1 1795.8
7.5° 1790.0 1789.4 1788.7 1789.4 1787.4
10° 1777.7 1777.7 1777.1 1777.7 1776.4

12.5° 1762.9 1762.9 1762.9 1763.5 1762.9
15° 1744.1 1743.5 1743.5 1744.8 1743.5

17.5° 1722.2 1721.5 1721.5 1720.9 1719.6
20° 1695.0 1695.0 1694.4 1693.8 1691.8

22.5° 1666.0 1665.3 1663.4 1663.4 1660.8
25° 1631.7 1629.8 1628.5 1627.9 1625.9

27.5° 1594.3 1591.7 1589.8 1588.5 1586.5
30° 1552.3 1549.7 1547.8 1545.8 1544.5

32.5° 1507.1 1505.8 1502.5 1501.9 1499.3
35° 1458.6 1456.7 1454.7 1452.2 1449.6

37.5° 1406.9 1405.0 1400.5 1399.2 1397.3
40° 1352.0 1349.5 1343.6 1343.6 1341.7

42.5° 1293.3 1290.7 1286.8 1284.2 1282.9
45° 1231.9 1229.3 1224.8 1222.2 1220.9

47.5° 1166.6 1164.7 1159.5 1157.6 1155.7
50° 1098.8 1096.2 1090.4 1089.1 1087.2

52.5° 1027.8 1026.5 1018.7 1018.1 1016.1
55° 957.3 950.2 943.8 943.8 942.5

57.5° 879.8 874.7 866.3 866.3 865.0
60° 799.7 795.2 785.5 786.8 785.5

62.5° 721.6 711.9 702.8 706.7 703.5
65° 632.4 627.2 617.6 620.1 619.5

67.5° 551.0 541.3 532.3 537.5 534.9
70° 460.6 455.4 446.4 451.5 445.1

72.5° 375.3 370.8 361.7 367.6 361.1
75° 292.6 288.1 281.0 286.2 279.7

77.5° 214.5 211.2 204.8 209.9 211.2
80° 143.4 139.5 136.3 140.8 142.1

82.5° 84.0 81.4 80.1 80.7 84.0
85° 40.7 37.5 37.5 38.1 38.1

87.5° 11.0 9.7 11.0 11.6 12.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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