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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974764
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65HE-L935-CP187
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5032.7 lumens
Efficiency: N/A

Efficacy: 100.9 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  49.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974764
CATALOG NUMBER: FLR2-24-65HE-L935-CP187

0% Up

100% Dn

0 cd

445 cd

891 cd

1,336 cd

1,781 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974764
CATALOG NUMBER: FLR2-24-65HE-L935-CP187

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2396 2396 2396
5° 2401 2401 2399

10° 2402 2401 2400
15° 2403 2402 2402
20° 2400 2400 2396
25° 2396 2391 2388
30° 2385 2378 2373
35° 2370 2363 2355
40° 2349 2334 2331
45° 2318 2305 2298
50° 2275 2258 2251
55° 2221 2190 2187
60° 2129 2091 2091
65° 1991 1945 1951
70° 1792 1737 1732
75° 1504 1445 1438
80° 1099 1044 1089
85° 622 573 582

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2318 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974764
CATALOG NUMBER: FLR2-24-65HE-L935-CP187

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 169.0 3.4 0° 1781 1781 1781 1781 1781
10°-20° 486.9 9.7 5° 1778 1778 1778 1778 1776 169
20°-30° 742.4 14.8 15° 1725 1724 1724 1726 1724 487
30°-40° 899.5 17.9 25° 1614 1612 1611 1610 1608 744
40°-50° 934.3 18.6 35° 1443 1441 1439 1436 1434 902
50°-60° 835.8 16.6 45° 1218 1216 1211 1209 1208 939
60°-70° 609.2 12.1 55° 947 940 934 934 932 844
70°-80° 301.7 6.0 65° 626 620 611 613 613 620
80°-90° 53.9 1.1 75° 289 285 278 283 277 309
90°-100° 0.0 0.0 85° 40 37 37 38 38 56
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1398.3 27.8
0°-40° 2297.8 45.7
0°-60° 4068.0 80.8
0°-90° 5032.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5032.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974764
CATALOG NUMBER: FLR2-24-65HE-L935-CP187

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1780.7 1780.7 1780.7 1780.7 1780.7
2.5° 1780.7 1780.0 1780.0 1780.7 1779.4

5° 1777.5 1778.1 1777.5 1777.5 1776.2
7.5° 1770.4 1769.8 1769.2 1769.8 1767.9
10° 1758.3 1758.3 1757.7 1758.3 1757.0

12.5° 1743.6 1743.6 1743.6 1744.2 1743.6
15° 1725.1 1724.4 1724.4 1725.7 1724.4

17.5° 1703.4 1702.7 1702.7 1702.1 1700.8
20° 1676.5 1676.5 1675.9 1675.2 1673.3

22.5° 1647.8 1647.1 1645.2 1645.2 1642.7
25° 1613.9 1612.0 1610.7 1610.1 1608.2

27.5° 1576.9 1574.3 1572.4 1571.1 1569.2
30° 1535.3 1532.8 1530.8 1528.9 1527.7

32.5° 1490.6 1489.3 1486.1 1485.5 1482.9
35° 1442.7 1440.8 1438.8 1436.3 1433.7

37.5° 1391.6 1389.6 1385.2 1383.9 1382.0
40° 1337.3 1334.7 1329.0 1329.0 1327.0

42.5° 1279.1 1276.6 1272.7 1270.2 1268.9
45° 1218.4 1215.9 1211.4 1208.8 1207.6

47.5° 1153.9 1152.0 1146.9 1144.9 1143.0
50° 1086.8 1084.2 1078.5 1077.2 1075.3

52.5° 1016.5 1015.2 1007.6 1006.9 1005.0
55° 946.9 939.8 933.5 933.5 932.2

57.5° 870.2 865.1 856.8 856.8 855.5
60° 791.0 786.5 776.9 778.2 776.9

62.5° 713.7 704.1 695.1 699.0 695.8
65° 625.5 620.4 610.8 613.4 612.7

67.5° 545.0 535.4 526.5 531.6 529.0
70° 455.5 450.4 441.5 446.6 440.2

72.5° 371.2 366.7 357.8 363.5 357.2
75° 289.4 285.0 277.9 283.0 276.7

77.5° 212.1 208.9 202.5 207.6 208.9
80° 141.8 138.0 134.8 139.3 140.6

82.5° 83.1 80.5 79.2 79.9 83.1
85° 40.3 37.1 37.1 37.7 37.7

87.5° 10.9 9.6 10.9 11.5 12.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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