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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974929
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65HE-L940-CP250
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5173.9 lumens
Efficiency: N/A

Efficacy: 103.7 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  49.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974929
CATALOG NUMBER: FLR2-24-65HE-L940-CP250
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974929
CATALOG NUMBER: FLR2-24-65HE-L940-CP250

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2463 2463 2463
5° 2468 2468 2466

10° 2470 2469 2468
15° 2470 2469 2469
20° 2468 2467 2463
25° 2463 2458 2454
30° 2452 2445 2440
35° 2436 2430 2421
40° 2415 2400 2396
45° 2383 2370 2362
50° 2339 2321 2314
55° 2283 2251 2248
60° 2188 2149 2149
65° 2047 1999 2005
70° 1842 1786 1781
75° 1547 1485 1478
80° 1130 1074 1120
85° 639 588 599

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2383 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974929
CATALOG NUMBER: FLR2-24-65HE-L940-CP250

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 173.8 3.4 0° 1831 1831 1831 1831 1831
10°-20° 500.6 9.7 5° 1827 1828 1827 1827 1826 174
20°-30° 763.2 14.8 15° 1774 1773 1773 1774 1773 501
30°-40° 924.7 17.9 25° 1659 1657 1656 1655 1653 765
40°-50° 960.5 18.6 35° 1483 1481 1479 1477 1474 928
50°-60° 859.3 16.6 45° 1253 1250 1245 1243 1241 965
60°-70° 626.2 12.1 55° 973 966 960 960 958 867
70°-80° 310.1 6.0 65° 643 638 628 631 630 638
80°-90° 55.4 1.1 75° 298 293 286 291 284 317
90°-100° 0.0 0.0 85° 41 38 38 39 39 57
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1437.6 27.8
0°-40° 2362.3 45.7
0°-60° 4182.1 80.8
0°-90° 5173.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5173.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974929
CATALOG NUMBER: FLR2-24-65HE-L940-CP250

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1830.6 1830.6 1830.6 1830.6 1830.6
2.5° 1830.6 1830.0 1830.0 1830.6 1829.3

5° 1827.4 1828.0 1827.4 1827.4 1826.0
7.5° 1820.1 1819.5 1818.8 1819.5 1817.5
10° 1807.6 1807.6 1807.0 1807.6 1806.3

12.5° 1792.5 1792.5 1792.5 1793.2 1792.5
15° 1773.5 1772.8 1772.8 1774.1 1772.8

17.5° 1751.2 1750.5 1750.5 1749.8 1748.5
20° 1723.6 1723.6 1722.9 1722.3 1720.3

22.5° 1694.0 1693.4 1691.4 1691.4 1688.8
25° 1659.2 1657.2 1655.9 1655.3 1653.3

27.5° 1621.1 1618.5 1616.5 1615.2 1613.2
30° 1578.4 1575.8 1573.8 1571.8 1570.5

32.5° 1532.4 1531.1 1527.8 1527.2 1524.5
35° 1483.2 1481.2 1479.2 1476.6 1474.0

37.5° 1430.6 1428.6 1424.0 1422.7 1420.8
40° 1374.8 1372.2 1366.2 1366.2 1364.3

42.5° 1315.0 1312.4 1308.4 1305.8 1304.5
45° 1252.6 1250.0 1245.4 1242.8 1241.4

47.5° 1186.3 1184.3 1179.0 1177.1 1175.1
50° 1117.3 1114.7 1108.8 1107.4 1105.5

52.5° 1045.0 1043.7 1035.8 1035.2 1033.2
55° 973.4 966.2 959.7 959.7 958.3

57.5° 894.6 889.4 880.8 880.8 879.5
60° 813.2 808.6 798.7 800.0 798.7

62.5° 733.7 723.8 714.7 718.6 715.3
65° 643.1 637.8 627.9 630.6 629.9

67.5° 560.3 550.4 541.2 546.5 543.9
70° 468.3 463.1 453.9 459.1 452.6

72.5° 381.6 377.0 367.8 373.7 367.2
75° 297.6 293.0 285.7 291.0 284.4

77.5° 218.1 214.8 208.2 213.5 214.8
80° 145.8 141.9 138.6 143.2 144.5

82.5° 85.4 82.8 81.4 82.1 85.4
85° 41.4 38.1 38.1 38.8 38.8

87.5° 11.2 9.9 11.2 11.8 12.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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