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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974798
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-72HE-L935-CA080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5685.8 lumens
Efficiency: N/A

Efficacy: 106.1 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  53.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974798
CATALOG NUMBER: FLR2-24-72HE-L935-CA080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974798
CATALOG NUMBER: FLR2-24-72HE-L935-CA080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2707 2707 2707
5° 2712 2712 2710

10° 2714 2713 2712
15° 2715 2714 2714
20° 2712 2711 2707
25° 2707 2701 2697
30° 2695 2687 2681
35° 2677 2670 2661
40° 2654 2637 2633
45° 2619 2604 2596
50° 2570 2551 2543
55° 2510 2474 2471
60° 2405 2362 2362
65° 2250 2197 2204
70° 2025 1962 1956
75° 1700 1632 1625
80° 1241 1180 1230
85° 702 647 658

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2619 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974798
CATALOG NUMBER: FLR2-24-72HE-L935-CA080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 191.0 3.4 0° 2012 2012 2012 2012 2012
10°-20° 550.1 9.7 5° 2008 2009 2008 2008 2007 191
20°-30° 838.7 14.8 15° 1949 1948 1948 1950 1948 550
30°-40° 1016.2 17.9 25° 1823 1821 1820 1819 1817 840
40°-50° 1055.6 18.6 35° 1630 1628 1626 1623 1620 1019
50°-60° 944.3 16.6 45° 1376 1374 1369 1366 1364 1061
60°-70° 688.2 12.1 55° 1070 1062 1055 1055 1053 953
70°-80° 340.8 6.0 65° 707 701 690 693 692 701
80°-90° 60.9 1.1 75° 327 322 314 320 313 349
90°-100° 0.0 0.0 85° 46 42 42 43 43 63
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1579.8 27.8
0°-40° 2596.0 45.7
0°-60° 4595.9 80.8
0°-90° 5685.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5685.8 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974798
CATALOG NUMBER: FLR2-24-72HE-L935-CA080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2011.8 2011.8 2011.8 2011.8 2011.8
2.5° 2011.8 2011.0 2011.0 2011.8 2010.3

5° 2008.1 2008.9 2008.1 2008.1 2006.7
7.5° 2000.2 1999.5 1998.8 1999.5 1997.3
10° 1986.5 1986.5 1985.8 1986.5 1985.0

12.5° 1969.9 1969.9 1969.9 1970.6 1969.9
15° 1949.0 1948.2 1948.2 1949.7 1948.2

17.5° 1924.4 1923.7 1923.7 1923.0 1921.5
20° 1894.1 1894.1 1893.4 1892.7 1890.5

22.5° 1861.6 1860.9 1858.7 1858.7 1855.8
25° 1823.4 1821.2 1819.7 1819.0 1816.9

27.5° 1781.5 1778.6 1776.4 1775.0 1772.8
30° 1734.6 1731.7 1729.5 1727.4 1725.9

32.5° 1684.0 1682.6 1679.0 1678.3 1675.4
35° 1629.9 1627.7 1625.6 1622.7 1619.8

37.5° 1572.2 1570.0 1564.9 1563.5 1561.3
40° 1510.8 1507.9 1501.4 1501.4 1499.3

42.5° 1445.1 1442.2 1437.9 1435.0 1433.6
45° 1376.5 1373.7 1368.6 1365.7 1364.3

47.5° 1303.6 1301.5 1295.7 1293.5 1291.4
50° 1227.8 1225.0 1218.5 1217.0 1214.8

52.5° 1148.4 1147.0 1138.3 1137.6 1135.4
55° 1069.8 1061.8 1054.6 1054.6 1053.2

57.5° 983.1 977.4 968.0 968.0 966.5
60° 893.6 888.6 877.8 879.2 877.8

62.5° 806.3 795.5 785.4 789.7 786.1
65° 706.7 700.9 690.1 693.0 692.2

67.5° 615.7 604.9 594.8 600.6 597.7
70° 514.7 508.9 498.8 504.6 497.3

72.5° 419.4 414.3 404.2 410.7 403.5
75° 327.0 321.9 314.0 319.8 312.6

77.5° 239.6 236.0 228.8 234.6 236.0
80° 160.2 155.9 152.3 157.4 158.8

82.5° 93.8 91.0 89.5 90.2 93.8
85° 45.5 41.9 41.9 42.6 42.6

87.5° 12.3 10.8 12.3 13.0 13.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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