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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974975
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-80HE-L850-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7961.7 lumens
Efficiency: N/A

Efficacy: 125.4 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  63.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974975
CATALOG NUMBER: FLR2-24-80HE-L850-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974975
CATALOG NUMBER: FLR2-24-80HE-L850-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3790 3790 3790
5° 3798 3798 3795

10° 3800 3799 3798
15° 3802 3800 3800
20° 3798 3796 3790
25° 3790 3783 3777
30° 3774 3763 3755
35° 3749 3739 3726
40° 3716 3693 3687
45° 3668 3647 3635
50° 3599 3571 3561
55° 3514 3464 3459
60° 3367 3307 3307
65° 3150 3076 3086
70° 2835 2747 2740
75° 2380 2286 2275
80° 1739 1653 1723
85° 983 905 920

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3668 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974975
CATALOG NUMBER: FLR2-24-80HE-L850-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 267.4 3.4 0° 2817 2817 2817 2817 2817
10°-20° 770.3 9.7 5° 2812 2813 2812 2812 2810 267
20°-30° 1174.5 14.8 15° 2729 2728 2728 2730 2728 771
30°-40° 1423.0 17.9 25° 2553 2550 2548 2547 2544 1177
40°-50° 1478.1 18.6 35° 2282 2279 2276 2272 2268 1428
50°-60° 1322.3 16.6 45° 1928 1924 1916 1912 1910 1485
60°-70° 963.7 12.1 55° 1498 1487 1477 1477 1475 1335
70°-80° 477.2 6.0 65° 990 982 966 970 969 981
80°-90° 85.3 1.1 75° 458 451 440 448 438 488
90°-100° 0.0 0.0 85° 64 59 59 60 60 88
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2212.2 27.8
0°-40° 3635.1 45.7
0°-60° 6435.5 80.8
0°-90° 7961.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 7961.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974975
CATALOG NUMBER: FLR2-24-80HE-L850-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2817.0 2817.0 2817.0 2817.0 2817.0
2.5° 2817.0 2816.0 2816.0 2817.0 2815.0

5° 2812.0 2813.0 2812.0 2812.0 2809.9
7.5° 2800.8 2799.8 2798.8 2799.8 2796.8
10° 2781.6 2781.6 2780.6 2781.6 2779.6

12.5° 2758.4 2758.4 2758.4 2759.4 2758.4
15° 2729.1 2728.1 2728.1 2730.1 2728.1

17.5° 2694.7 2693.7 2693.7 2692.7 2690.7
20° 2652.3 2652.3 2651.2 2650.2 2647.2

22.5° 2606.8 2605.8 2602.7 2602.7 2598.7
25° 2553.2 2550.2 2548.1 2547.1 2544.1

27.5° 2494.6 2490.5 2487.5 2485.5 2482.4
30° 2428.9 2424.8 2421.8 2418.8 2416.7

32.5° 2358.1 2356.1 2351.0 2350.0 2346.0
35° 2282.3 2279.3 2276.2 2272.2 2268.2

37.5° 2201.5 2198.4 2191.3 2189.3 2186.3
40° 2115.5 2111.5 2102.4 2102.4 2099.4

42.5° 2023.6 2019.5 2013.4 2009.4 2007.4
45° 1927.5 1923.5 1916.4 1912.4 1910.4

47.5° 1825.4 1822.4 1814.3 1811.3 1808.3
50° 1719.3 1715.3 1706.2 1704.2 1701.1

52.5° 1608.1 1606.1 1594.0 1593.0 1589.9
55° 1498.0 1486.8 1476.7 1476.7 1474.7

57.5° 1376.7 1368.6 1355.4 1355.4 1353.4
60° 1251.3 1244.3 1229.1 1231.1 1229.1

62.5° 1129.0 1113.9 1099.7 1105.8 1100.7
65° 989.5 981.5 966.3 970.3 969.3

67.5° 862.2 847.0 832.9 841.0 836.9
70° 720.7 712.6 698.4 706.5 696.4

72.5° 587.3 580.2 566.0 575.1 565.0
75° 457.9 450.8 439.7 447.8 437.7

77.5° 335.6 330.5 320.4 328.5 330.5
80° 224.4 218.3 213.3 220.3 222.4

82.5° 131.4 127.4 125.3 126.3 131.4
85° 63.7 58.6 58.6 59.6 59.6

87.5° 17.2 15.2 17.2 18.2 19.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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