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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975118
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-80HE-L950-CA125
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6992.1 lumens
Efficiency: N/A

Efficacy: 110.1 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  63.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975118
CATALOG NUMBER: FLR2-24-80HE-L950-CA125
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975118
CATALOG NUMBER: FLR2-24-80HE-L950-CA125

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3329 3329 3329
5° 3335 3335 3333

10° 3338 3336 3335
15° 3338 3337 3337
20° 3335 3334 3329
25° 3329 3322 3317
30° 3314 3304 3297
35° 3292 3283 3272
40° 3263 3243 3238
45° 3221 3202 3192
50° 3161 3136 3127
55° 3086 3042 3038
60° 2957 2905 2905
65° 2767 2702 2710
70° 2490 2413 2406
75° 2090 2007 1998
80° 1527 1451 1513
85° 863 795 809

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3221 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975118
CATALOG NUMBER: FLR2-24-80HE-L950-CA125

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 234.8 3.4 0° 2474 2474 2474 2474 2474
10°-20° 676.5 9.7 5° 2470 2470 2470 2470 2468 235
20°-30° 1031.4 14.8 15° 2397 2396 2396 2398 2396 677
30°-40° 1249.7 17.9 25° 2242 2240 2238 2237 2234 1033
40°-50° 1298.1 18.6 35° 2004 2002 1999 1996 1992 1254
50°-60° 1161.2 16.6 45° 1693 1689 1683 1680 1678 1305
60°-70° 846.3 12.1 55° 1316 1306 1297 1297 1295 1172
70°-80° 419.1 6.0 65° 869 862 849 852 851 862
80°-90° 74.9 1.1 75° 402 396 386 393 384 429
90°-100° 0.0 0.0 85° 56 52 52 52 52 77
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1942.8 27.8
0°-40° 3192.4 45.7
0°-60° 5651.8 80.8
0°-90° 6992.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6992.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975118
CATALOG NUMBER: FLR2-24-80HE-L950-CA125

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2473.9 2473.9 2473.9 2473.9 2473.9
2.5° 2473.9 2473.1 2473.1 2473.9 2472.2

5° 2469.5 2470.4 2469.5 2469.5 2467.7
7.5° 2459.7 2458.9 2458.0 2458.9 2456.2
10° 2442.9 2442.9 2442.0 2442.9 2441.1

12.5° 2422.5 2422.5 2422.5 2423.3 2422.5
15° 2396.7 2395.8 2395.8 2397.6 2395.8

17.5° 2366.5 2365.6 2365.6 2364.8 2363.0
20° 2329.3 2329.3 2328.4 2327.5 2324.8

22.5° 2289.3 2288.4 2285.8 2285.8 2282.2
25° 2242.3 2239.6 2237.8 2236.9 2234.3

27.5° 2190.8 2187.2 2184.6 2182.8 2180.1
30° 2133.1 2129.5 2126.9 2124.2 2122.4

32.5° 2070.9 2069.2 2064.7 2063.8 2060.3
35° 2004.4 2001.7 1999.0 1995.5 1991.9

37.5° 1933.4 1930.7 1924.5 1922.7 1920.0
40° 1857.9 1854.3 1846.4 1846.4 1843.7

42.5° 1777.1 1773.6 1768.2 1764.7 1762.9
45° 1692.8 1689.2 1683.0 1679.5 1677.7

47.5° 1603.1 1600.5 1593.4 1590.7 1588.0
50° 1509.9 1506.4 1498.4 1496.6 1494.0

52.5° 1412.3 1410.5 1399.9 1399.0 1396.3
55° 1315.5 1305.8 1296.9 1296.9 1295.1

57.5° 1209.0 1201.9 1190.4 1190.4 1188.6
60° 1098.9 1092.7 1079.4 1081.2 1079.4

62.5° 991.5 978.2 965.8 971.1 966.7
65° 869.0 861.9 848.6 852.2 851.3

67.5° 757.2 743.9 731.4 738.5 735.0
70° 632.9 625.8 613.4 620.5 611.6

72.5° 515.7 509.5 497.1 505.1 496.2
75° 402.1 395.9 386.1 393.2 384.4

77.5° 294.7 290.3 281.4 288.5 290.3
80° 197.1 191.7 187.3 193.5 195.3

82.5° 115.4 111.8 110.1 111.0 115.4
85° 55.9 51.5 51.5 52.4 52.4

87.5° 15.1 13.3 15.1 16.0 16.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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