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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975074
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-80HE-L950-CP187
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6517.7 lumens
Efficiency: N/A

Efficacy: 102.6 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  63.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975074
CATALOG NUMBER: FLR2-24-80HE-L950-CP187
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975074
CATALOG NUMBER: FLR2-24-80HE-L950-CP187

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3103 3103 3103
5° 3109 3109 3107

10° 3111 3110 3109
15° 3112 3111 3111
20° 3109 3108 3103
25° 3103 3097 3092
30° 3089 3080 3074
35° 3069 3061 3050
40° 3042 3023 3019
45° 3002 2985 2976
50° 2946 2924 2915
55° 2877 2836 2832
60° 2757 2708 2708
65° 2579 2518 2526
70° 2321 2249 2243
75° 1948 1871 1863
80° 1423 1353 1410
85° 804 741 753

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3002 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975074
CATALOG NUMBER: FLR2-24-80HE-L950-CP187

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 218.9 3.4 0° 2306 2306 2306 2306 2306
10°-20° 630.6 9.7 5° 2302 2303 2302 2302 2300 219
20°-30° 961.5 14.8 15° 2234 2233 2233 2235 2233 631
30°-40° 1164.9 17.9 25° 2090 2088 2086 2085 2083 963
40°-50° 1210.0 18.6 35° 1868 1866 1863 1860 1857 1169
50°-60° 1082.4 16.6 45° 1578 1575 1569 1566 1564 1216
60°-70° 788.9 12.1 55° 1226 1217 1209 1209 1207 1093
70°-80° 390.7 6.0 65° 810 803 791 794 794 803
80°-90° 69.8 1.1 75° 375 369 360 367 358 400
90°-100° 0.0 0.0 85° 52 48 48 49 49 72
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1811.0 27.8
0°-40° 2975.8 45.7
0°-60° 5268.3 80.8
0°-90° 6517.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6517.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975074
CATALOG NUMBER: FLR2-24-80HE-L950-CP187

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2306.1 2306.1 2306.1 2306.1 2306.1
2.5° 2306.1 2305.3 2305.3 2306.1 2304.4

5° 2301.9 2302.8 2301.9 2301.9 2300.3
7.5° 2292.8 2292.0 2291.2 2292.0 2289.5
10° 2277.1 2277.1 2276.3 2277.1 2275.5

12.5° 2258.1 2258.1 2258.1 2258.9 2258.1
15° 2234.1 2233.3 2233.3 2234.9 2233.3

17.5° 2206.0 2205.1 2205.1 2204.3 2202.7
20° 2171.2 2171.2 2170.4 2169.6 2167.1

22.5° 2134.0 2133.1 2130.7 2130.7 2127.4
25° 2090.1 2087.6 2086.0 2085.2 2082.7

27.5° 2042.1 2038.8 2036.3 2034.7 2032.2
30° 1988.3 1985.0 1982.6 1980.1 1978.4

32.5° 1930.4 1928.8 1924.6 1923.8 1920.5
35° 1868.4 1865.9 1863.4 1860.1 1856.8

37.5° 1802.2 1799.7 1793.9 1792.2 1789.8
40° 1731.8 1728.5 1721.1 1721.1 1718.6

42.5° 1656.5 1653.2 1648.3 1645.0 1643.3
45° 1577.9 1574.6 1568.8 1565.5 1563.9

47.5° 1494.4 1491.9 1485.3 1482.8 1480.3
50° 1407.5 1404.2 1396.7 1395.1 1392.6

52.5° 1316.5 1314.8 1304.9 1304.1 1301.6
55° 1226.3 1217.2 1208.9 1208.9 1207.2

57.5° 1127.0 1120.4 1109.6 1109.6 1107.9
60° 1024.4 1018.6 1006.2 1007.8 1006.2

62.5° 924.3 911.8 900.3 905.2 901.1
65° 810.1 803.4 791.0 794.3 793.5

67.5° 705.8 693.4 681.8 688.4 685.1
70° 590.0 583.3 571.8 578.4 570.1

72.5° 480.7 475.0 463.4 470.8 462.5
75° 374.8 369.0 359.9 366.6 358.3

77.5° 274.7 270.6 262.3 268.9 270.6
80° 183.7 178.7 174.6 180.4 182.0

82.5° 107.6 104.3 102.6 103.4 107.6
85° 52.1 48.0 48.0 48.8 48.8

87.5° 14.1 12.4 14.1 14.9 15.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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