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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975085
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-80HE-L950-CP250
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6546.6 lumens
Efficiency: N/A

Efficacy: 103.1 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  63.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975085
CATALOG NUMBER: FLR2-24-80HE-L950-CP250
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975085
CATALOG NUMBER: FLR2-24-80HE-L950-CP250

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3117 3117 3117
5° 3123 3123 3121

10° 3125 3124 3123
15° 3126 3125 3125
20° 3123 3121 3117
25° 3117 3110 3106
30° 3103 3094 3087
35° 3082 3074 3063
40° 3055 3036 3032
45° 3016 2998 2989
50° 2959 2937 2928
55° 2889 2848 2845
60° 2769 2720 2720
65° 2591 2529 2537
70° 2331 2259 2253
75° 1957 1879 1871
80° 1430 1359 1416
85° 809 744 756

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3016 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975085
CATALOG NUMBER: FLR2-24-80HE-L950-CP250

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 219.9 3.4 0° 2316 2316 2316 2316 2316
10°-20° 633.4 9.7 5° 2312 2313 2312 2312 2310 220
20°-30° 965.7 14.8 15° 2244 2243 2243 2245 2243 634
30°-40° 1170.0 17.9 25° 2099 2097 2095 2094 2092 968
40°-50° 1215.4 18.6 35° 1877 1874 1872 1868 1865 1174
50°-60° 1087.2 16.6 45° 1585 1582 1576 1572 1571 1221
60°-70° 792.4 12.1 55° 1232 1223 1214 1214 1213 1097
70°-80° 392.4 6.0 65° 814 807 794 798 797 807
80°-90° 70.1 1.1 75° 376 371 362 368 360 401
90°-100° 0.0 0.0 85° 52 48 48 49 49 73
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1819.0 27.8
0°-40° 2989.0 45.7
0°-60° 5291.6 80.8
0°-90° 6546.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6546.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975085
CATALOG NUMBER: FLR2-24-80HE-L950-CP250

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2316.3 2316.3 2316.3 2316.3 2316.3
2.5° 2316.3 2315.5 2315.5 2316.3 2314.6

5° 2312.1 2313.0 2312.1 2312.1 2310.5
7.5° 2303.0 2302.2 2301.3 2302.2 2299.7
10° 2287.2 2287.2 2286.4 2287.2 2285.5

12.5° 2268.1 2268.1 2268.1 2268.9 2268.1
15° 2244.0 2243.2 2243.2 2244.8 2243.2

17.5° 2215.7 2214.9 2214.9 2214.1 2212.4
20° 2180.8 2180.8 2180.0 2179.2 2176.7

22.5° 2143.4 2142.6 2140.1 2140.1 2136.8
25° 2099.4 2096.9 2095.2 2094.4 2091.9

27.5° 2051.2 2047.8 2045.4 2043.7 2041.2
30° 1997.2 1993.8 1991.3 1988.8 1987.2

32.5° 1939.0 1937.3 1933.2 1932.3 1929.0
35° 1876.6 1874.1 1871.7 1868.3 1865.0

37.5° 1810.2 1807.7 1801.8 1800.2 1797.7
40° 1739.5 1736.2 1728.7 1728.7 1726.2

42.5° 1663.9 1660.6 1655.6 1652.2 1650.6
45° 1584.9 1581.6 1575.8 1572.5 1570.8

47.5° 1501.0 1498.5 1491.8 1489.3 1486.9
50° 1413.7 1410.4 1402.9 1401.2 1398.8

52.5° 1322.3 1320.6 1310.7 1309.8 1307.3
55° 1231.7 1222.6 1214.2 1214.2 1212.6

57.5° 1132.0 1125.3 1114.5 1114.5 1112.9
60° 1028.9 1023.1 1010.6 1012.3 1010.6

62.5° 928.3 915.9 904.2 909.2 905.1
65° 813.7 807.0 794.5 797.9 797.0

67.5° 708.9 696.5 684.8 691.5 688.2
70° 592.6 585.9 574.3 580.9 572.6

72.5° 482.9 477.1 465.4 472.9 464.6
75° 376.5 370.7 361.5 368.2 359.9

77.5° 275.9 271.8 263.5 270.1 271.8
80° 184.5 179.5 175.4 181.2 182.8

82.5° 108.0 104.7 103.1 103.9 108.0
85° 52.4 48.2 48.2 49.0 49.0

87.5° 14.1 12.5 14.1 15.0 15.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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