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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P975031
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-90HE-L850-CA080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 9071.6 lumens
Efficiency: N/A

Efficacy: 129.0 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  70.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975031
CATALOG NUMBER: FLR2-24-90HE-L850-CA080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975031
CATALOG NUMBER: FLR2-24-90HE-L850-CA080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4319 4319 4319
5° 4327 4327 4324

10° 4330 4329 4327
15° 4331 4330 4330
20° 4327 4325 4319
25° 4319 4310 4304
30° 4300 4287 4278
35° 4271 4260 4245
40° 4234 4207 4201
45° 4179 4155 4142
50° 4101 4069 4057
55° 4004 3947 3942
60° 3837 3768 3768
65° 3590 3505 3516
70° 3230 3131 3122
75° 2712 2604 2593
80° 1981 1883 1963
85° 1121 1031 1048

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4179 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975031
CATALOG NUMBER: FLR2-24-90HE-L850-CA080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 304.7 3.4 0° 3210 3210 3210 3210 3210
10°-20° 877.7 9.7 5° 3204 3205 3204 3204 3202 305
20°-30° 1338.2 14.8 15° 3110 3108 3108 3111 3108 878
30°-40° 1621.3 17.9 25° 2909 2906 2903 2902 2899 1341
40°-50° 1684.1 18.6 35° 2600 2597 2594 2589 2584 1627
50°-60° 1506.6 16.6 45° 2196 2192 2184 2179 2177 1693
60°-70° 1098.0 12.1 55° 1707 1694 1683 1683 1680 1521
70°-80° 543.8 6.0 65° 1128 1118 1101 1106 1104 1118
80°-90° 97.2 1.1 75° 522 514 501 510 499 556
90°-100° 0.0 0.0 85° 73 67 67 68 68 101
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2520.6 27.8
0°-40° 4141.9 45.7
0°-60° 7332.6 80.8
0°-90° 9071.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 9071.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P975031
CATALOG NUMBER: FLR2-24-90HE-L850-CA080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3209.7 3209.7 3209.7 3209.7 3209.7
2.5° 3209.7 3208.6 3208.6 3209.7 3207.4

5° 3203.9 3205.1 3203.9 3203.9 3201.6
7.5° 3191.3 3190.1 3189.0 3190.1 3186.7
10° 3169.4 3169.4 3168.2 3169.4 3167.1

12.5° 3142.9 3142.9 3142.9 3144.1 3142.9
15° 3109.5 3108.4 3108.4 3110.7 3108.4

17.5° 3070.4 3069.2 3069.2 3068.0 3065.7
20° 3022.0 3022.0 3020.8 3019.7 3016.2

22.5° 2970.2 2969.0 2965.6 2965.6 2960.9
25° 2909.1 2905.7 2903.4 2902.2 2898.8

27.5° 2842.3 2837.7 2834.3 2832.0 2828.5
30° 2767.5 2762.9 2759.4 2755.9 2753.6

32.5° 2686.8 2684.5 2678.8 2677.6 2673.0
35° 2600.5 2597.0 2593.6 2589.0 2584.3

37.5° 2508.3 2504.9 2496.8 2494.5 2491.1
40° 2410.4 2405.8 2395.5 2395.5 2392.0

42.5° 2305.6 2301.0 2294.1 2289.5 2287.2
45° 2196.2 2191.6 2183.6 2179.0 2176.7

47.5° 2079.9 2076.5 2067.2 2063.8 2060.3
50° 1959.0 1954.4 1944.0 1941.7 1938.3

52.5° 1832.3 1830.0 1816.2 1815.0 1811.6
55° 1706.8 1694.1 1682.6 1682.6 1680.3

57.5° 1568.6 1559.4 1544.4 1544.4 1542.1
60° 1425.8 1417.7 1400.4 1402.7 1400.4

62.5° 1286.4 1269.1 1253.0 1259.9 1254.2
65° 1127.5 1118.3 1101.0 1105.6 1104.5

67.5° 982.4 965.1 949.0 958.2 953.6
70° 821.1 811.9 795.8 805.0 793.5

72.5° 669.1 661.1 644.9 655.3 643.8
75° 521.7 513.6 501.0 510.2 498.7

77.5° 382.4 376.6 365.1 374.3 376.6
80° 255.7 248.8 243.0 251.1 253.4

82.5° 149.7 145.1 142.8 144.0 149.7
85° 72.6 66.8 66.8 67.9 67.9

87.5° 19.6 17.3 19.6 20.7 21.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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